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1.0 GENERAL PROGRAM INFORMATION 


1.1 Abstract 

The RX11 interface diagnostic consists of a series of selectable tests 
that may be run individually, sequence through all tests, or start at 
a selected test and run through remaining tests, in order, then go 
back to the selected test. 


These tests check out the basic functions of the RX11_ interface such 
as: 


1. Done flag 

2. Interrupt level / address 

3. Program initialize 

4. Read status registers 

5. Fill / empty buffer transfer verification 
6. Fill / empty buffer with data patterns 


It is necessary to insure that these functions work before a data 
reliability test is run. 


Any errors are reported by the program, and it is possible to loop on 
the error or a particular test for scope testing. 


1.2 System Requirements 


1.2.1 Hardware Requirements 
The following equipment is required: 
1. PDP-11 series computer with minimum of 8k memory 
2. RX11 floppy disk system, including a single or dual drive 
RX01 and a PDP-11 Interface card 1m7846). 
NOTE 


A diskette must be included with each drive tested. 


SEQ 0004 








SEQ 0005 


3. Console teleprinter 


1.2.2 Software Requirements 


No prerequisite software 
2.0 OPERATING INSTRUCTIONS 


2.0.1 Outline of Operating Procedure 


The standard running procedure for the diagnostic ( to run all tests 
on both drives with no operator intervention via the switch register) 
is as follows: 


1. Load the program into memory 


1. If it is being loaded from a diskette replace the 
“Library’’ diskette with a ‘scratch’ diskette. 


NOTE 


If this step is forgotten and the program was loaded 
via RXDP (floppy monitor) on unit O with unit 0 
selected by user to undergo testing the program will 
failsafe the operation and prompt the user as 
follows: ‘Caution - If you desire to test unit 
replace load medium with a scratch diskette then 
press continue” 


Caution again, however --------------- 


NOTE 


When running this program on a Small 11 
(e.g /04, LSI 11, etc.) Where there is 
no console switch register it is 
imperative to remember this setup. 





LOCATION 
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NOTE 
Before proceeding to Step B, ensure that 
the following modifiable locations 
contain the parperets you require for 
testing. The following table describes 
each location with respect to the 
default parameters which will be used if 
Left unmodified by the user: 
LABEL CONTENTS PROGRAM REACTION 
OD: 0 TRACKS 0,52,53,114(8) 
FIRST: 015001 SECTORS 1 THRU 32(8) 
KRXVEC: 264 ASSUMES PROPER DEVICE VECTOR 
RXCS: 177170 ASSUMES PROPER DEVICE 


STATUS REGISTER 
(CALCULATES ‘RXDB' 
ADDRESS FROM) 

DTESTP: 0 TESTS BOTH UNITS 
AUTOMATICALLY SEQUENCES 
THRU ALL TESTS 

BRLEV: 5 ASSUMES PROPER DEVICE 
"BR* LEVEL 


Reference section 2 of this document for a more thorough description 
of each of these items and how to modify these locations if you desire 
to change the above mentioned default testing parameters. 


2. 
3. 


Start the program at location 200 


The program will type out maindec number, a test parameter of 

(use both drives and run all tests). Then type tracks to 
be accessed and sector Limits. The program is now runring 
all tests in sequence. 


If there are no errors, at the end of the pass (approx. 50 
seconds run time), a ‘'D'’ will be typed and it will continue 
on for anoth’r pass. 


To halt the test at any time (after or before completion of a 
pass) just halt the processor. 


After completing a pass of the diagnostic, the RX] 
reliability test may be run. 


There are two types of error print out formats: 
1. Tests pretest, 1 - 17, and 21 - 23 use the format shown 


in section 3.1. The important address there is the 
"ERADR' (Error Address) go to the Listing at that 


a 
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Location to get more information on the error condition 
2. Test 20, and 24 - 26 use the format shown in section 3.3. 
In this case the ‘TEST PC*' is the address of the test 
being run when the error occurred. Then the vital 
information of the error is printed (contents of all 


registers, address of where on the diskette the error 
occurred, and the type of error). 


2.1 Loading The Program 
Load the program into memory nia the standard procedure for binary 


paper tapes. Make sure the total system is ready for operation. The 
diskettes inserted properly, doors closed on drives to be tested etc. 


2.2 Starting Addresses 


The program has two starting address locations as follows: 


2.2.1 Initial Start CLoc.200) 
This starting address tests for and selects the hardware, or software 


Switch register, prints maindec name and revision, the test and drive 
selection, and tracks and sectors being used. 


2.2.2 Restart CLoc.202) 


This starting address directs the program to continue running using 
the drive and test selections specified in the previous initial start. 


2.5 Operator Action Before Starting The Program 


2.5.1 Device Address Selection 


Like most options on the PDP=-11 the RX11 Interface Card has jumperable 
register and vector addresses. This allows for devices with the same 
standard addresses to be jumpered to an other address so they will run 
without conflict. 


The program must know what addresses are being used, as it is through 
these register and vector addresses that all communication between the 


———aee eee ee - 
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PDP-11 and the RX11 is handled. 


lf the RX11 system under test is jumpered for register addresses other 
than standard, which is RXCS = 177170 and RXDB = 177172 place in the 
memory Location called “'RXCS"’ CLoc.1206] its new address. The proaram 
assumes the next even address above that of RXCS, will be the address 
of RXDB, so setting that address is not necessary. If there is a 
nonstandard interrupt vector address (standard is Loc. 264) then 
place in memory location called ‘*KRXVEC’’ [Loc. 1204] its new address. 


If either of these locations is loaded with a wrong address, the 
program will get unpredictable errors and may halt. 


NOTE 


The program expects that the priority 
level jumpers are set for a normal ‘BR 

Level of 5 (contents of program location 
"BRLEV:* is set to 5). If the priority 
level jumpers are set to any other Level 
tests 53 & 4 will report errors, unless 
program tocation ‘BRLEV:' has been 
patched to contain the relevent 'BR' 
ievel before executing the program. 


If this is being tested on a LS] 11, tests 3 and 4 will not be run as 
the LSI 11 has only 1 Level of interrupt. 


2.35.2 Non-Standard Diskette Address Selection 


If it is desirable to test the diskette between track and sector 
address Limits other than the preselected track addresses, and/or 
minimum (first) and maximum (last ) sector addresses, this is done by 
the operator making changes to two memory locations before the program 
is started. One location is called ‘OD’ [Loc. 1200] which contains 
the two bytes for inner and outer track addresses. The other location 
is called ‘FIRST’ and it contains the two bytes for the first and Last 
sector addresses. 


1. Definitions 
OD Address of track at outer diameter (min. 0) 


ID = Address of track at inner diameter (max. 114) 
FIRST = Address of first sector on a track (min. 1) 
LAST = Address of last sector on a track (max. 32) 


2. Locations 
Tracks location 1200 bits 14----8 3906 --- <0 
1D OD 


Sectors location 1202 bits l2----8 4----0 


SEQ 0008 





LAST FIRST 


3. Restrictions 
The value of ‘OD’ must be less than or equal to the value of 
"10° The value of ‘FIRST’ must be Less than or equal to the 
value of “LAST”. 


If these locations are changed to new Limits, then the program will 
access only those addresses inclusive of and between these Limits. 
The exception to this is test 26 which always uses a special track 
sequence. 


If the ‘0D’ Location is cleared or set to any illegal combination of 
tracks, the program will clear location ‘‘OD". The track sequence will 
then be tracks 0, 52, 53, and 114 (octal) only. 


If the ‘FIRST’ Location is cleared or set to any illegal conbination 
of sector addresse Limits then the program will set “FIRST'' to 1 and 
LAST’ to 32 (octal). 


2.5.5 Software Switch Register (Loc. 176) 


For the PDP 11 processors that do not have a hardware switch register 
or if the operator wishes to select the software switch re: by 
putting all the switches up to a ‘l’’, (this must be done each time the 
program is started at location 200, otherwise the program will use the 
hardware SWR.) Location 176 is assigned as the switch register. Bits 
set to a ‘l"' in this location have the same function as the 
corresponding switch in the hardware switch register. All references 
to the SWR are indirect and the program assigns the correct address of 
the SWR at ‘‘initial start’’. See Section 2.4.2 for the selection of 
operating conditions. 


To —— the software SWR. while the program is running, type 
“contro ". Each time the SWR. is to be tested the program will 
check to see if the software SWR is selected, and the program is not 
running in auto mode of RXDP/ACT11. If both conditions exist then the 
program checks for the CTRL G in the keyboard buffer. If the CTRL G 
is there the contents of the software SWR. are printed and a ‘'new =" 
is asked for. The operator may now type in the new switch register 
contents, terminated by a carriage return (CR), or if he doesn't want 
to change the SWR. just terminate with the (CR). Note see the 
character restrictions below. 


When the program detects the (CR) it will replace the contents of the 
software SWR., if a new one has been typed in, and return to the flow 
of the program. 


SEQ 0009 
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NOTE 


Character restrictions for changing the 
software SWR. 


1. Only octal numbers 0 - 7 are accepted. Any other character 
typed Ya be printed as a ? and the whole SWR must be 
retyped. 


2. To wipe out a ‘'new’’ contents just typed in, type CTRL U. Now 
anew contents can be retyped. 


3. Only 6 octal characters will be put into the SwWR. If more 
than 6 characters are typed in only the Last 6 will be put 
into the SWR. 


2.5.4 Test Parameter Selection ("‘DTESTP’’ Loc. 1212) 


The drive and test delection must be made before the program starts. 
Location ‘‘DIESTP’’' (Loc. 1212) is where the bits are set to tell the 
program what drives are wanted and what tests to run as_ indicated 
below. When the program starts it will print out the conditions under 
which it is running. 


1) Select Drive Unit 1 
1) Select Drive Unit 0 


NOTE 


If neither of the above bits are set to 
a1, then the program expects both 
drives to be ready for operation (power 
on, diskettes inserted, and doors 
closed). 





SEQ 0010 
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SEQ 0011 


Then set the test selection in bits 4,3,2.,1.and 0 as follows: 


“DIESTP’ BITS 15 14 13----- , Ss 2.2 4 8 
Ul UO NOT USED TESTS 


Biis 6 3 2 tf («6 TESTS 
0000 0 (IF NO TEST SELECTED DEFAULTS TO TEST 1) 
0000 1 TEST 1 
09¢@o0T 8 TEST 2 
saa he TEST 3 
90 1 @ @ TES] 4 
set 7 TEST 5 
.-_ 2s TEST 6 
2. 2.3 4 TEST 7 
9106 0 @ TEST 10 
2S 2 Son TEST 11 
aaeZ SS. TEST 12 
. | 2-3 TEST 13 
o9 110 9 TEST 14 
2) @ ae eS TEST 15 
2 4-2 2°@ TEST 16 
oe 2 oe om TEST 17 
100 0 0 TEST 20 
; ? @. a .49 TEST 21 
1. 8 ft Q TEST 22 
, 2. aS TEST 23 
= See TEST 24 
' -.} 8 7 TEST 
i oe oe TEST 26 

NOTE 


Selection of tests 27 through 37 wilt 
cause the message ‘illegal test’ to be 
printed. 


NOTE 


When a specified test is selected the 
program will start at that test and then 
run through all the following tests 
until it completes test 26, indicated by 
the EOP type out. Then it will go bac 
to the test selected and start the next 
pass. (i.e. If test 24 is selected the 
program will rn test 24, 25, and 26, 
then go back to test 24.) 


An expanded definition of the tests is in section 2.5 


RIS SERIES Bigs Sr OL 
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2.5.4.1 Prerequisite Of Tests: - The following tests must be run in 
order, as one test sets up for the next test. 


Test 6 before tests 7 and test 10 
Test 14 before test 15 and test 16 
Test 16 before test 17 

Test 21 before test 22 and test 23 


See section 2.5 under the above tests for explanation 
2.4 Operator Action To Run The Program 


2.4.1 Starting the Program 


Jing upon the starting address selected the program will do the 
following: 


$4200 (Initial Start) 


The selection of hardware or software switch register is made 
then the program will type its identification number, the 
test parameters selected in location ‘‘DIESTP’’, and tracks and 
sectors ov tested. The program then proceeds to run under 
those conditions. 


54202 (Restart) 


The program will type out the test parameters selected-by the 
previous initial start, prints the diskette address limits, 
and starts running the tests. The only operator action 
required is to set the operating conditions as defined in 
Section 2.4.2, after depressing the "LOAD ADRS'’ switch and 
before depressing the start switch. 


2.4.2 Operating Conditions 


After tne test selection has been made press the ‘‘CONT’’ switch. The 
program will then ask for operating conditions. Switches 0 and 8 
through 15 are used as indicated below. Once they are set up again 
depress the ‘‘CONT'’ switch. The program is now running under the 
selected conditions. 


SwiS-SWO (1) = Select Software Switch Register 


SEQ 0012 


NN a aie easel sesesesesssestsnssessunshssssenasseesssnnmesestnnnmmmenmmmmmnessess 
N 1 
Page 13 


NOTE 


if there is a hardware switch register, 
and the operator wants the software 
switch register, put all switches up (1) 
befort starting the program at the 
initial start address. 


SwiS (1) = Halt on Error 


swe (1) 
* 


SwiS «) 


Swi2 (1D 


The program halts on detecting an error, after printing the 
error message. Pressing ‘‘CONI'’ restores the normal operation 
of the program. 


Halt at End of Pass 


Be end of s'' the program types a bell then an EOP 
indicator. 





“"D’’ means no errors during the pass 
“‘="* means had errors during the pass 


lf SW14 is set the program will halt. If SwWi4 is off the 
program goes back to the test selected and recycles through 
to the last test, at which time another EOP indicator is 
printed. If the program halts due to SWI4 then press ‘CONT’ 
will restore the normal flow of the program. If it halts at 
the end of a pass it will type out the number of passes 
completed. 


- Inhibit Error Typeout 

At the detection of an error if SW13 is set no error print 
out will occur. If SwWi3 is off the error information is 
printed as described in section 3.0 error detection. 

- Loop on Test 

At the completion of a test the preerae checks SWi2. If set 
the program will go back to the beginning of that test and 
rerun it. This produces a scope loop on a particular test. 
The program will stay in this test until: 

1. Walt on end of test switch is set 

2. Loop on test switch is turned off 


At which time the program will go on to the next test. 


NOTE 


If SWwi2 is set and no test specified (0) the program 
will loop on test 1. 





SEQ 0015 
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NOTE 


To Loop on a test that requires a previous test to be 
run first (Section 2.3.4), select the prerequisite 
test and set the “HALT AT END OF TEST’ switch. Start 
the program and when it halts, select the desired 
test and set the ‘LOOP ON TEST’’ switch. The program 
will now stay in that test. 


Swi1 (1) = Lock on Error 


In some tests errors can occur in several places throughout 

the test. When the error has been reported the program sets 

a PC flag to indicate where the error occurred. If Swil is 

set the program goes back to the beginning of the test ~ 
running, and goes through the test until: 


1. It finds a different error in an earlier part of the test 
in which case it will lock onto that error. 


2. It detects the PC flag indicating this is where the error 
oem Ana It then goes back to the beginning of the test 
again. 


This loop will continue until halt on error switch is set or 
the lock on error switch is turned off. 


- Halt at End of Test 


When set it will halt the program at the end of the test 
presently running. 


- Limit Data Error Print Outs 

When off only the first 10 data byte errors will be printed 
on a read check test, for each sector. Any more errors will 
be tabulated but not printed. An error on a different sector 
will allow 10 more data byte errors to be printed. 


When set all data byte errors for all sectors will be printed 
on an error. 


- Inhibit Recalibration 


No recalibration of the drives will occur upon the detection 
of a seek error if this switch is set. 


- Inhibit Bell at Error 


If SWO is off the error routine will ring the teleprinter 
bell at each error detected. With SWO set no bell will ring. 
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2.5 Test Definitions 


2.5.1 Pretest - Initialize (Key) Part 1 


Each time the program is started, by either starting address, it runs 
through a pretest. 


Key initialize should set the done _Aag becnyee any initialization of 
the RXO1 microprocessor is an implied [read sector] of track 1 
sector 1. Therefore any error, except parity, that may occur from a 
normal [read sector] command may occur during an initialize, causing 
the error flag to set. 
Pretest insures that: 

1. Done is set 

2. Error flag is cleared 
3. TR flag is cleared 
4 


- Init done is set 


2.5.2 Test 1 - RXCS Test Part I / Interrupt Test Part | 


The purpose of this test is to verify that writing all RXCS writable 
bits to a 0 are not written to a 1. 


The program writes the RXCS = 0 

No interrupts should occur 

The RXCS should remain unchanged = 40 (done) 
The RXDB should = 0 


2.5.3 Test 2 - Interrupt Test Part I] / Vector Address Verification 


The purpose of this test is to verify that writing the RXCS interrupt 

enable bit (bit 6) to a1, does indeed write it to a 1, therefore 

— done is set an interrupt should occur (the PDP 11 priority is 
) 


$EQ 0015 
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2.5.4 Test 3 - Interrupt Test Part 11] / Priority Level Test Part |] 


The purpose of this test is to ty the priority of the interrupt 
request Line. The program sets the PDP-11 priority to 4 


An RXO1 interrupt should occur on priority level 5 


lf no interrupt occurs then the priority level of the RX11 is not 5, 
but maybe levels 4,3.2,or 


2.5.5 Test 4 - Interrupt Test Part IV / Priority Test Part 1] 


The purpose of this test is to verify the he Ree of the RX11 
interrupt request Line. The program sets the PDP-11 priority to 5. 


No interrupt should occur. If an interrupt does occur then the 
priority level of the RX11 is not level 5, but maybe level 6, or 7. 


2.5.6 Test 5 - Init [Programmed] B / Read Status 


The purpose of this test is to verify that setting the RX11 bit 14 
causes a RX0O1 programmed subsystem initialize. 


The RXCS should =.40 (done) 
The RXDB should = 4, or 104, or 204, or 304 


Test 5 cont'd - RXCS test part I] / RST 


The purpose of this test is to verify the read status command 
(Function #12)., and that done bit is cleared by the function. 


2.5.7 Test 6 - Fill Buffer Transfer Length Test 
The purpose of this test is to verify the transfer Length of the 
function ‘fill buffer’’ of the RX01 microcontrolier 
NOTE 
This test loads the sector buffer for 


test 7 and 10, and must be run previous 
to them. 


SEQ a 





 ogal Test 7 - Empty Buffer Transfer Length and Content verification 
art 


the purpose of this test is to verify the transfer lenath of the 


a “empty buffer’’ and to verify the contents of the sector 
uffer. 


tg ae 10 - Empty Buffer Transfer Length and Content verification 
art 


The purpose of this test is to verify the previous empty buffer test 
did not empty and destroy the contents of the sector buffer. 


2.5.10 Test 11 - Fill / Empty Buffer with ALL 0''s 


During the empty buffer function this test verifies that all 0's are 
in fact in the sector buffer. 


2.5.11 Test 12 - Fill / Empty Buffer with ALL 1's 


During the empty buffer function this test verifies that all 1's are 
in fact in the sector buffer. 


2.5.12 Test 13 - Drive Ready Verification 


Tests that the drive ready (RDY) bit will set for all selected drives. 
The RDY bit will be set after a read status function directed to the 
the selected drive. 


2.5.13 Test 14 - Error Flag and B-Code Verification Part | 


The purpose of this test is to verify that trying to read a 
non-existant sector will cause an error and the correct error code 
will be put into the RXDB when the status B is read. 


NOTE 


This test checks for parity error on the 
read status B function, the next two 
tests (7115 8 116) do not. This test 
must be run before tests 15 & 16. 


ee Re 
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2.5.14 Test 15 - Error Flag and 6-Code Verification Part 1] 
This test verifies that trying to write deleted data on an illegal 


sector will produce an error and the correct B-code is produced. fhe 
deleted data bit should be set after this test. 


2.5.15 Test 16 - Error Flag and B-Code Verification Part 11] 
Verifies that a write function to a nonexistant sector will produce an 
error and the correct B-code is produced. The deleted data bit will 
also be cleared. 
NOTE 
Test 16 must be run before test 17 4s 


test 16 clears the deleted data bit and 
test 17 tests that it is cleared. 


2.5.16 Test 17 - Illegal Track Error Verification 
This test verifies that if a track address larger than 114(octal) is 


accessed, an error condition will occur, and the B-code will = 40. It 
also expects the deleted data bit to be cleared. 


2.5.17 Test 20 - Seek verification Via Read Function 


This test does a read function on the selected tracks testing for seek 
errors on various sections of the diskette. 


2.5.18 Test 21 - Write Test 
The purpose of this test is to write all ones on sector 1, track 1, 
and to verify that the data in the sector buffer is not changed. 
NOTE 
This test must be run before tests 


22 & 25 as they check for data written 
on track 1 sector 1. 


tse 


SEQ 0018 
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2.5.19 Test 22 - Initialize Implied Read 


After previously writing data on track 1 sector 1, this test changes 
the contents of the sector buffer and does a programmed initialize. 
At the end of an init. (recal.) the sector buffer must contain the 
data from track 1 sector 1. 


NOTE 


Unit 0 must be on-line for this test to 
work. 


2.5.20 Test 23 - Read Test 


This test verifies that a read function does infact load the sector 
buffer with data read from the selected address. 


2.5.21 Test 24 - Data Transfer and verification 


The purpose of this test is to write then read and check data on ail 
sectors of the selected tracks. The test alternates between drives, 
if both drives are selected, before changing tracks. The data pattern 
used is a floating 0 pattern. 


2.5.22 Test 25 - Data Verification Via Deleted Data Mode. 


This test is the same as Test 24 except it checks for deleted data 
indicators and uses a data pattern of floating 1. 


2.5.25 Test 26 - Head ‘‘Home'’ Test 


This test checks for the ‘‘home found before the desired track was 
reached’’ error code. The head is moved out 10 tracks then decremented 
back to track 0. It tests all selected drives, and uses a data 
pattern of random data. 


Sessa 
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5.0 ERRORS 


Pretest and tests 1 - 17, and tests 21 - 23 handle errors as indicated 
in Section 3.1. For the most part these tests do rot rely on an 
interrupt to indicate the function is completed. Whereas the other 
tests (tests 20, and 24 - 26) do read, write and read check functions 
over the selected track, sectors, and drives. These require the 
interrupt service and error detection that was used in the data 
reliability test. This is described in Section 3.3. 


NOTE 


If Loop on error switch is up then the 
program will loop on the shortest set of 
instructions that will keep it in the 
failing loop. Otherwise after reporting 
the error the program will continue 
running through the remaining addresses 
and tests. 


3.1 Error Heading For Tests 1 - 17, And 21 - 23 Plus Pretest. 
The error heading is as follows: 

ERADR FAST FAPT {CBLANK] GOOD BAD 

Under each column the error routine prints pertinent information. 


ERADR = Error address 
Address of the error trap instruction where the error was 
detected. 


FAST = First address of selected test 
Address of the test selected and running 


FAPT = First address of present test 
Address of the test or subtest presently running, or 
address cof the scope Loop. 


CBLANK J 
Additional general information supplied by some tests on 
an error. 


GOOD = Expected results of the test ' 
Test results of what should have happened if there was no 
error. 


BAD = Actual test results | 
The data that was received from the RX01, that caused the 
error. 


—- 
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PASS = Number of passes made up to this error 


3.2 Error Output Per Test 


The following are the types of print outs under the columns (blank), 
good, and bad for the various tests, using this errror format. 


TEST (SECTION) 
PRETEST (1) 
PRETEST (2) 


TEST 1 (1) 
TEST 1 (2) 
TEST 1 (3) 
TEST 2 (1) 
TEST 2 (2) 
TEST 2 (3) 
TEST 2 (4) 
TEST 2 (5) 
TEST 35 
TEST 4 
TEST 5 
TEST 5 


TEST 5 (3) 
TEST 5 (4) 
TEST 5 (5) 


TEST 6 (1) 
TEST 7 (1) 


(BLANK ) 
(R2) 
N/A 


(RXCS) 
INCL .DD BIT 


N/A 

N/A 

(KRXVEC) 
(KRXVEC) 
(KRXVEC) 
(KRXVEC) 
(KRXVEC) 
(KRXVEC) 
(KRXVEC) 
(KRXVEC) 
N/A 


(RXDB) 
INCL.DD BIT 


N/A 
N/A 


(RXCS) 
INCL.DD BIT 


NO. OF XFERS 
NO. OF XFERS 


GOOD 
(RO) 


40 


N/A 


EXPEC. 


DATA 


BAD 
(R1) 


(RXCS) 


(RXCS) 
NO DD BIT 


(RXCS) 
(RXCS) 
N/A 
N/A 
(RXCS) 
(RXCS) 
(RXCS) 
(RXCS) 
N/A 
N/A 
(RXCS) 


(RXDB) 
NO DD BIT 


(RXCS) 
(RXCS) 


(RXCS) 
NO DD BIT 


N/A 


ACTUAL 
DATA 


SEQ 0021 
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SEQ 0022 
TEST 10 (1) NO. OF XFERS EXPEC. ACTUAL 
DATA DATA 

TEST 11812 (1) CUSES TEST 6 & 7 TO FILL / EMPTY BUFFER] 
TEST 13 (1) (RXDB) 200 (RXDB) 

NO DD BIT 
TEST 13 (2) (RXDB) 200 (RXDB) 

NO DD BIT 
TEST 14 (1) NO. OF TR'S 100040 (RXCS) 
TEST 14 (2) (RXDB) 0 (RXDB) 

NO DD BIT 
TEST 14 (3) (RXDB) 406 (RXCS) 
TEST 14 (4) N/A 70 (RXDB) 

ERROR CODE 
TEST 15 (1) NO. OF TR'S 100040 (RXCS) 
TEST 15 (2) N/A 100 (RXDB) 
TEST 15 (3) N/A 70 (RXDB) 

ERROR CODE 
TEST 16 (1) NO. OF TR‘'S 100040 (RXCS) 
TEST 16 (2) N/A 0 (RXDB) 
TEST 16 (3) N/A 70 (RXDB> 

ERROR CODE 
TEST 17 (1A) (RXDB) 0 (RXCS) 
TEST 17 (1B) N/A 100040 (RXCS) 
TEST 17 (2) N/A 0 (RXDB) 
TEST 17 (3) (RXDB) 40 (RXCS) 
TEST 17 (4) N/A 40 (RXDB) 

ERROR CODE 
TEST 21 (1 (RXES) NO. OF (RXDB) 

STATUS A BYTE STATUS B 

TEST 21 (2) CUSES TEST 7 TO EMPTY BUFFER] 
TEST 22 CUSES TEST 6 & 7 TO FILL AND EMPTY BUFFER] 


TEST 25 CUSES TEST 6 & 21 TO FILL AND CHECK BUFFER] 








3.5 Error Heading For Tests 20, 24 - 26 


As previously stated these tests access all the selected sectors, 
tracks, and drives, and rely on the interrupt service routine to 
indicate that a function is completed or an error occurred. ALL 
errors, with the exceptions where noted, will type as its first or 
second Line of the message ‘‘error conditions test PC = XXXX PASS = x'', 
The test PC mnumoer is the starting address of the test running, and 
the pass number is the number of passes made up to the error. 


On most errors the program will type out the contents of ‘Status A’’ 
and “’Status 8B’. 


Status A is the contents of the RXES (error and status register) at 
the time the error was detected. It shows the CRC, PAR, etc. errors. 


Status B is the ‘definitive error codes’’ that the RX01 detected, that 
ne ae eee the error condition. These error codes are defined in 
ection 3.3. 


There are three categories of errors as Listed and described below. 


3.3.1 No Error Flag Errors 


These are errors that can occur but the error flag in the RXCS will 
not be set. 


1. Unexpected or missing deleted data bit 


This error results when the et ar expects and doesn't see 
the DD bit ('D D mark missing’’), or doesn't expect and finds 
the deleted data bit set (‘unexpected D D mark‘’). The 
program will type out at what diskette address this occurred 
then continue testing. 


NOTE 


See Section 5.3.3 for other causes of this error. 


2. Data no status error 


This error occurs during a read check when the data read does 
not match the data in the memory data buffer, and there was 
no CRC error indicated. This means that the data was 
probably read off the diskette correctly but the transfer 
between the sector buffer and the RXDB in the RX11 produced 
bad data. 
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SEQ 0025 
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The error message will include the diskette address, ‘‘byte’’ 
number in the sector, the data read from the sector buffer 
‘bad’, and the expected data from the memory buffer ‘‘good’’. 


Byte # Bad Good 


y 
(The data patterns are ‘ormatted as shown) 


0 (Track address; bits 6 - 0) 
1 (Unit number bit 7) 
(Sector address bits 4 - 0) 


Bytes 2 - 125 contain the selected data pattern. 


3. 


126 §©(The sum of all bytes 0 - 125) 
127 = (The negative of 2 times byte 125) 


The program detects a checksum errror by summing all the data 
read from the sector buffer and comparing that sum to 0. 


At the end of the data error typeout the program prints if 
the checksum accumulated was ‘good’ or ‘‘bad’’. If bytes 0 or 
1 have data errors the operator must check the results of the 
checksum. If it is also bad, then there was a true data 
error. If the checksum was good, then it might be that the 
head is not over the track expected, and there is a 
positioning error. 


If switch 9 is down then only 10 data errors will be printed, 
and at the end of the sector the ‘total read check errors ='"' 
will be typed. If switch 9 is up then all the data errors 
for that sector will be typed out. 


Power failure 


The program tests for two types of power failure, total 
System power loss, and RX11 power loss resulting ina 
recalibration of the drives. 


The total system power failure is detected by ‘‘SYSMAC'’ 
subroutine ‘.S$POWER'’. When the power is detected to be going 
down, the registers are saved. When the power comes back up 
the registers are restcred and the message ‘‘power’’ is 
printed. The program then restarts. 


Loss of power in the RX11 causes a recalibration of all 
drives. When this happens the ‘init done’’ bit is set in the 
RXES register along with the normal done flag At each 
interrupt the program tests for the init done bit. If it is 
found set, the function was not completed and a power loss 
must have been detected. When this happpens the program 
types out "'RX11 Power’’ and restarts. The error heading is 
not typed on this error. 


OS yma ha 


SEQ 0024 
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SEQ 0025 
4. Unknown interrupt 


If an interrupt occurs through the RX11 interrupt vector 
address and none of the status bits are set (done. error, 
etc.) the program will type ‘unknown interrupt'’ and return 
back to the program to continue the function. The error 
heading is not printed. 


5. No interrupt at done 


The program expects an interrupt at done on the functions of 
these tests. if an interrupt does not occur at done time 
then the program will type out ‘‘no interrupt at done error'' 
then go into the interrupt service routine as if an interrupt 
did occur. At this point other errors may be printed if any 
are detected. 


3.35.2 Error Flag Errors 


These errors are detected as the results of the error bit being set in 
the RXCS at an interrupt. 


1. Parity error 


A parity error results from an incorrect transfer of a 
command word from the RX1i interface to the Rx01 
micro-processor controller. The program will syee out the 
contents of the command status register (RXCS) showing the 
function that failed, the address of the error, contents of 
status A (RXES) with the parity bit set, contents of status B 
(RXDB) with the definitive error code of 210 set. Then a 
“read, write, fill buffer or empty buffer parity error’ will 
be printed. If a parity error occurs ona ‘read definitive 
error code’’ function, then the contents of the RXCS and 
‘parity error’’ will be typed out. 


2. CRC errors 


On all data transfers between the sector buffer and the 
diskette, a CRC word is generated and checked. If an error 
is detected by the micro-processor in this CRC word then a 
CRC error is generated. The program again types out the 
contents of the registers (RXCS contains function, status A 
with “CRC ERR’ bit set, status B with an error code of 200). 
Then if it is a read only function, or a read check function 
and there were data errors it will type out ‘‘data CRC errors 

then print the bad bytes if any. If it was a read check 
function and there were no data errors it will print ‘CRC 
error no data error’’. 


N 2 
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3. Seek errors 


Any error that produces a definitive error code but does not 
set an error bit in status A (RXDB at end of function) is 
labeled a seek error. See Section 3.3.4 for error codes and 
meanings. The same information is printed for these errors 
as in parity, or CRC errors, except it states that it is a 
“write or read seek error’’. If switch 8 is down then at each 
seek error found the program does an initialize of the Rx01 
so it will recalibrate to a known (home) position. The 
program then goes on to the next sector or track and 
continues testing, if the loop on error switch is off. (See 
Section 3.5.3. for errors caused by previous errors.) If the 
loop on error switch is up it will retry the function at the 
same address. If switch 8 is up then no ‘initialize’ is done 
and the program looks at the other switches for operating 
conditions. Seek errors also print the track address that 
the head moved from at the time of the error. 


4. Error flag error 


lf the error flag is not set in the RXCS and an error bit is 
set in status A or an error code is set in status B then 
there was an error but the error flag was not set. The 
message ‘error flag error’’ is printed then the program 
continues to type out the type of error. 


3.3.3 Errors Resulting From Previous Errors 


If there is a ‘write seek error’’ the program will go on to the next 
address without writing on the address where the error occurred. 
(Unless the loop cn error switch 11 is up and the seek error is 
recovered.) If the write function is followed by a read check function 
and the read does not have a seek error at the same address, then 
there may be data errors, or unexpected or missing deleted data bit 
errors resulting from no data being written on that address by the 
previous write function. 


3.35.4 Definitive Error Codes 


The RXO1 micro-processor has defined the error codes and meanings 
which are available to the program by issuing command #7 ‘'read 
definitive error code" 

The following are the codes and their meanings: 


SEQ 0026 
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10 - Drive 0 failed to see home from initialize 

20 - Drive 1 failed to see home from initialize 

30 - Home found when stepping out 10 tracks for init. 
40 - Tried to access a track greater then 76 

50 - Home found before desired track was reached 

60 - Self diagnostic error 

70 = Desired sector not found after sampling 52 headers 
100 - Write protect error 

110 - More then 40 us and no sep clock detected 

120 - A preamble could not be found 

130 - Preamble found but no ID mark found in time 

140 - CRC error on a header, no error es 

150 - Good header (no CRC error) but track compare error 
160 - 1D address mark not found in time 

170 - Data mark not found in time 

200 - Data CRC error 

210 - Parity errors 


3.4 Program Hung 


If there is no response from the RX11 while ers for the transfer 
request (TR) flag or the done flag, the program will type ‘device test 
hung @ PC"’ (only if SW13 is off) and then go on to the next test, or 
the beginning cf the present test. 


4.0 HALTS 


The only halts in the program are the selectable halts (EOP, EOT, at 
error), the illegal vector halts, and the illegal test selection halt. 


NOTE 


One additional ‘halt’ exists in the 
program. It occurs when the user has 
loaded his program via the ‘RXDP' 
monitor (on unit 0) and also requires 
testing of unit 0. A prompt message is 
typed reminding the user to replace his 
load medium with a scratch diskette 
before going on. The program will wait 
for the ‘continue’ switch to be 
depressed. 


ee -—— 


SEQ 0027 


inal 


5.0 


FLOW CHARTS 


SEQ 0028 
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84 BASIC DEFINITIONS 
253 TEST SELECTION VIA SWITCH REGIS 
275 OPERATIONAL SWITCH REGISTER POS 
299 =RXCS (RX COMMAND STATUS REGISTE 
350 RXDB (RX DATA BUFFER REGISTER) 
402 START AND RESTART ADDRESSES 
426 GET VALUE FOR Feeet ote ie REGISTER 
535 art. a - INITIALIZE “te 


D—— 


2421 TEST 24 - DATA TRANSFER AND VERIFICATION 
24355 TEST 25 - DATA "ae" eee VERIFICATION VIA DELETED DATA MODE 


26 - HEA T 
2511 "" ERROR ‘* TRAP SERVICE ROUTINE 
2586 ** SCOPE ‘* TRAP SERVICE ROUTINE 
2703 ORIVE TEST SELECTION 
2750 WRITE FUNCTION 
2889 READ DATA FROM THE DISKETTE 
3020 READ AND VERIFY DATA 
3160 INTERRUPT SERVICE 
5269 PATTERN GENERATOR 
3412 UNIT SELECTION 
3455 TRACK SEQUENCE SELECTION 
3547 SECTOR SELECTION 
3580 TYPE ROUTINE 


8 1 = RXCS TEST PART 1 / “INTERRUPT TEST PART 1 
1070 TEST 2 - INTERRUPT TEST PART 1] / VECTOR ADDRESS VERIFICATION 
1308 TEST 3 - INTERRUPT TEST PART 11] / PRIORITY LEVEL VERIFICATION PART | 
1366 =69TEST & - INTERRUPT TEST PART IV / PRIORITY VERIFICATION PART 11 
1426 ~=6TEST 5 - INIT CPROGRAMMED] / RST 
1612 TEST 6 - FILL BUFFER TRANSFER LENGTH VERIFICATION 
1713 TEST 10 - EMPTY BUFFER XFER LENGTH AND CONTENT VERIFICATION PART 11 
1721 TEST 7 = EMPTY BUFFER XFER LENGTH AND CONTENT VERIFICATION PART | 
1802 = TEST 12 = FILL/EMPTY BUFFER ALL 1'S 
1809 TEST 11 - FILL/EMPTY BUFFER ALL 0'S 
1821 TEST 13 ORIVE READY VERIFICATION 
1901 TEST 14 = ERROR FLAG AND B-CODE VERIFICATION PART | 
2036 TEST 15 - ERROR FLAG AND B-CODE VERIFICATION PART 11 
2089 TEST 16 - ERROR FLAG AND B-CODE VERIFICATION PART 111 
2172 ~=TEST 17 = ILLEGAL TRACK ERROR VERIFICATION 
2277 = EST 20 - SEEK VERIFICATION VIA READ FUNCTION 
2315 TEST 21 - WRITE TEST 
2384 TEST 22 - INITIALIZE IMPLIED READ 
2406 TEST 25 - READ TEST 


3668 BINARY TO OCTAL (ASCII) AND TYPE 

3745 SAVE AND RESTORE RO-R5 ROUTINES 

3790 TTY INPUT ROUTINE 

3937 TRAP DECODER 

3960 TRAP TABLE 

3981 POWER DOWN AND UP ROUTINES 

4026 SINGLE LENGTH BINARY TO DECIMAL ASCIZ ROUTINE 

athe ae BINARY TO DECIMAL ASCII CONVERT ROUTINE 
4156 SAG 
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‘iT »MD , MC 
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Pee 


~TITLE CZRXBFO RX11_ INTERFACE TEST 
:*COPYRIGHT (C) MAY 8,1979 
;*DIGITAL EQUIPMENT CORP. 

5 SRA THARD MASS. 01754 


! sPROGRAR BY D. ADAMS/B. BURGESS/MIKE PAGE 


eTHIS PROGRAM WAS ASSEMBLED USING THE PDP-11 MAINDEC SYSMAC 
s SPCEASE (MAINDEC-11-DZQAC-C3), JAN 19, 1977. 


0000C1 $1N =] 
160000 $SuR=160000 ;>HALT ON ERROR, LOOP ON TEST, INHIBIT ERROR TyYPOUT 


;COPYRIGHT (C) 1975,1976 

sTHIS SOFTWARE IS FURNISHED UNDER LICENCE FOR USE ONLY 

;O0N A SINGLE COMPUTER SYSTEM AND MAY BE COPIED ny WITH 
>THE INCLUSION OF THE ABOVE COPYRIGHT NOTICE. THIS 
;SOFTWARE, OR ANY OTHER COPIES THEREOF, MAY NOT BE PROVIDED 
SOR OTHERWISE MADE AVAILABLE TO ANY OTHER PERSON 

sEXCEPT FOR USE ON SUCH SYSTEM, AND TO ONE WHO AGREES 10 

; THESE LICENCE TERMS. TITLE TO OWNERSHIP OF THE 

>SOFTWARE SHALL AT ALL TIMES REMAIN IN DEC. 


>THE INFOMATION IN THIS DOCUMENT IS SUBJECT TO CHANGE 
WITHOUT NOTICE AND SHOULD NOT BE CONSTRUED AS A COMMITMENT 
BY DIGITAL EQUIPMENT CORPORATION. 


;DEC ASSUMES NO RESPONSIBILITY FOR THE USE OR RELIABILITY 
OF 11S SOFTWARE ON EQUIPMENT WHICH IS NOT SUPPLIED By DEC. 


SEQ 00350 


CL esses ssssssetsessssessesssesesentesssesstesnsensesnnemmeeenereneeneees--...... 
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sMODIFIED TO REV. D BY B. BURGESS NOV. 10, 1975 AS FOLLOWS: 


* A) 


;B) 
;C) 
;D) 


;E) 
sD 


;G) 


;H) 


e 
. 
o 
° 
e 
e 
€ 
a 
e 
e 
e 
° 
ia 
o 
e 
e 
e 
. 
e 
e 
s 
e 
e 
e 
* 
6 
2 
o 
a 
e 
a 
e 
& 
e 
? 
’ 


ADDED CAPABILITY OF VARIABLE DEVICE ‘BR’ LEVEL. ALL RELEVANT TESTS 
CALCULATE ‘CPU’ LEVEL BASED ON CURRENT CONTENTS OF LOCATION ‘BRLEV:’. 
DEFAULT "BR' LEVEL, FOR THE DEVICE, SET BY THE PROGRAM IS 5. ANY OTHER 
"BR* LEVEL ( E.G. 6 ) WOULD HAVE TO BE PATCHED INTO LOCATION ‘BRLEV:' 
BEFORE RUNNING THE PROGRAM. 


ADDED TWO (2) ROUTINES TO HANDLE ‘UNEXPECTED’ BUS TIMEOUT AND 
RESERVED INSTRUCTION TRAPS ( TRAPS TO VECTORS 4 & 10, RESPECTIVELY). 
BOTH ROUTINES WILL INDICATE WHICH TRAP OCCURRED, THE ‘PC’ LOCATION 
OF WHERE THE TRAP OCCURRED, AND ATTEMPT TO RESTART THE PROGRAM. 


ADDED CODE TO FAILSAFE UNIT 0 UNDERGOING TESTING IF PROGRAM WAS 
LOADED VIA UNIT 0 USING *RXDP’ MONITOR AND USER STARTED RUNNING 
wah WITHOUT HAVING REPLACED HIS LOAD MEDIUM WITH A ‘SCRATCH’ 


ADDED MESSAGES TO INDICATE TO USER WHEN HE HAS SELECTED TRACK AND/OR 
SECTOR LIMITS ‘OUT OF RANGE’ AND CORRESPONDING DEFAULT LIMITS WHEN 
THIS CONDITION ARISES 


MODIFIED TESTS 1 THRU 4 TO CORRECTLY PRINT OUT THE CONTENTS OF 
"KRXVEC’ ( LOCATION HOLDING THE DEVICE VECTOR) AS 264 INSTEAD OF 270. 


MODIFIED TEST 2 TO HANDLE A ‘LOCKED IN INTERRUPT STATE’ CONDITION 
ARISING WHEN "INTERRUPT ENABLE’ AND ‘DONE’ ARE BOTH QUALIFIED AND 
THE "REQUEST INTERRUPT’ FLOP NEVER GETS CLEARED. 


ADDED EXTENSIVE MAINTENANCE INFORMATION BASED ON FAULT iNSERTION 
RESULTS. INFORMATION IS KEYED TO THE ‘ERROR’ REPORT WITHIN A 
TEST. INFORMATION PROVIDED SHOULD BE SELF-EXPLANATORY BUT SHOULD 
NOT BE MISCONSTRUED AS BEING ALL ENCOMPASSING DUE TO HUMAN ERRORS 
IN STATISTICS GATHERING, INABILITY TO FAULT INSERT SOME CHIPS, AS 
WELL AS ONLY TWO (2) MODULES ABLE TO BE FAULT INSERTED 1.€. - 
M7846 (UNIBUS INTERFACE) AND M7727 (READ/WRITE CONTROL). 


ADDED FLOW CHARTS 


SEQ 0031 
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80 
81 .SBTTL BASIC DEFINITIONS 
83 s*INITIAL ADDRESS OF THE STACK POINTER *#* 1200 eee 
84 001200 STACK= 1200 
85 -EQUIV EMT, ERROR :;BASIC DEFINITION OF ERROR CALL 
86 .EQUIV 101, SCOPE :;BASIC DEFINITION OF SCOPE CALL 
88 : *MISCELLANEOUS DEFINITIONS 
89 000011 HT= 11 ::CODE FOR HORIZONTAL TAB 
90 000012 LF= 12 -:CODE FOR LINE F 
91 000015 CR= 15 :;CODE FOR CARRIAGE RETURN 
92 000200 CRLF= 200 ;;CODE FOR CARRIAGE RETURN-LINE FEED 
93 177776 PS= 177776 : PROCESSOR STATUS WORD 

94 -EQUIV PS,PSW 

95 177774 STKLMT= 177776 :;STACK LIMIT REGISTER 

% 177772 PIRQ= 177772 : PROGRAM INTERRUPT REQUEST REGISTER 
97 177570 DSWR= 177570 : HARDWARE SWITCH REGISTER 
98 177570 DDISP= 177570 : HARDWARE DISPLAY REGISTER 

100 S*GENERAL PURPOSE REGISTER DEFINITIONS 

101 000000 RO= 20 ::GENERAL REGISTER 

102 000001 R1= 21 > :GENERAL REGISTER 

103 000002 R2= %2 : GENERAL REGISTER 

104 000003 R3= 43 >: GENERAL REGISTER 

105 000004 R4= %4 : GENERAL REGISTER 

106 000005 R5= 25 >: GENERAL REGISTER 

107 000006 R6= %6 : GENERAL REGISTER 

108 000007 R7= 17 : :GENERAL REGISTER 

109 000006 SP= %6 ::STACK POINTER 

110 000007 PC= 47 ::PROGRAM COUNTER 

112 :*PRIORITY LEVEL DEFINITIONS 

113 000000 PRO= 0) : PRIORITY LEVEL 0 

114 000040 PRI= 40 > :PRIORITY LEVEL 1 

115 000100 PR2= 100 PRIORITY LEVEL 2 

116 000140 PR3= 140 PRIORITY LEVEL 3 

117 000200 PR4= 200 PRIORITY LEVEL 4 

118 000240 PR5S= 240 >:PRIORITY LEVEL 5 

119 000300 PR6= 300 PRIORITY LEVEL 6 

120 000340 PR7= 340 “PRIORITY LEVEL 7 

122 :*"SWITCH REGISTER’ SWITCH DEFINITIONS 

123 100000 Swi5= 100000 

124 040000 Swi4= 40000 

125 020000 Swi3= 20000 

126 010000 Swi2= 10000 

127 004000 Swil= 4000 

128 002000 swi0= 2000 

129 001000 SwO9= 1000 

130 000400 SwO8= 400 

131 000200 SwO7= 200 

132 000100 SwO6= 100 

133 000040 SwOS= 40 

134 000020 SW04= 20 

135 000010 SwO3= 10 





CZRXBFO RX11 INTERFACE TEST 
O8-MAY-79 14:22 


CZRXBF P11 


150 


xd aud nd eed aed eed ed ed 
VWI uwwuws 
COOnO UWS whe 


174 


eee ne et es se es * 
CSSRBLERFANRSES Sates 


000004 
000002 
000001 


100000 


000002 
000001 


000004 


000240 


4 
MACY11 30A(1052) 29-MAY-79 08:23 rae 5 
BASIC DEFINITIONS 
SW92=- & 
SwOl= 2 
SwO0= 
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;*BASIC *“‘CPU'’ TRAP VECTOR ADDRESSES 


ERRVEC= 4 3; TIME OUT AND OTHER ERRORS 

RESVEC= 10 ;;RESERVED AND ILLEGAL INSTRUCTIONS 
TBI TVEC=14 oT" BIT 

TRIVEC= 14 3; TRACE TRAP 

BPTVEC= 14 ;;BREAKPOINT TRAP (BPT) 

ICTVEC= 20 ss INPUT/OUTPUT TRAP (IOT) **SCOPE®e 
PWRVEC= 24 ;; POWER FAIL 

EMTVEC= 30 : EMULATOR TRAP (EMT) **ERROR®® 
TRAPVEC=34 ::"'TRAP'' TRAP 

TKVEC= 60 7: TTY KEYBOARD VECTOR 


>; TTY PRINTER VECTO 


6 R 
PIRQVEC=240 ;;PROGRAM INTERRUPT REQUEST VECTOR 


OS 
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000042 


000046 


000052 
000174 
000176 
000200 
000202 
000204 
000210 
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000017 


000000 


000000 
000000 


000340 


000042 
000000 


000046 
002470 


000052 
000900 


000174 
000000 
000000 


02 
000137 001232 
000137 001222 


000000 
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BASIC DEFINITIONS 


SPECIAL EQUATES 


-=46 
LOGICAL 


.=52 
WORD 0 
-=174 


DISPREG: 


SWREG: 
.=200 


1$: 


WORD 0,0 


BUSERR 
PR7 
RESERR 
PR? 


BR 1% 


BR 2% 
JMP SA200 


oo 


JMP SA202 


READ B CODE 


JE+FILL BUFFER 
IE*EMPTY BUFFER 
IE+WRITE SECTOR 
IE*READ SECTOR 
JE+WRITE DD SECTOR 


>UNEXPECTED TIMEOUT TRAP PC 
; UNEXPECTED TIMEOUT TRAP PS 
;UNEXPECTED RESERVED INSTRUCTION TRAP PC 
; UNEXPECTED RESERVED INSTRUCTION TRAP PS 


; ADDRESS OF TRA® SERVICE 


;ACT 11 EOP HOOKS 





;OPERATOR SELECTED CONDITIONS 
;RESTART PROGRAM WITH PREVIOUS PARAMETERS 


Sh tte - a 


SEQ 0034 
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CERABE Pll O8-MAY-79 14:22 BASIC DEFINITIONS SEQ 0035 


248 
249 


K 
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a 

CZRXBF .P11 O8-MAY-79 14:22 TEST SELECTION VIA SWITCH REGISTER SEQ 0036 
a7 ~SBTTL TEST SELECTION VIA SWITCH REGISTER 
252 Spe eeeeeeerererereeeerereeeeteeete teehee eeeTereTeTeee 
253 Sp eeereerererererreerererereeteteeeeeeeeaeeeeeeeeeeeeReeneeeetee 
te Sete eeeeereReeeeeeeeeeeeTeReeeeeTee ATA eRe eee eee eee 
$28 ;SET TEST AND DRIVE SELECTION IN ‘’ DTESTP ‘’ LOCATION 1212 
258 ; BIT 15 = 1 = UNIT 1 SELECTED 
259 ; BIT 14 = 1 = UNIT O SELECTED 
ony ; BIT 15 & BIT 14 = 0 = BOTH DRIVES MUST BE READY 
262 ; BIT 4 = BIT 0 = OCTAL NUMBER OF DESIRED STARTING TEST 
= > BIT 4 = BIT 0 = 0 “ALL TESTS WILL BE SEQUENCED THROUGH 
265 WEE SESSRLSSESSELELELE ESTE TEESE EESTI ETAT AAA ii te 
266 SPAM HHA KAAETE KHATER heEe 
od SL RRAAHA RETA TAREE TEETER TARTRATE RATATAT TERE AEE 
269 
on ~SBTTL OPERATIONAL SWITCH REGISTER POSITIONS 
272 Spe eeeeeeeeeeeeereeeeteeeeeteeeeeeeeReeeReAeeAAATARee eT eee RETS 
273 Sp ereeererereererereeneerenererereeTeeeAeeeeeeReAee eee ee eee 
i FS eeeeereeererereeeteteetteteeeeeaTereteeeeKeeeeAeeeeeeeeeeeeTEe 
276 ; SET OPERATING CONDITIONS IN THE SWITCH REGISTER (HARDWARE) 
o. ; OR SOFTWARE SWITCH REGISTER LOCATION 176 
279 ; 15 = 1 = HALT ON ERROR 
280 ; 14 = 1 = HALT AT END OF PASS 
281 ; 13 = 1 - INHIBIT ERROR TYPEOUT 
282 ; 12 = 1 = LOOP ON TEST 
283 >; 11 = 1 = LOCK ON ERROR 
284 ; 10 = 1 = HALT AT END OF TEST 
285 ; 9 = 1 = PRINT ALL DATA ERRORS 
286 ; 9 = 0 - PRINT ONLY FIRST 10 DATA ERRORS PER SECTOR 
yo ; 8 = 1 - INHIBIT RECALIBRATION ON SEEK ERRORS. 
289 ; 0 = 1 = INHIBIT <BELL> AT ERROR 
4 ; 15-0 = 1 = SELECT SOFTWARE SWITCH REGISTER 
293 speerereereseereeteeeeeeeeeteeeeeeeteeeeeeeeee Ree eae 
294 Speeeeeeeeeereese eee eeeeee rere eee eee eee eRe ee Tere eAe Lees 


295 EASA RCESE SSE ESE SESE RATER ESE REE ERSTE ESET SECC RECS 





CZRXBFO RXi1 INTERFACE eer 


CZRXBF PII 


Sececels=ss 
Oe ee ed ee et de ee od 
OOnNOWUP WR —O 


320 


001200 
001202 


001204 
001206 


08-MAY-79 


001200 
000000 


001205 
000264 
177170 


MACY11 Neb 29-MAY-79 08:23 pA ee 9 
XCS (RX COMMAND STATUS REGISTER) 


~SBTTL RXCS (RX COMMAND STATUS REGISTER) 


-=STACK 
OD: 0 
1D=00+1 
FIRST: 015001 
LAST=FIRST#1 
KRXVEC: 264 


RXCS: 177170 


;0D/1D = O UNLESS SPECIFIC TRACKS SELECTED. 


; FIRST = 1, LAST = 


; RXCS: STANDARD DEVICE ADDRESS = 177170 


; TOGGLE INTO PROGRAM LOCATION “' RXCS ‘’ THE RX11 DEVICE ADDRESS If NOT 


sKEY: R - READ ONLY BIT 
: W- WRITE ONLY BIT 


; FUNCTION 
$216 


y 

i 

) 
o 


Be Be Be Be Be Be Be Be 

Oofnmi co &uoS 
++ + 
Gy Gy 
oo 
eee#s 


es 


R = ERROR 
W = INITIALIZE 


(BITS 15-8) 
(NOT USED) 


eet et ed ed et 
CO NMWFSYOnWOO—wWWwLEW 


geececnwwwn 


- TRANSFER REQUEST 
/W- INTERRUPT ENABLE 


ONE 

UNIT SELECT 
FUNCTION 
FUNCTION 
FUNCTION 
GO ! 


FILL BUFFER 
EMPTY BUFFER 
WRITE SECTOR 
READ SECTOR 


READ STATUS "A °' 
WRITE DELETED DATA 
READ STATUS *’ B *' (CODES) 


= 32 





SEQ 00357 


— 
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CZRXBF .P11 O8-MAY-79 14:22 RXDB (RX DATA BUFFER REGISTER) SEQ 0038 
ne ~-SBTTL RXOB (RX DATA BUFFER REGISTER) 
ed 001210 177172 RXDB: 177172 
ee ; RXDB: STANDARD DEVICE ADRESS = 177172 
353 ; THE FOLLOWING BIT IDENTIFICATION REPRESENTS THE STATUS AT THE END OF A FUNCTION 
s20 ; (BUT NOT FUNCTION # 16 TO READ STATUS '' B '') DISPLAYED WITHIN THE RX-DATA BUFFER. 
356 ; (A) 7 = SELECTED ORIVE READY 
357 ; 6 - DELETED DATA 
358 ; 5 - 
359 : 4 - 
360 ; 3 - WRITE PROTECT ERROR 
361 ; (B) 2 - INITIALIZE DONE 
362 ; 1 = PARITY ERROR 
= : 0 - CRC ERROR 
=: ; (A) = VISIBLE ONLY IF THE FUNCTION WAS # 12 READ STATUS "'A “ 
367 ; (B) = INIT DONE VISIBLE IF AN INITIZLIAE CKEY] OR CPROGRAMMED) WAS ISSUED 
Fy a4 001212 000000 DTESTP: 0 
37 001214 000005 BRLEV: 5 
370 sBRLEV: STANDARD PRIORITY INTERRUPT LEVEL = 5 
375 ; TOGGLE INTO PROGRAM LOCATION “‘BRLEV’’ THE RX11 INTERRUPT PRIORITY 
379 “LEVEL If NOT = 5 
378 001216 177570 SWR: ~WORD DSWR 
ton 001220 177570 DISPLAY: «WORD DDISP 
381 ; RO - GOOD /EXPECTED RESULT OF TEST 
382 ; R1 = EAC /ACTUAL RESULT OF TEST 
383 ; R2 - BLANK / 
ane ; R3 - TEST Q 
386 ME SSESESESESA SEL SELES ESE S EERE SEE TEESE EECCA SES CECE e acess 
387 
to sWORD “‘UNITSEL’’ HAS THE FOLLOWING BIT DEFFINITIONS 
390 :B1T15 = 1 - UNIT 1 SELECTED FOR USE 
391 sBIT14 = - UNIT 1 IN USE 
392 ;B11T8 = 1 - THIS PASS HAD AN ERROR 
393 :BIT7 = 1 = UNIT O SELECTED FOR USE 
394 :B1T6 = 1 - UNIT O IN US 
Sys :B11T4 = UNIT SELECTION BIT 
397 pp eeeeeeeeeeeeeeeeeeeeeeeee eee eee eater ee Reet eee eee Ree eee 


CZRXBFO RX11 INTERFACE 7 
CZRXBF P11 4:22 


399 


o 
oO 
a 
Nm 


SSSSS8sss 
ee ceed ceed eed ee ed ed ed 
VENSRAERAS 
SFU SUbEs 


esesssssssesesssess 883es 
WALA La 
NESSVSEISESENNS SS 


Ssooooooessoeess 
oFSS 


001430 


_ 
arte 
. 
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005200 
012706 
000447 


03 
112737 
012637 
000005 


001200 


177570 


000004 
001276 
177777 


000176 
000174 


000042 
001216 


000061 
000004 


000340 
001364 


177740 
012752 
140000 
100200 
040000 


000200 
001212 


MACY11 5PA61052) 


001216 


000004 
177724 


001216 
001220 


000176 


015072 


001210 


012656 


007006 


001212 
012752 
001212 
012752 


SA202: 


3 
29-MAY-79 08:23 "PAGE 1 
START AND RESTART ADDRESSES 


~SBTTL START AND RESTART ADDRESSES 
; THE STARTING ADDRESS WAS 202 


INC RO 
MOV #STACK,SP 
BR RESTART 


; THE STARTING ADDRESS WAS 200 


$A200: 


65$: 


3$: 
RESTART: 


4$: 


CLR RO 
MOV #177570,SWR 


MOV # 
CMP #179777 aSUR 
BEQ 2% 


BR 5% 

CMP (SP)+,(SP)+ 
MOV #SWREG, SUR 
MOV #DISPREG,DISPL 


64% 
SWR ,#SWREG 
65$ 


65$ 
#1,SAUTOB 
MOV (SP)+,4 

SET 


V #PR7,-(SP) 
MOV #4$,-(SP) 


MOV RXCS, RXDB 
#2, RXDB 
MOV #001234,RAN1 
MOV #000765 ,RAN2 
CCOUNT 
CLR PASS 
HANGER 
V lala enim 
BNE XSA202 
UNITSEL 
BIT #140000,DTESTP 
ly #100200 ,UNITSEL 
BIT #B1T14,DTESTP 
BEQ 
BIS #200, UNITSEL 
TST OTESTP 


RESET TO HARDWARE SwR. 


;PRINT THE NAME AND REVISION 

:SAVE *BUSERR’ TIMEOUT ‘PC’ 

SET UP TIMEOUT VECTOR 

71S SOFTWARE SWR SELECTED 

sYES, INSERT IT°S ADDRESS 

sBR IF NO TIMEOUT TRAP OCCURS 
RESTORE THE STACK 

sPOINT TO SOFTWARE SWITCH REGISTER 
sPOINT TO SOFTWARE DISPLAY REG. 


1 _—, FOR SOF TUARE SWITCH REGISTER 


;;ARE WE RUNNING UNDER XXDP/ACT? 
>BRANCH IF YES 

: | SOFTWARE SWITCH REG SELECTED? 

;:BRA NCH H IF NO 

;:GET SOFT-SWR SETTINGS 


;;SET AUTO-MODE INDICATOR 


sRESET TIMEOUT VECTOR TO ‘BUSERR’ 
s INITIALIZE THE RX11 SYSTEM 


sLOAD THE PSW 

:GET ADDRESS OF RXCS 

:SET UP ADDRESS OF RXDB 

: INITIALIZE CONSTANTS OF 
; RANDOM NUMBER GENERATOR 


; STARTING ADDRESS WAS 202 


;WERE ANY DRIVES SELECTED 
;YES GO SET THEIR BITS 
>NO, BOTH UNITS MUST BE READY 


;WAS UNIT O SELECTED 
NO, MUST BE UNIT 1 
>YES,SET SELECTED B 
;WAS UNIT 1 SELECTE 


IT 
D 


SEQ 0059 


CZRXBFO RX11 INTERFACE TEST 


CZRXBF P11 

455 001512 
456 001520 
457 001524 
458 001526 
459 001534 
460 001536 
461 001544 
462 001552 
4635 001554 
464 001562 
465 001564 
466 001572 
467 001576 
468 001602 
469 001604 
470 001612 
471 001620 
472 001624 
473 001630 
474 001632 
475 1633 
476 1634 
477 001640 
478 001644 
479 001646 
480 001652 
481 001656 
482 

483 

484 

485 001660 
486 1666 
487 001670 
488 001676 
489 001700 
490 001704 
491 001710 
492 001712 
493 001713 
494 001714 
495 001720 
496 001724 
497 001726 
498 001727 
499 001730 
500 0017352 
501 

502 

503 001736 
504 001742 
505 

506 

507 

508 001744 
509 001750 
510 001752 


O8-MAY-79 14 


000405 
104401 


005037 
000736 


4:22 


100000 
000042 


000042 


000176 
100000 


000010 


001201 
001200 


016507 
001200 


017126 


001200 


001202 
000001 


MACY11 30A(1052) PAGE 12 
GET VALUE FOR SOFTWARE SWITCH REGISTER 


012752 


000046 


177452 
177444 


000041 
012752 


000114 
001201 


001202 


29-MAY-79 08:23 





BIS #B11T15,UNITSEL ;YES,SET THE SELECTED 817 
es: TST aa42 AUTO MODE? 
BEQ XSA202 ;BRANCH If , NOT 
CMP O842 ,0846 ;ACT MODE ? 
BNE 6% ;BRANCH IF NOT 
MOV #SWREG ,ASWR :GET SOFT SWITCH REG FOR AUTO MODE 
Ny 44 Ott oOSWR :SET FOR HALT ON ERROR 
63: BITB #10,0841 s;WAS PROG. LOADED FROM RX01 ? 
BEQ XSA202 ;BRANCH IF NOT 
BIC #200 ,UNITSEL 
TYPE »MUNITI 
TYPE » MONLY 
BR XSA202 
3$: BIS #B1T15 ,UNITSEL 
XSA202: BIC #100200 ,0D sCLEAR 1ST TIME BITS FOR BOTH DRIVES 


TYPE, MDTESTP 
MOV DTESTP,-(SP) 


-BYTE 6 
-BYTE 0 
TYPE "ermal 


+ SAVE DTESTP FOR TYPEOUT 
gs ee ASCII 

::TYPE 6 DIGIT(S) 

>; SUPPRESS LEADING ZEROS 


LIMITS: TST O 


; O <= 


TRKLMT: 


1$: 


; 1 <s 


SECLMT: 


BNE TRKLAT 
CLR SEQUEN 
TYPE ,MLIMTRK 
BR SECLAT 


OD <= ID <= 114 
CMPB 1D,#114 
BHI 1$ 
CMPB OD,10 
BHI 1$ 


-B 0 
BR SECLMT 
TYPE, OD2B1G ATING ID OR OD 


LTING TO TRACKS 


LN @O 
oC —-, 
—m aS 
— TH 
pe 
cm 


CLR OD 

BR LIMITS 
FIRST <= LAST <= 32 
TSTB FIRST 

BNE 1$ 

MOVE #1,FIRST 


C 4 
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b) 
CZRXBF P11 O8-MAY-79 14:22 GET VALUE FOR SOFTWARE SWITCH REGISTER SEQ 0041 
511 001760 123727 001203 000032 1$: CMPB LAST ,#32 
512 001766 101023 H1 2% 
513 001770 123737 001202 001203 CAPB FIRST,LAST 
514 001776 101017 BHI 2% 
315 002000 104401 016521 3$: TYPE ,MFIRST 
516 002004 113746 001202 MOVB FIRST,-(SP) 
517 002010 104403 TYPOS 
518 002012 003 BYTE 3 
519 002013 000 -BYTE 
520 002014 104401 016532 TYPE 
521 002020 113746 001203 MOVB (AST -(SP) 
522 002024 104403 TYPOS 
523 002026 003 BYTE 3 
524 002027 000 BYTE 0 
525 002030 104401 016162 TYPE ,MCRLF 
526 002034 000406 BR PRETEST 
527 002036 104401 017213 2$: TYPE,  S2BI1G TYPE MSG. INDICATING THAT 
528 SECTOR RANGE SELECTED WAS 
529 ; INVALID AND DEFAULTING TO A 
530 002042 012737 015001 001202 MOV #15001,FIRST ; 1ST SECTOR VALUE OF 1 AND 


531 002050 000753 BR 3$ cA LAST SECTOR VALUE OF 32 


SL II 


LS 


D 4 
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CZRXBFO RX11 INTERFACE TEST 
CZRXBF .P11 - INITIALIZE CKEY) PART | 


MACY11 30A(1052) 
O8-MAY-79 14:22 EST 


PRET SEQ 0042 


532 .SBTTL PRETEST = INITIALIZE CKEY] PART | 
534 : ‘KEY’ INITIALIZE SHOULD HAVE CSET) THE DONE FLAG BECAUSE 

$35 : ANY CINIT) OF THE RXO1 MICROCONTROLLER IS AN IMPLIED CREAD SECTOR) 
336 OF TRACK 1 SECTOR 1 (FOR SYSTEMS PROGRAMMING BOOTSTRAP APPLICATIONS). 
538 : THEREFORE, ANY ERROR (EXCEPT PARITY) THAT MAY OCCUR FROM A NORMAL 
539 “READ SECTOR’ COMMAND MAY OCCUR HERE CAUSING THE ERROR FLAG TO SET. AND 
say DISPLAYING THE ERROR STATUS WITHIN THE TRANSFER REGISTER AT ‘DONE’ 
342 : THE TRANSFER REQUEST FLAG SHOULD BE CLEARED. 

544 ;NOTE: SCOPE LOOPING IS NOT OFFERED BECAUSE THE “‘INIT’’ FUNCTION 

345 : WHICH PRODUCED THE ERROR HAS NOT YET BEEN VERIFIED. 

547 002052 042737 000400 012752 PRETEST: BIC #BITS.UNITSEL 

548 002060 005037 006520 CLR ERRORS 

549 002064 000004 SCOPE ; REFRESHES FAST FOR ERROR TYPEOUT 
550 002 013737 006604 002560 MOV PCSCOPE,FAST : FOR ERROR TYPEOUT INFORMAZION 
551 002074 012700 000040 MOV #40, RO ; PROGRAM EXPECTS DONE FLAG 

552 002100 017701 177102 3s: MOV @ RXCS, R1 : ACTUAL CONTENTS OF RXCS 

553 002104 020100 CMP RI, RO 

§54 002106 001407 BEQ 1$ : OK 

555 002110 062737 000001 007004 ADD #1, HANGER :WAIT FOR THE INIT. FUNCTION TO 
556 002116 005537 007006 ADC HANGPL :FINISH BEFORE CALLING IT AN ERROR 
357 002122 001366 BNE 3$ 

559 ; (RO) = 40 ; (RI) = ACTUAL RXCS ; (R2) = N/A 

561 002124 104000 ERROR : RXCS NOT = 40 (DONE) 


SPENT ONS JONSSON JONSON Se Jes Jes Jes Ses Jes Jes Jes fesse /e\s/e\: 
SAONSS ONS JONSSON SON SON Jes Jes Jase Jes Jes Jas fe\s Jessel /e\s/e\: 
SAOENSS ONS SONS SONS SONS SON JON Ses Jes Jefe Jes Jes Jes fais /e\s/e\s/e\: 


>THE FOLLOWING IS A PRESENTATION OF POSSIBLE REASONS AS TO WHY 


;THIS ERROR REPORT WAS GENERATED. 
;BASED ON FAULT INSERTION RESULTS, 


THE INFORMATION SHOWN 1S 
AND SHOULD PROVIDE LOGICAL 


sAREAS TO CHECK FOR ‘HE RELEVANT FAULT/S. 


;1F THIS ERROR REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS 
ANALYZE THE FOLLOWING AREA/S: 


:M7846 (UNIBUS INTERFACE) 
SIGNAL NAME 


NOTE: 


REASON POSSIBLE CHIPS 


MAKE SURE THE DRIVES ARE CONNECTED CORECTLY,THE 


DISKETTES INSERTED,AND THE DOORS OF THE SELECTED DRIVES 
ARE CLOSED. IF THE THESE CONDITIONS ARE NOT SET THERE 
WILL BE AN ERROR AT THIS POINT. 


;B TRANSFER REQUEST 


STUCK HIGH E22 





CZRXBFO RX11 INTERFACE TEST 
CZRXBF P11 O8-MAY-79 14:22 


; DONE 
>RUN(O) H 
Fy 00 


BUS D02/D04 
:RUN(T) H 

> INT ENB(1) H 

; TRANSFER REQUEST 
¢ INT ENG(1) H 


‘BUS D15 
ATA 


MACY11 SRA 1052) 29-MAY-79 08: 
PRETEST - INITIALIZE [ 


STUCK LOW 
STUCK LOW 
STUCK LOW 
STUCK LOW 
STUCK HIGH 
STUCK HIGH 
STUCK HIGH 
STUCK HIGH 
STUCK HIGH/LOW 
STUCK HIGH 
STUCK LOW 
STUCK LOW 
STUCK LOW 
STUCK HIGH 
STUCK HIGH 
STROBE DISABLED 


*A’ yey NOT SELECTED 


STUCK 


LOW 
STUCK HIGH 


LOW 
LOCKED IN "PRESET STATE 


NO STROBE SIGNAL 
STUCK LOW 
STUCK HIGH 


;1F THE FAULT CANNOT BE FOUND ON THE UNIBUS INTERFACE MODULE 
;AND/OR THE FAULT 1S NOT INHERENT TO THE UNIBUS INTERFACE MODULE 
M7846 THERE IS A POSSIBILITY OF ITS EXISTENCE ON THE READ/WRITE 


sMODULE M7727. 


SIGNAL NAME 


REASON 


PIN 15 NOT AT GROUND 
STUCK LOW 
STUCK LOW 
STUCK LOW 
STUCK LOW 
STUCK HIGH 


E18 CLOCK renee H1GH/LOW 


REPLACE €1 
STUCK L 


OW 
PIN 14 NOT #5v THRU IK 


NOTE: ONLY APPROX. 30% OF THIS MODULE LENT ITSELF CONDUCIVE TO 
THE FAULT INSERTION PROCESS; ERGO, THE RESOLUTION FOR FAULT 
ANALYSIS OBTAINABLE BY THIS MODULE IS NOT VERY HIGH. 
HOWEVER, ANALYSIS OF THE FOLLOWING AREA/S, IF THIS ERROR 
REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS, SHOULD AT 
LEAST PLACE YOU WITHIN THE RELEVANT AREA ON THE MODULE. 


M7727 (READ/WRITE CONTROL) 


POSSIBLE CHIPS 


— — . 3 2 .* 
AWA" 


mrrm mMmmnmenmancrn 


SEQ 0045 


CZRXBFO RX11 INTERFACE i 
CZRXBF P11 4:22 


O8-MAY-79 1 


MACY11 apa 28) 


"J.K* INPUTS TO E18 LOCKED 
H1GH/LOW 
"J" INPUT TO E16 LOCKED HIGH 


29-MAY-79 08:23 "PAGE 16 
PRETEST - INITIALIZE CKEY) PART | 


SEG 0044 
E17 
E17 


+7 NOL NOL NOL Ne NOS Nees Ne Nes Nes Nes Nes Nes Nes \es Ves Ness \e 
SPINA ENOL ENS NOS NOL Ne Ne Nes Nes Ness Ness Nes Ness N\es Nes sN\ess\ess\e 
CLINGS ENOL ENOL NOS NOS ENOS NOL NO Ne Ne NO Nes Nes Ness Ness \ess\ess\e 


002174 


001544 


104000 


177740 
000204 
177044 


000100 
012752 


000200 
000200 


SUC 


SEL 
DRIVE ODD 
RDY 


007006 18: 
; MOV #20 


RI 
BIC #B116,R1 
TSTB UNITSEL 
BMI 2% 
BIC #B1T7,R1 
BIC #B1T7,R0 


2$: CMP R1, RO 
BEQ REBEGIN 


; (RO) = 

; (R11) = 

; (R2) = ACTUAL RXDB 
ERROR 


——s A wae AT ° 


MOV get » HANGPL 


4 IF UNIT 0 1S NOT SELECTED, OR 204 IF 
ACTUAL RXDB MINUS DELETED DATA BIT#6 


‘DON NE" 
- 5 é 1 0 


WRITE INIT PAR CRC 
PROTECT CDONE) 
(N/A) 


~ ™!~ =, 


ALATA AAAI ILI DA 


;RESET HANG COUNTER 
sEXPECT INIT DONE AND UNIT O RDY 


sCLEAR DELETED DATA BIT 
;WAS UNIT 0 SELECTED 


:UNIT 0 WAS NOT SELECTED 
;CLEAR THE DRIVE O RDY BITS 


UNIT 0 IS SELECTED 


; RXDB NOT = 4, OR 204 


SALONS OEN SS OEN SS ONS SONS ON SON SON Se Jes Jes Jes Jes sas Jas fe\s/e\s/e\: 
SPONSSON SS OEN SS ON SON SON SON JON Jes Ses Jas Jes Jes Jes fas sas /e\s/e\: 
STOENSSOENSS ONS SONS SONS JONSSON Jee Se Jes Jes Jes Jel s Jes Jesse /e\: 


THE FOLLOWING IS A PRESENTATION OF POSSIBLE REASONS AS TO WHY 


> THIS ERROR REPORT WAS GENERATED. 
;BASED ON FAULT INSERTION RESULTS, 


;AREAS TO CHECK FOR THE RELEVANT FAULT/S. 


:1F THIS ERROR REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS 
ANALYZE THE FOLLOWING AREA/S: 


7M7846 (UNIBUS INTERFACE) 
SIGNAL NAME 


REASON 


THE INFORMATION SHOWN IS 
AND SHOULD PROVIDE LOGICAL 


POSSIBLE CHIPS 





CZRXBFO RX11 INTERFACE TEST 
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CZRXBF P11 


755 
755 


NOTE: 


7B SHIFT 
:B 


SELECT 00 
SELECT 02 


>INT ENB(1) H 


PRET 


G 4 
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- INITIALIZE CKEY) PART | 


MAKE SURE THE DRIVES ARE CONNECTED CORECTLY,THE 
DISKETTES INSERTED,AND THE DOORS OF THE SELECTED DRIVES 
ARE CLOSED. IF THE THESE CONDITIONS ARE NOT SET THERE 
WILL BE AN ERROR AT THIS POINT. 


LOW/HIGH 
H1GH 
LOW/HIGH 
H 


INCORRECT SHIFT OUTPUTS 


CAN'T 
CAN'T 
STUCK 
STUCK 
STUCK 
STUCK 
STUCK 
STUCK 


SELECT *B’ INPUTS 
RESET 


MMMM MMM MMMM MM MMMM MMs 


71F THE FAULT CANNOT BE FOUND ON THE UNIBUS INTERFACE MODULE 
;AND/OR THE FAULT IS NOT INHERENT TO THE UNIBUS INTERFACE MODULE 
;M7846 THERE 1S A POSSIBILITY OF ITS EXISTENCE ON THE READ/WRITE 


: MODULE 
NOTE: 


Se @e 


M7727 (READ/WR 


M7727. 


ONLY APPROX. 30% OF THIS MODULE LENT ITSELF CONDUCIVE 10 
THE FAULT INSERTION PROCESS; ERGO, THE RESOLUTION FOR FAULT 
ANALYSIS OBTAINABLE BY THIS MODULE IS NOT VERY HIGH. 
HOWEVER, ANALYSIS OF THE FOLLOWING AREA/S, IF THIS ERROR 
REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS, SHOULD AT 
LEAST PLACE YOU WITHIN THE RELEVANT AREA ON THE MODULE. 


ITE CONTROL) 


SIGNAL NAME REASON POSSIBLE CHIPS 
SEL wT PROT STUCK LOW E4,€6,€15 
STINGS ENO NOS ENO NOS NOS NOS NOS Nes Nes Nes Ness Nes Ness \es Nes Ness \e 
THEN@FENOS NOS ENO ENO NOS NOS Nes Ne Nes Nes Nes Nes Ness Nes Ness \ess\e 
SPINODSNOL NOL ENOS NOL N OLN OS NOL NO/ Nes NO Ness Nes s\ess\ess\esi\esi\e 


002176 000542 BR REBEGIN 
004737 002604 MORETESTS: JSR PC, LOCKUP 


002200 
0022046 005725 TONOTHERE: TST (R35)¢ ;ADJUST R35 FOR NEXT TEST ADDRESS 


SEQ 0045 
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002252 
006604 


WN — sw 
ie 
OoORUS TS 
So 
© 
~m 
o 
S 
o 


002312 


MACY11 ek 


006604 
002560 


002766 
003612 


004244 
004636 


005720 
006076 





errr ---~saeE —-—— 


4 
29-MAY-79 08:23 "PAGE 18 
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FIRSTTEST: MOV same “enge’ PCSCOPE ; EQUIVALENT TO °° SCOPE °’ 
MOV PCSCOPE,FA ;SAVE THE FIRST ADDRESS OF THE TEST 
MOV #STACK, im 
JMP ATESTS(R3) 
TESTS: TONOTHERE. Ve Pas Tey TH, 1, Th, 17 
iG, TU, TIS, 113, THe, 118. TH, 117 
T20, T21, T22, 123, 124, 125, 126, NOMORETESTS 
>; TEST 1 = RXCS TEST PART 1 / INTERRUPT TEST PART | 
; TEST 2 = INTERRUPT TEST PART I] / VECTOR ADDRESS VERIFICATION 


>; * TEST 3 - INTERRUPT TEST PART I1] / PRIORITY LEVEL VERIFICATION PART | 
> * TEST & = INTERRUPT TEST PART IV / PRIORITY VERIFICATION PART I] 

; TEST 5 - INIT CPROGRAMMED] / RST 

; TEST 6 - FILL BUFFER TRANSFER LENGTH VERIFICATION 

; TEST 7 - EMPTY BUFFER TRANSFER LENGTH AND CONTENT VERIFICATION PART | 

>; TEST 10 - EMPTY BUFFER TRANSFER LENGTH AND CONTENT VET :FICATION PART Ii 
: TEST 11 - FILL/EMPTY BUFFER ALL 0'°S 

FILL/EMPTY BUFFER ALL 1°S 

DRIVE READY VERIFICATION FOR SELECTED DRIVES 

; TEST 14 - ERROR FLAG AND B - CCDE VERIFICATION PART | 


; TEST 15 - ERROR FLAG AND B - CODE VERIFICATION PART I] 
: /DELETED DATA BIT SETS 


TEST 16 - ERROR FLAG AND B - CODE VERIFICATION PART il] 
; /DELETED DATA BIT CLEARS 


TEST 17 = ILLEGAL TRACK ERROR AND B - CODE VERIFICATION 
TEST 20 - SEEK VERIFICATION VIA READ FUNCTION 

;TEST 21 - WRITE TEST 

TEST 22 - INITIALIZE IMPLIED READ 

sTEST 25 - READ TEST 

;TEST 24 - DATA TRANSFER &@ VERIFICATION 


= 7 

— 
mn rn 
LF) wm 
— « 
— —z 
lw OM 

( a 


ee ee ee 


SEQ 0046 





SS 
4 
CZRXBFO RX11 INTERFACE TEST MACY11 350A(1052) 29-MAY-79 08:23 PACE 19 


CZRXBF .P11 O8-MAY-79 14:22 PRETEST - INITIALIZE CKEY) PARI | SEQ 0047 
812 sTEST 25 = DATA TRANSFER & VERIFICATION VIA DELETED DATA MODE 
Sie >TEST 26 = HEAD ‘‘HOME'’ TEST 
B16 ; THERE ARE NO MORE TESTS 
318 > * NOTE: ON PROCESSORS WITHOUT HARDWARE PROCESSOR STATUS WORDS (PSw) 
819 ; THESE TEST WILL NOT BE RUN. 





CZRXBFO RX11 INTERFACE TEST 
CZRXBF P11 


002544 


O8-MAY-7 


042777 


000621 
104401 


9 14:22 


000100 
007004 
000400 


000055 
002554 


016162 
602554 
000110 


002554 
002556 
040000 
016162 
006753 


002556 
015642 


007004 
000042 


002504 
000400 
2 


000027 


000040 


002564 


MACY11 50A(1052) 


176666 
012752 
002562 


002554 


176574 


002446 


012752 


176446 


C9-MAY-79 08:23 "PAGE 20 
PRETEST - INITIALIZE CKEY) PART | 


;PRINT AN END OF PASS INDICATOR 
; C = RX11/RX01 TEST PASS OK 


; D - RX11/RX01 AND DRIVE TESTING OK 
; = = AN ERROR OCCURRED (DURING C OR D) 


If Bil 8 OF UNITSEL IS A 1 
THEN AN ERROR HAS OCCURRED FOR THIS PASS 


NOMORE TESTS: BIC 
CLR R 


NOTE: 


4$: 
28: 


5$: 
6$: 


LOGICAL : 


HERE: 
REBEGIN: 


2$: 


LR HANGE 
BIT #B1T8,UNITSEL 
BEQ T. 


MOV # MX 
TST CCOUNT 
BNE 3$ 

TYPE, MCRLF 
INC CCOU 

CMP #72., CCOUNT 
BNE 4$ 

CLR CCOUNT 
TYPE, MX 
TYPE ,MABELL 
INC PASS 

BVS 2$ 


CKSWR 
BIT #SW14,aSWR 
BEQ 6$ 
TYPE ,MCRLF 
TYPE ,MPASS 
MOV PASS,5$ 
JSR R5,SGLDEC 
OPEN 
HALT 

INC HANGER 
BNE 6$ 
MOV 2#42,R5 
BEQ HERE 
RESET 

JSR PC, (RS) 
NOP 
NOP 
NOP 

JAP REBEGIN 


ae #BITB,UNITSEL 
STP, R5 


AS 

BIT #40, aRXCS 
BEQ $ 

BR FIRSTTEST 

TYPE ,MILTST 


#B116,aRXCS 


;CLEAR ‘JE’ BIT BEFORE NEXT PASS 
;''C’’ OR "'D’’ MEANS ERRORLESS PASS. 


; ‘' = "' MEANS UN-ERRORLESS PASS 


; AC Sw 14 = 1 TO HALT AT END OF PASS 


sWAIT FOR EOP INDICATOR TO SE PRINTED 
sACT 11 END OF PASS HOOKS 


;CLEAR HARD ERROR INDICATOR 
; R35 CONTAINS TEST # 0 TO 26 


SEQ 0048 


CZRXBFO RX11 INTERFACE TEST 
CZRXBF .P11 14:22 


08-MAY-79 


000137 


000103 
046111 
020114 
005015 


002604 


001232 


042514 
042524 


000 


4 
MACY1} seh 1932) 29-MAY-79 08:23 * PAGE 21 
RETEST - INITIALIZE CKEY) PART 1 


JMP SA200 
CCOUNT: 0 
PASS: 0Q 
FAST: 0 
MX: oASCIZ “Cc” 


040507 MILTST: .ASCIZ "ILLEGAL TEST''<15><12> 
0521235 


EVEN 


SEQ 0049 


CZRXBFO RX11 INTERFACE TEST 
CZRXBF P11 


104406 


000000 


032777 


000207 


O8-MAY-79 14:22 


002000 


010000 
000002 
040100 


L 4 
MACY11 30A(1052) 29-MAY-79 08:23 PAGE 22 
PRETEST - INITIALIZE CKEY) PART | 


; DATA SW 10 = 1 TO HALT AT END OF TEST 
LOCKUP: CKSWR 


176402 BIT #Swi0,aSwR 
BEQ 1$ 
HALT 
; DATA SW 12 = 1 TO LOCK SCOPE LOOP ON TEST OK OR NOT 
176370 1$: BIT #Swi2,aSwR :1S LOOP ON TEST SWITCH SET 
BEQ 2% :1F NOT SET GO ON TO NEXT TEST 
11 -: Taal :1F SET RETURN TO FIRSTTEST 
012752 28: Bit coe 100 tums TSE. ;CLEAR UNIT USED BITS 


SEQ 0050 





CZRXBFO RX11 INTERFACE TEST 
CZRXBF P11 O8-MAY-79 14:22 


905 


S323 


“ooowuon7 
et et ed at 
wun oO 


002646 005077 176334 
002652 012700 000040 
002656 017701 176324 
002662 020001 
002664 001401 


002666 104000 


A 4 
MACY11 a ah 29-MAY-79 08:23 PAGE 23 


- RXCS TEST PART 1 / INTERRUPT TEST PART | 
~SBTTL TEST 1 = RXCS TEST PART ! / INTERRUPT TEST PART | 


SEQ 0051 


; THE PURPOSE OF THIS ig 1S TO VERIFY THAT WRITING ALL RXCS WRITABLE BITS TO A O 


; ARE CNOT] WRITTEN TO A 

THE PROGRAM WRITES THE RXCS = 0 

;NO INTERRUPTS SHOULD OCCUR 

sTHE RXCS SHOULD REMAIN UNCHANGED = 40 (DONE) 
THE RXDB SHOULD = 0 


TI: CLR @ RXCS ; WRITING RXCS TO 0, ALSO WRITES RxDB = 


> (RO) = 40 ; (R1) = ACTUAL RXCS ; (R2) = N/A 
ERROR ; RXCS NOT = 40 (DONE) 


SJONSS ONS JONSSON JON JONSON Jes Jes Jes Jes JeNsfe\s/e\s/e\s/e\s/e\s/a\: 
SONS ONS SONS SONS JONSSON JON Jes J eS es Ses els Jes Jes /e\s Jes /e\s/e\: 
SAONSS ONS SONS JONSSON Ses J es Jes Jes Jes Jes Jes fas Je\s Jes es /e\s/e\: 


>THE FOLLOWING 1S A PRESENTATION OF POSSIBLE REASONS AS TO WHY 
THIS ERROR REPORT WAS GENERATED. THE INFORMATION SHOWN IS 
sBASED ON FAULT INSERTION RESULTS, AND SHOULD PROVIDE LOGICAL 


| wAREAS TO CHECK FOR THE RELEVANT FAULT/S. 
a. THIS ERROR REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS 






°M7846 (UNIBUS INTERFACE) 


: SIGNAL NAME 
‘BUS 006 


'B TRANSFER REQUEST 
NIT 


NALYZE THE FOLLOWING AREA/S: 


REASON POSSIBLE CHIPS 

HIGH E4 

SEND DATA E41 

HIGH E15 

LOW E36,€11 

LOW E14 

HIGH E22 

LOW E18 

LOW E7 


WEACIEACIFACIFACIEACIEACIFACIFACIFACIFLCIFACITLUI EAC TAI TACI ERTIES 
SAEN@A NWA NOS NOS \e Ness Ness Nes Ne Nes Ne Nes Ne Nes Nes Nes Nes s\n 
PHENO ENO ENO NOS NO Nes Ne Ne Ne Ne Nes Ne Nes Nes Ne Nes Nes s\n 


002670 104413 


1$: SUBSCOPE 


0 


CZRXBFO RX11 INTERFACE TEST 
CZRXBF .P11 O8-MAY-79 14:22 


961 
962 


1016 


0 
002674 017701 176310 
002700 0 
002702 001401 


002704 104000 


N 4 
MACY11 7 as ia 29-MAY-79 08:23 PA 





GE 24 
- RXCS TEST PART | / INTERRUPT TEST PART | SEQ 0052 
OE 
; RXDOB AT ““DONE*’ 
; - ~ 3 ? 1 0 / 
: SEL WRITE INIT PAR / 
: DRIVE DD PROTECT CLDONE] CRC / 
: RDY (N/A) / 


STITTITITTTIT TTT TATA AAA AAA AAA AAA AAA GA AAA AAT 


CLR RO 

MOV @ RXDB, RI 
CMP R1, RO 
BEQ 3$ 


; (RO) = 0 ; (R1) = ACTUAL RXDB ; (R2) = N/A 
ERROR ; RXDB NOT = 0 


HADI AATT AA TT AAT LAT? LATTLATTLA TT LATILATILATILACILATELATULATELATELATTL AT 
ADSI AATIAATIAATILATTLATILATTAATT LATE LATTAACIAATILAVELATILATELATELATIALAT 
SAONSS ONS SONS SONS JON Jes JON Ses J es Jes Jes Jes Jes Jes Jes Je\s/e\s/a\: 


>THE FOLLOWING IS A PRESENTATION OF POSSIBLE REASONS AS TO WHY 
: THIS ERROR REPORT WAS GENERATED. THE INFORMATION SHOWN IS 
BASED ON FAULT INSERTION RESULTS, AND SHOULD PROVIDE LOGICAL 
7 AREAS TO CHECK FOR THE RELEVANT FAULT/S. 


CIF THIS ERROR REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS 
ANALYZE THE FOLLOWING AREA/S: 


[M7846 (UNIBUS INTERFACE) 


: SIGNAL NAME 
:BUS DO1 => 003 
OAD 


:1N 

;RX BUSY 

;OuT 

;BuS ae: la 


:BUS - 
REG SeLecT™ 
:B DONE . 


S/tNes Nes t\e/s\e/s\e/: 


002706 104413 


STUCK HIGH 


STUCK 


NO SACK 


CLOCK 
STUCK 
STUCK 
STUCK 
STUCK 
STUCK 
STUCK 


STUCK H] 
"B2° INPUT STUCK HIGH 


REASON POSSIBLE CHIPS 


* 
mn 
—— 
co 


LOW 


STUCK HIGH/LOW 
LOW/HIGH 


= 
2 
+) ) 
= 
MMMM M MMM MNMmn en 
— Ph & & RR TY a Ss yy 
DWO fhuto—fhrw~ 


Nes sNe/s Ness Nes Nes Nes Nes Ness \es Nes Nes Nes \e 
SHEN@T NOS NOS NOS NOS Ne Nes Nes Ne Nes Nes Nes Nese Nes Nes \es i \e 
SAEN@A SNOT NOS NOS Nes Nes Ne Nes Ne Ne Ne Ne Ne Ne Ne Nes Ne \e 


3$: SUBSCOPE 


On LL Le seeesssessseeseesteseseeseneessemememeeen 


CZRXBFO RX11 INTERFACE TEST MACY11 ayei 952) 29-MAY-79 08:23 on 





GE 25 

CZRXBF P11 O8-MAY-79 14:22 - RXCS TEST PART 1 / INTERRUPT TEST PART | SEQ 0053 

Ne ; INTERRUPT TEST PART 1 ; NO INTERRUPTS SHOULD OCCUR 

1019 002710 013702 001204 MOV KRXVEC, R2 

1020 002714 010246 MOV R2,-(SP) ;SAVE INTERRUPT VECTOR FOR 

1021 ; ERROR REPORT 

1022 002716 012722 002756 MOV #4$, (R2)+ ; RXO1 VECTOR ADDRESS 

1023 002722 012722 000340 MOV #PR7, (R2)+ 

1024 002726 012602 MOV (SP)+,R2 RESTORE INTERRUPT VECTOR FOR 

1025 ERROR REPORT 

1026 002730 005046 CLR -(SP) ; PDP PRIORITY <ON> 

1027 002732 012746 002740 MOV #2$,-(SP) 

1028 002736 000002 RTl 

1029 002740 000240 2$: NOP 

1030 002742 000240 NOP 

1031 002744 012746 000340 MOV #PR7,-(SP) ; RESET PDP PRIORITY <7> OFF 

1032 002750 012746 002760 MOV #5$,-(SP) 

Ys 002754 000002 RT] 

Ho ; RETURN TO HERE WITH PDP PRIORITY = 7 IF AN RXO1 INTERRUPT 

1037 

Ose : (RO) = N/A ; (R1) = N/A: (R2) = N/A 

H+ og, 002756 104000 4$: ERROR ; UNEXPECTED RX01 INTERRUPT 


SJENSS ONS SONS JONSSON JON Jes aN Ses Ses Jes Je\sJe\s/e\s/e\s/e\s/e\e/e\: 
AAT AAT AATTAATT LAT LATILATILATILATILATIZATILACULACILAVULACELACELACEL AT 
SAONSS ONS JONSSON SON Se Jes Jes Ses Jes Jes Jes Jas Je\s/e\s/e\s/e\s/e\: 
>THE FOLLOWING IS A PRESENTATION OF POSSIBLE REASONS AS TO WHY 
; THIS ERROR REPORT WAS GENERATED. THE INFORMATION SHOWN IS 
;BASED ON FAULT INSERTION RESULTS, AND SHOULD PROVIDE LOGICAL 
;AREAS TO CHECK FOR THE RELEVANT FAULT/S. 


:1F THIS ERROR REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS 
sANALYZE THE FOLLOWING AREA/S: 


7M7846 (UNIBUS INTERFACE) 

SIGNAL NAME REASON POSSIBLE CHIPS 
SINT ENB STUCK HIGH E36 

SAEN@D SNOT SNOZ ENO NO NO NO NO ENO NO NO NO Ne Nes Nes \es Qe \e 
SL NMS NON Ne Nes Ne Ne Ne Nes Nes Ness \ae Nes Ness Ness \es Nes s\n 
SANOS ENO SNe Ne Ne Ne Ne Ne Ne Ne Nes Nae Ne Nes Ness \es Nes s\n 


002760 000004 5$: SCOPE 
002762 000137 004274 JMP CEXIT sEND OF TEST 1 


es 


CZRXBFO RX11 INTERFACE TEST 
O8-MAY-79 14:22 


CZRXBF .P11 


Cc 3 
MACY11 met ieee) 29-MAY-79 08:23 PAG 


E 26 
2 - INTERRUPT TEST PART I] / VECTOR ADDRESS VERIFICATION 
-SBTTL TEST 2 - INTERRUPT TEST PART 11 / VECTOR ADDRESS VERIFICATION 
; THE PURPOSE OF THIS TEST IS TO VERIFY THAT WRITING THE RXCS INTERRUPT ENABLE BIT 


; (BIT 6) = 1 DOES 


INDEED WRITE IT 10 A 1, THEREFORE BECAUSE DONE = 1 


; AN INTERRUPT SHOULD OCCUR (THE PDP PRIORITY IS 0 ) 


002766 013702 001204 12: MOV KRXVEC, R2 
002772 010246 MOV R2,-(SP) ;SAVE INTERRUPT VECTOR FOR 
“ERROR REPORT 
002774 012722 003044 MOV #1$, (R2)¢+ ; RXO1 VECTOR ADDRESS 
3000 012722 000340 MOV #PR7, (R2)+ 
003004 012602 MOV (SP)+,R2 sRESTORE INTERRUPT VECTOR FOR 
sERROR REPORT 
3006 005046 CLR -(SP) ; PDP PRIORITY <ON> 
003010 012746 003016 MOV #6$,-(SP) 
003014 000002 RT] 
003016 052777 000100 176162 6é$: BIS #BIT6, @ RXCS ; SET RXO1 INTERRUPT ENABLE 
003024 000240 NOP 


TAALIAATT AAT AAT LAT LACT AATTLATIAACTAATIL AGUA ACULACTL ATULACEL ACEL ACE. LO 
SJENSS ONS ONS ONS SONS SONS ON Jes Jes Jes Jes JeN\s ses Jase /e\s/a\s/e\: 
AAT AAT ATT AA tT AAT? LAT LATT LACT LATE LATILATIAACIAATIA ALIA ATELACELATELAT 


>THE FOLLOWING IS A PRESENTATION OF POSSIBLE REASONS AS TO WHY 


> THIS ERROR REPORT WAS GENERATED. 
sBASED ON FAULT INSERTION RESULTS, 


sAREAS TO CHECK FOR THE RELEVANT FAULT/S. 


:1F THIS ERROR REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS 
ANALYZE THE FOLLOWING AREA/S: 


;@7846 (UNIBUS INTERFACE) 


THE INFORMATION SHOWN IS 
AND SHOULD PROVIDE LOGICAL | 


SIGNAL NAME 


:BUS REQUEST 
;BUS INTR 


;BUS D02/004/D05 
sBUS SACK 

386 OUT 

:BUS REQUEST 


“BUS 007 


7B SER DATA 


S/tN@S NOS NOSE NOS s\0/ 


REASON 


SACK FLOP LOCKED CLEAR 

BBSY FLOP CLOCK LOCKED HIGH 
STUCK HIGH 

STUCK HIGH 

SACK FLOP CLOCK LOCKED HIGH 
SACK FLOP CLOCK LOCKED LOW 
BBSY FLOP CLOCK LOCKED LOw 
STUCK HIGH 


LOW 
JUMPER (N1) NOT IN 
STUCK HIGH 
GRANT FLOP CAN'T BE PRESET 
STUCK LOW 
GRANT FLOP ‘Q* OUTPUT 
STUCK HIGH 


POSSIBLE CHIPS 


mmmnrn MMMM MMMM M Mn 


SNOS SN OPN Ne Ne Nes Nes Nes ees Nes Nes Ne \e 


SLENMF INOS SENOS NOS ENO NOS NOS NOS Nes Nes Nes Nes Nes Nes Ness Ness \ess\e 


SEQ 0054 


econ 


CZRXBFO RX11 INTERFACE TEST MACY11 apet 1882) 29-MAY-79 08:23 ” PAGE 27 
CZRXBF P11 O8-MAY-79 14:22 TEST 2 = INTERRUPT TEST PART 11 / VECTOR ADDRESS VERIFICATION SEQ 0055 


A NMS NOS NOS NOS Nes Nes Nes Nes Nes Ness \es Ves \ess\ess\ess\ess\ess\e 


1125 003026 000240 NOP 

1126 003030 012746 000340 MOV #PR7,-(SP) ; RESET PDP PRIORITY <7> OFF 
1127 003034 012746 003042 MOV #7%,-(SP) 

1350 003040 000002 RT] 

44» ; (RO) = N/A ; (RI) = N/A; (R2) - N/A 

HA 003042 104000 7$: ERROR ; NO RXO1 INTERRUPT OCCURRED 


SPONSPENS ZENS SENS SONS JONSSON JONSON SONS SONS JONSON JONSON ONS ON ON: 
TADS ATTA TTA tT ee TT oT AA tT AA TT LATTA TT LACT LATIZATTLAVIZATIL ATTA AVILA 
SPENTSONS SENS SENS SONS JONSSON JONSSON SONS JONSSON ON JON JON JON JON / ON: 


>THE FOLLOWING IS A PRESENTATION OF POSSIBLE REASONS AS TO WHY 
THIS ERROR REPORT WAS GENERATED. THE INFORMATION SHOWN IS 
;BASED ON FAULT INSERTION RESULTS, AND SHOULD PROVIDE LOGICAL 
; AREAS TO CHECK FOR THE RELEVANT FAULT/S. 


;1F THIS ERROR REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS 
;ANALYZE THE FOLLOWING AREA/S: 


:M7846 (UNIBUS INTERFACE) 


; SIGNAL NAME REASON POSSIBLE CHIPS 
, mosses BBSY FLOP LOCKED IN ‘RESET’ E40,€59.€31 
g wees INT ENB FLOP CLOCK LOCKED HIGH €40 
Frag gene INT ENB FLOP CLOCK LOCKED LOW €40,€37 

sRX INIT STUCK HIGH 

;BUS REQUEST STUCK HIGH E36,€39,E32 
. Seer LOCKED IN INTERRUPT STATE E36,E39 

:BG OUT STUCK HIGH E35 

; INT ENB(1) H STUCK LOW E37,€1,€4 
{ Ceanennene GRANT FLOP ‘Q* QUTPUT E28 

STUCK LOW 
: TRANSFER REQUEST STUCK LOW E4 
_ INT STUCK LOW E38 


SANS NOS NOS NOS Nes Ne Nes Nes Nes Ne Ne Nes Nes Nes Nes Ness Nes \e 
SAEN@A ENS NOS NS Ne Ne Ne Ne Nes Ne Ne Ne Ne Ness \es Ness \es s\n 
CANOSA ENOS NOS Ne Ne Nes Nes Ne Nes Ne Nes Ne Nes Nes Nes Nes Nes \e 


1168 
HY +4 ; RETURN TO HERE WITH THE PDP PRIORITY = 7 IF AN RXO1 INTERRUPT 
1 
1171 003044 005737 003060 1$: TST CATERR :DID MORE THAN ONE INTERRUPT 
1172 ;OCCUR DUE TO BOTH ‘DONE’ & ‘IE° 
1173 “BITS SET BUT ‘RQST INTR" FLOP 
1174 seat ater ee CLEARED? 
1175 003050 001004 BNE H : H 

7 1 7 0 INCB CATERR ;OTHERWISE, SET FLAG TO INDICATE 
77 a ae. ONE INTERRUPT OCCURRED & GO ON 
1178 003056 000402 BR 0K 2G0 


See 


. » 
CZRXBFO RX11 INTERFACE TE MACY11 wat 1032) 29-MAY-79 08:23 PA 


$1 GE 28 
CZRXBF .P11 O8-MAY-79 14:22 2 - INTERRUPT TEST PART 11 / VECTOR ADDRESS VERIFICATION SEQ 0056 
1179 003060 000000 CATERR: .WORD 0 :THIS 1S THE INTERRUPT INDICATOR. 
1180 3181 TIME THRU THIS TEST THE IN- 
1181 ;DICATOR SHOULD ALWAYS BE ZERO; 
1182 :1F NON-ZERO A MULTIPLE OF 
1183 s INTERRUPTS HAS OCCURRED DUE TO 
1184 ; THE AFOREMENTIONED CONDITION 
1185 003062 000000 DEATH: HALT ;NO SENSE GOING ON =- YOU ARE 
1186 ;sLOCKED IN THE INTERRUPT STATE! 
1187 :PRESS THE ‘CONT’ SWITH (IF 
1138 1: + meal TO GO ON AT YOUR OWN 
1190 003064 104413 OK2GO: SUBSCOPE :EVERYTHING APPEARS TO BE OK 
1191 003066 005037 003060 CLR CATERR ;CLEAR INTERRUPT INDICATOR FOR 
ba ;NEXT POSSIBLE PASS THRU THIS TEST 
= : THE RXCS SHOULD = 140 (INTERRUPT ENABLE +DONE) 
1196 003072 012700 000140 MOV #140, RO 
1197 003076 020077 176104 CMP RO, @ RXCS 
1198 003102 001403 BEQ 2$ 
p+ 0031046 017701 176076 MOV @ RXCS, RI 
+4 : (RO) = 140 ; (R1) = ACTUAL RXCS ; (R2) = N/A 
1203 003110 104000 ERROR ; THE RXCS NOT = 140 
1204 
SAONSSOENS SONS SONS JONSSON SSeS JONSON Ses Ses Jes Jes Jes /e\s Jays /e\s/a\: 
AAT LATTLA TT ALATIAATILATIAATILAVILATIZATIL ATUL AVILATELAVELATILAVELAVEL AT 
SAENS SONGS ONS SONS JONSSON SON SON Jes Jes Jes Ses Jes Je\s Jes /e\s/e\s/e\: 
; THE FOLLOWING IS A PRESENTATION OF POSSIBLE REASONS AS TO WHY 
; THIS ERROR REPORT WAS GENERATED. THE INFORMATION SHOWN IS 
;BASED ON FAULT INSERTION RESULTS, AND SHOULD PROVIDE LOGICAL 
;AREAS 10 CHECK FOR THE RELEVANT FAULT/S. 
:1F THIS ERROR REPORT WAS THE 1S$7 GIVEN IN A SERIES OF ERRORS 
sANALYZE THE FOLLOWING AREA/S: 
[M7846 (UNIBUS INTERFACE) 
: SIGNAL NAME REASON POSSIBLE CHIPS 
:BUS D0? STUCK HIGH E4 
:BUS D006 STUCK HIGH E1 
TEACIFACIFACIFACIFACIFACITACIFACIFLCITAUIEACIELUITR UT ELUI ELC TLCT AL 
STINGS ENO SENOS NOS NOS Ne Ne Nes Ne Nes Nes Nes Nes Ne Nes Nes Ness \e 
STENO|S NOS ENO ENOL NOS NOS Ne Ne Ne Nes Ness Nes Ness \es Ness \ess\ess\e 
1229 003112 104413 2$: SUBSCOPE 
1230 
1231 
lex ; TEST 2 = CONT'D 
1 
1234 : THE PURPOSE OF THIS TEST 1S TO VERIFY THAT BIT 6 OF THE RXCS (INTERRUPT ENABLE) 


: 

CZRXBFO RX11 INTERFACE TEST MACY11 30A(1052) 29-MAY-79 08:23 pace 29 
CZRXBF P11 O8-MAY-79 14:22 TEST 2 = INTERRUPT TEST PART 11 / VECTOR ADDRESS VERIFICATION SEQ 0057 

1ee3 ; CAN BE CLEARED AFTER IT WAS KNOWN TO BE SET 

1237 003114 913702 001204 MOV KRXVEC, R2 

1238 003120 010246 MOV R2,-(SP) :SAVE INTERRUPT VECTOR FOR 

1239 sERROR REPORT 

1240 003122 012722 003212 MOV #4$, (R2)+ ; RX11 VECTOR ADDRESS 

1241 003126 012722 000340 MOV #PR7, (R2)4 

1242 003132 012602 MOV (SP)+,R2 RESTORE INTERRUPT VECTOR FOR 

1243 -ERROR REPORT 

Hey 003134 042777 000100 176044 BIC #BI1T6, @ RXCS ; CLEAR THE RX11 INTERRUPT ENABLE BIT 

a ; THE RXCS SHOULD = 40 (DONE) 

1248 003142 012700 000040 MOV #40, RO 

1249 003146 020077 176034 CMP RO, @ RXCS 

1250 003152 001403 BEQ 3$ 

if 74 003154 017701 176026 MOV a RXCS, R1 

it : (RO) = 40 ; (R1) = ACTUAL RXCS ; (R2) = N/A 

1255 003160 104000 ERROR : RXCS NOT = 40 

1256 003162 104413 3$: SUBSCOPE 

Le 44 ; NO RX11 INTERRUPTS SHOULD OCCUR CYET] 

1259 003164 005046 CLR -(SP) ; PDP PRIORITY <ON> 

1260 003166 012746 003174 MOV #10$,-(SP) 

1261 003172 000002 RT] 

1262 003174 000240 10$: NOP 

1263 003176 000240 NOP 

1264 012746 000340 MOV #PR7,-(SP) ; PDP PRIORLITY <OFF> 7 

1265 003204 012746 003214 MOV #11$,-(SP) 

Hf 003210 000002 RT] 

1268 ; RETURN TO HERE WITH THE PDP PRIORITY = 7 IF AN UNEXPECTED RX11 INTERRUPT 

Hf 4 ; WHILE CLEARING THE RX11 INTERRUPT ENABLE BIT 6 

2a ; (RO) = N/A; (R1) = N/A: (R2) = N/A 

1273 003212 104000 4$: ERROR ; UNEXPECTED RX11 INTERRUPT 

pe 003214 104413 11$: SUBSCOPE 

4A ; AN RX11 INTERRUPT SHOULD OCCUR [NOW] 

1278 003216 013702 001204 MOV KRXVEC, R2 

1279 003222 010246 MOV R2,-(SP) :SAVE INTERRUPT VECTOR FOR 

1280 ERROR REPORT 

1281 003224 012722 003274 MOV #5$, (R2)+ ; RX11 VECTOR ADDRESS 

1282 003230 012722 000340 MOV #PR7, (R2)+ | 

1283 003234 012602 MOV (SP)4+,R2 RESTORE INTERRUPT VECTOR FOR 

1284 -ERROR REPORT 

1285 003236 005046 CLR -(SP) ; PDP PRIORITY <ON> 

1286 003240 012746 003246 MOV #12$,-(SP) 

1287 003244 000002 RT] 

1288 003246 052777 000100 175732 12%: BIS #B116, a RXCS : SET RX11 INTERRUPT ENABLE BIT 

1289 003254 000240 NOP 

1290 003256 000240 NOP 


: —— 
CZRXBFO RX11 INTERFACE TEST MACY11 weet ieg2) 29-MAY-79 08:23 PAGE %0 
SEQ 0058 


CZRXBF P11 O8-MAY-79 14:22 T 2 = INTERRUPT TEST PART 11 / VECTOR ADDRESS VERIFICATION 
1291 003260 012746 000340 MOV #PR7,-(SP) 
1292 003264 012746 003272 MOV #15$,-(SP) 
ite 003270 000002 RT] 
1295 : (RO) = N/A; (R1) = N/A: (R2) = N/A 
id 003272 104000 138: ERROR ; NO RX11 INTERRUPT OCCURRED 
Lf 34 ; RETURN TO HERE WITH THE POP PRIORITY = 7 IF AN RXO1 INTERRUPT 
1301 003274 000004 5$: SCOPE 
1 003276 042777 000100 175702 BIC #B1T6, @ RXCS ; CLEAR THE RX11 INTERRUPT ENABLE 
1304 003304 000137 004274 JMP CEXIT sEND OF TEST 2 


ao a, 


4 
CZRXBFO RX11 INTERFACE TEST MACY11 meat 104e) 29-MAY-79 08:23 PAGE 5] 


CZRXBF.P11  O8-MAY-79 14:22 ST 3 = INTERRUPT TEST PART I1! / PRIORITY LEVEL VERIFICATION PART | SEQ 0059 
1305 .SBTTL TEST 3 = INTERRUPT TEST PART 11] / PRIORITY LEVEL VERIFICATION PART | 
1307 ; THE PURPOSE OF THIS TEST IS TO VERIFY THE PRIORITY OF THE RX11 INTERRUPT REQUEST LINE 
1308 ; TE PROGRAM SETS THE POP PRIORITY TO 1 LESS THAN THE DEVICE LEVEL 
1309 ; (DEVICE LEVEL SPECIFIED BY CONTENTS OF LOCATION "BRLEV:' -- NORMALLY 5) 
1310 > AN RXO1 INTERRUPT SHOULD OCCUR 
1311 ; IF NO INTERRUPT OCCURS THEN THE PRIORITY LEVEL OF THE RX11 IS LNOT] = NORMAL 
1312 ;DEVICE LEVEL OF 5 OR THE DEVICE LEVEL AS SPECIFIED BY THE CONTENTS OF 
1313 ;LOCATION 'BRLEV:' WHICH MAY HAVE BEEN CHANGED BY THE USER BEFORE PROGRAM 
1314 ; EXECUTION, BUT MAYBE SOME VALUE LESS THAN THE CONTENTS OF LOCATION ‘BRLEV:’. 
1315 : NOTE: IF THERE 1S NO HARDWARE "'PSW’’ THIS TEST WILL BE SKIPPED. 

1317 003310 005001 13: CLR RI : INDICATOR TO CPU PRIORITY 

1318 “ROUTINE TO DROP CPU PRIORITY 
1319 "10 1 LESS THAN DEVICE LEVEL 

1320 003312 013702 001204 MOV KRXVEC, R2 

1321 003316 010246 MOV R2.-(SP) ;SAVE INTERRUPT VECTOR FOR 

1322 “ERROR REPORT 

1323 003320 012722 003432 MOV #1$, (R2)¢ : RKO VECTOR ADDRESS 

1324 003324 012722 000340 MOV #PR7, (R2)¢ 

1325 003330 012602 MOV (SP)+,R2 :RESTORE INTERRUPT VECTOR FOR 
1326 “ERROR REPORT 

1327 003332 013746 000004 MOV 4 ,-(SP) “SAVE "BUSERR’ TIMEOUT ‘PC’ 

1328 003336 012737 003354 000004 MOV 92,4 :SET TIMEOUT VECTOR 

1329 003344 012737 000200 177776 MOV #PRG PS :SET LEVEL TO 4 IF "PSW’ EXISTS 
1330 003352 000404 BR 3$ "GO TO RESET VECTOR 4 & DO TEST 
1331 003354 022626 2$: CMP (SP)+,(SP)¢ “CORRECT STACK FROM BUS TIMEOUT 
1332 003356 012637 000004 MOV (SP) +4 “RESTORE TIMEOUT VECTOR TO ‘BUSERR’ 
1333 003362 000427 BR 4$ “NO HARDWARE PSW - SKIP THIS TEST 
1334 003364 012637 000004 3$: MOV (SP)4,4 “RESET TIMEOUT VECTOR TO "BUSERR' 
1335 003370 004737 006226 JSR PC, CPUPRI “CALCULATE PRIORITY LEVEL OF CPU 
1336 “BASED ON CURRENT DEVICE PRIORITY 
1337 “LEVEL RESIDING IN LOC. "BRLEV' 
1338 003374 010046 MOV RO,-(SP) ::PUT NEW PS ON STACK 

1339 003376 012746 003404 MOV #64$,-(SP) ::PUT NEW PC ON STACK 

1340 003402 000002 RTI ::POP NEW PC AND PS 

1341 003404 64S: 

1342 003404 052777 000100 175574 BIS #BIT6, @ RXCS ; SET THE RXO1 INTERRUPT ENABLE 
1343 003412 000240 NOP 

1344 003414 000240 NOP 

1345 003416 013746 000340 MOV PR7,-(SP) ::PUT NEW PS ON STACK 

1346 003422 012746 003430 MOV #65$,-(SP) PUT NEW PC ON STACK 

1347 003426 000002 RT] ::POP NEW PC AND PS 

1348 003430 65$: 

1349 

1350 » (RO) = N/A = (R1) = N/A: (R2) = N/A 

1352 003430 104000 ERROR sPRIORITY LEVEL IS NOT = CONTENTS 
1353 “OF "BRLEV:" (NORMALLY 5) BUT 
1354 “MAYBE SOME VALUE LESS THAN THE 
1355 “THE CURRENT CONTENTS OF 'BRLEV:' 
1356 

1357 » RETURN TO HERE WITH THE PDP PRIORITY = 7 IF AN RXO1 INTERRUPT 

1 

1359 003432 000004 1$: SCOPE 

1360 003434 042777 000100 175544 BIC #BIT6, @ RXCS » CLEAR THE RX1) INTERRUPT ENABLE 


7 | 
CZRXBFO RX11 INTERFACE TEST MACY11 50A(1052) 29-MAY-79 08:23 PAGE 32 
x 1 T SEQ 0060 


CZRXBEF P11 O8-MAY-79 14:22 EST 3 - INTERRUPT TEST PART II] / PRIORITY LEVEL VERIFICATION PART |] 
re 003442 000137 004274 4$: JMP CEXIT ;END OF TEST 3 
eo ~SBTTL TEST 4 = INTERRUPT TEST PART IV / PRIORITY VERIFICATION PART 1] 
1365 > THE PURPOSE OF THIS TEST IS TO VERIFY THE PRIORITY OF THE Rx11 INTERRUPT REQUEST LINE 
1366 > THE PROGRAM SETS THE POP PRIORITY = THE DEVICE LEVEL, (NORMALLY 5 OR THE CONTENTS OF L 
1367 ;NO RXO1 INTERRUPTS SHOULD OCCUR 
1368 ; IF AN INTERRUPT DOES OCCUR THEN THE PRIORITY LEVEL OF THE RX11 IS [NOT] 
1369 ; = THE NORMAL DEVICE LEVEL OF 5, OR WHATEVER 1S THE VALUE IN LOCATION ‘BRLEV:' 
1370 : BUT MAYBE SOME VALUE GREATER THAN THE CONTENTS OF LOC. ‘BRLEV:' 
uf ia > NOTE: IF THERE 1S NO HARDWARE ‘'PSW’’ THIS TEST WILL BE SKIPPED. 
1373 003446 005001 14: CLR R1 ; INDICATOR TO CPU PRIORITY ROUTINE 
1374 :T0 DROP CPU PRIORITY 1 LEVEL 
1375 ;LESS THAN THE DEVICE LEVEL 
1376 003450 013702 001204 MOV KRXVEC, R2 
1377 003454 010246 MOV R2,-(SP) :SAVE INTERRUPT VECTOR FOR 
1378 sERROR REPORT 
1379 003456 012722 003574 MOV #1$, (R2)¢ : RXO1 VECTOR ADDRESS 
1380 003462 012722 000340 MOV #PR7, (R2)+ 
1381 003466 012602 MOV (SP)+,R2 ;RESTORE INTERRUPT VECTOR FOR 
1382 sERROR REPORT 
1383 003470 052701 000200 BIS #B1T7.R1 7SET INDICATOR TO CPU PRIORITY 
1384 sROUTINE TO SET CPU PRIORITY LEVEL 
1385 ;T0 THE SAME LEVEL AS THE DEVICE 
1386 003474 013746 000004 MOV 4,- (SP) ;SAVE ‘BUSERR’ TIMEOUT ‘PC’ 
1387 003500 012737 003516 000004 MOV #3$,4 :SET TIMEOUT VECTOR 
1388 003506 012737 000240 177776 MOV #PRS,PSW :SET LEVEL 10 5 IF ‘PSw° EXISTS 
1389 003514 000404 BR 4% :G0 ON TO RESET VECTOR & DO TEST 
1390 003516 022626 3$: CMP (SP)+,(SP)+ ;CORRECT STACK FROM BUS TIMEOUT 
1391 003520 012637 000004 MOV (SP)+,4 sRESTORE TIMEOUT VECTOR TO ‘BUSERR' 
1392 003524 000430 BR 5$ :NO HARDWARE PSW - SKIP THIS TEST 
1393 003526 012637 000004 4$: MOV (SP)+,4 sRESET TIMEOUT VECTOR TO BUSERR 
1394 003532 004737 006226 JSR PC CPUPRI ;CALCULATE CPU PRIORITY LEVEL TO 
1395 3;BE THE SAME AS THE DEVICE LEVEL 
1396 :1.E. - SAME AS CONTENTS OF LOC. 
1397 : *BRLEV' 
1398 003536 010046 MOV RO,-(SP) :;PUT NEW PS ON STACK 
1399 003540 012746 003546 MOV #64%,-(SP) ;;PUT NEW PC ON STACK 
14 003544 000002 RTI ::POP NEW PC AND PS 
1401 003546 64%: 
1402 003546 052777 000100 175432 BIS #B116,aRxXCS :SET RXO1 INTERRUPT ENABLE 
1403 003554 000240 NOP 
1404 003556 000240 NOP 
1405 003560 013746 000340 MOV PR7,-(SP) ::PUT NEW PS ON STACK 
1406 003564 012746 003572 MOV #65%$,-(SP) ;:PUT NEW PC ON STACK 
1407 003570 600002 RTi ;;POP NEW PC AND PS 
1408 003572 65$: 
ra 6 003572 000401 BR 2% 
1411 ; RETURN TO HERE WITH THE PDP PRIORITY = 7 IF AN RX0O1 INTERRUPT 
1412 
1413 : (RO) = N/A ; (R1) = N/A: (R2) = N/A 
1414 
1415 003574 104000 1$: ERROR ;PRIORITY LEVEL NOT = TO CONTENTS 


1416 ;OF LOCATION ‘'BRLEV:* (NORMALLY 5) 


el 


5 
CZRXBFO RX11 INTERFACE TEST MACYI1 rei Ie) 29-MAY-79 08:23 "PAGE 33 
CZRXBF .P11 O8-MAY-79 14:22 EST 4 = INTERRUPT TEST PART Iv / PRIORITY VERIFICATION PART 11 SEQ 0061 
1417 ;BUT MAYBE SOME VALUE GREATER THAN 
1418 ;THE CONTENTS SPECIFIED BY LOC. 
1419 > "BRLEV:' 
1420 003576 000004 2$: SCOPE 
1421 003600 042777 000100 175400 BIC #BIT6, @ RXCS ; CLEAR THE RX01 INTERRUPT ENABLE 


1422 003606 000137 004274 5$: JMP CEXIT END OF TEST 4 


K 5 
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CZRXBF .P11 O8-MAY-79 14:22 TEST 5 = INIT CPROGRAMMED) / RST SEQ 0062 
ry -SBTTL TEST 5 - INIT CPROGRAMMED) / RST 
1425 ; THE PURPOSE OF THIS TEST IS TO VERIFY THAT SETTING THE RXCS BIT 14 
pe + ; CAUSES AN RXO1 PROGRAMMED SUBSYSTEM INITIALIZE 
1050 ; THE RXCS SHOULD = 40 (DONE) 
e+ ; THE RXDB SHOULD = 4, OR 104, OR 204, OR 304 
1432 003612 052777 040000 175366 15: BIS #B1T14, @ RXCS ; RXO1 PROGRAMMED INITIALIZE 
1433 003620 004737 006622 1$: JSR PC, SON ; WAIT FOR THE DONE BIT 
1434 003624 000775 BR 1$ 
1435 003626 012700 000040 MOV #40, RO ; PROGRAM EXPECTS RXCS = 460 (DONE) 
1436 003632 017701 175350 MOV @ RXCS, RI ; ACTUAL RXCS 
1437 003636 020100 CMP R1, RO 
pe 003640 001401 BEQ 2% 
oa ; (RO) = 40 ; (R1) = ACTUAL RXCS ; (R2) = N/A 
1442 003642 104000 ERROR ; RXCS NOT = 40 
1445 
SONS ONS JONSSON SON Se SON Jes Ses Jes JeNs es fe s/eNs fas /e\s/e\s/e\: 
AD tt Ae tt oe TT TT TT ATT ATT ATTA ACT LATILATILATILATILATILATELAVELATIAZAT 
SJOENSS ONES ONS JONSSON Ses Ses Jes Jes Jes Jes Jes Jes Jes Jes Jas /e\s/e\: 
;1F THE FAULT CANNOT BE FOUND ON THE UNIBUS INTERFACE MODULE 
;AND/OR THE FAULT IS NOT INHERENT TO THE UNIBUS INTERFACE MODULE 
747846 THERE IS A POSSIBILITY OF ITS EXISTENCE ON THE READ/WRITE 
sMODULE M7727. 
NOTE: ONLY APPROX. 30% OF THIS MODULE LENT ITSELF CONDUCIVE TO 
: THE FAULT INSERTION PROCESS; ERGO, THE RESOLUTION FOR FAULT 
; ANALYSIS OBTAINABLE BY THIS MODULE IS NOT VERY HIGH. 
; HOWEVER, ANALYSIS OF THE FOLLOWING AREA/S, IF THIS ERROR 
; REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS, SHOULD AT 
; LEAST PLACE YOU WITHIN THE RELEVANT AREA ON THE MODULE. 
:M7727 (READ/WRITE CONTROL) 
: SIGNAL NAME REASON POSSIBLE CHIPS 
j eececeeen- 'y" INPUT LOCKED LOW E16 
TEACIEACIFACIEACIFACIFACIFACIFACITLCIFLUITLUI TACIT ELUI TACIT IER ERE 
SL ENOA NOSE NOS ENO Ne Nes Ne Ne Nes Nes Nes Nes Nes Nes Ness \ess\es s\n 
SA ENOA NOSE NOS NOS NOS Ne Ne Nes Nes Nes Nes Nes Ne Ness \es Nes \es i \e 
pe. 003644 104413 2$: SUBSCOPE 
4 
1473 STITT LTATTT TALL id 
1474 : 
1475 . 7 6 - - 3 2 1 0 / 
1476 ; 
1477 : SEL WRITE INIT PAR / 
1478 ; DRIVE DD PROTECT CDONE]) CRC / 


CZRXBFO RX11 INTERFACE Ler 


CZRXBF P11 


003706 


O8-MAY-79 1 


001401 


104000 


000204 
175332 


000100 
012752 


000200 
000200 


MACYi1 te 


5 
29-MAY-79 08:23 * PAGE 35 
5 - INIT CPROGRAMMED] / RST 


RDY 


SEQ 0063 
(N/A) / 


SPLIT AAA AAA AAA AAA AAA AAA AAA AAA AAA AA AAA AAA 


If TESTING UNIT 1 
; OR 204, OR 304 IF TESTING UNIT 0 (SEL. DRIVE RDY. BIT SET) 


: THE RXDB SHOULD = 4, 


MOV #204,R0 
Sl @RXDB,R2 


V Re, 
BIC #B116,R1 
TSTB_UNITSEL 


BIT7,R1 
B1T7,R0 
RO 


4, 0 


104, 


;CLEAR DELETED DATA BIT 
;WAS UNIT 0 SELECTED 


UNIT 0 WAS NOT SELECTED 
;CLEAR UNIT O RDY BITS 


R 204 
ACTUAL RXDB MINUS DELETED DATA BIT#6 


ACTUAL RXDB 


ERROR 


; RXDB NOT = 4, OR 104, OR 204, OR 304 


SAON SONS SONS JONSSON JON Jes Ses Jes Jes Jes Jes Jes Jes Jes /e\s/a\s/e\: 
SAOENSS ONS SONS SONS SONS SON JON Ses Jes Jas Jes Jes Jes Jefe /e\s/e\s/e\: 
SPCOENSS ONS SONS SONS JONSSON JON Ses Jes Jes Jes Jes Je\s/e\s/e\s Jes /e\s/e\: 


zx INIT 
:BUS 005 
RX 


>THE FOLLOWING IS A PRESENTATION OF POSSIBLE REASONS AS TO WHY 
THIS ERROR REPORT WAS GENERATED. 
>BASED ON FAULT INSERTION RESULTS, 


; AREAS TO CHECK FOR THE RELEVANT FAULT/S. 


:1F THIS ERROR REPORT WAS Le fi 1ST GIVEN IN A SERIES OF ERRORS 


SANALYZE THE FOLLOWING AREA/ 
[M7846 (UNIBUS INTERFACE) 
SIGNAL NAME 


DATA 


:8 SER DATA 
DONE 


S/tN\O/s\e/s\ess\e/s\e/: 


REASON 


STUCK HIGH 
STUCK HJGH 
STUCK LOW 
STUCK LOW 
SACK ey CLOCK LOCKED LOW 


STUCK L 


STUCK HIGH 
LOAD PULSE STUCK LOW 


POSSIBLE CHIPS 


THE INFORMATION SHOWN IS 
AND SHOULD PROVIDE LOGICAL 


Nes sN@/ Ness Nes Nes N\es Ne Nes Nes Nes Nes Nes \e 


SANS ENO|S NOS ENO NOS NOS Na Nes Ness Nes Nes Ne Nes Nes Ne Ne Ness \e 
STNG ENOS NOS SNS NOS NOS NOS NOS Nes Ne Nes Nes Nes Nes Ne Nes Nes \e 


1533 0063710 


104413 


4$: 


SUBSCOPE 


FUN —S 


WWW 
DeOnOw 


—a ee eed 
iy ak ahs 
co 

So 


O8-MAY-79 14:2 > - INIT CPROGRAMMED) / RST SEQ od 
; TEST 5 CONT'D = RXCS TEST PART 11 / RST 


; THE PURPOSE OF THIS TEST 1S TO VERIFY THE RST COMMAND #12+G60 
; AND THAT THE DONE BIT IS CLEARED AFTER THE FUNCTION IS ISSUED. 


m5 
QO RX11 INTERFACE TEST MACY11 50A(1052) 29-MAY-79 08:23 PAGE 26 
P11 2 TEST 





003712 012777 000013 175266 MOV #135, @ RXCS ; RST COMMAND 
003729 032777 000040 175260 BIT #B1T5, @ RXCS ; TEST DONE BIT (SHOULD = 0) 
003726 001404 BEQ 
003730 017701 175252 MOV @ RXCS, RI 
003734 005000 CLR RO 
; (RO) = 0 ; (RI) = ACTUAL RXCS ; (R2) = N/A 
37 104000 ERROR ; DONE BIT NOT = 0 
003740 104413 5$: SUBSCOPE 
003742 004737 006622 9$: JSR PC, SDN ; WAIT FOR DONE FLAG 
003746 000775 BR 9$ 
003750 012700 000040 MOV #40, RO ; PROGRAM EXPECTS RXCS = 40 (DONE) 
003754 017701 175226 MOV @ RXCS, RI ; ACTUAL RXCS 
003760 020100 CAP R1, RO 
003762 001401 BEQ 10% 
; (RO) = 40 ; (RI) = ACTUAL RXCS ; (R2) = N/A 
003764 104000 ERROR : RXCS NOT = 40 


SAENSS ONS SONS ONS SONS JON Ses Jes Jes Jes Jes Jes Jes Je\s/e\s/e\s/e\s/a\: 
SAONS SONS JONSSON Je Jes Jes Jes Jes Ses Jes JeNsJe\s/e\s/e\s/e\s/e\s/e\: 
SPENSSOENS SENS SONS SONS JONSSON Jes Jes Jes Jes fJeNsJe\sJe\sJe\s/e\s/e\s/e\: 


sTHE FOLLOWING IS A PRESENTATION OF POSSIBLE REASONS AS TO WHY 
THIS ERROR REPORT WAS GENERATED. THE INFORMATION SHOWN IS 
s>BASED ON FAULT INSERTION RESULTS, AND SHOULD PROVIDE LOGICAL 
sAREAS TO CHECK FOR THE RELEVANT FAULT/S. 


:1F THIS ERROR REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS 
sANALYZE THE FOLLOWING AREA/S: 


"M7846 (UNIBUS INTERFACE) 


SIGNAL NAME REASON "POSSIBLE CHIPS 
j eeeeeeeeee PARITY FLOP CLOCK LOCKED HIGH £2 

[ eecceeeee- PARITY FLOP 'Q" OUTPUT E2 

: LOCKED HIGH 

"RX DATA STUCK LOW E6 


WEACIEACIFACIEACIEACIFACI FACIE TACI FACT ELUTE UIE ER CELT TAU TERT EL 
PHENO ENO NOS NOS NO Ness N\es Ness \es Nes Nes Nes Nes Nes Nes Ness Nes s\n 
PESN@S NOS NOS NOS Nes Nes Nes Nes Nes Nes Nes Nes Nes Nes Nes Ness \es s\n 


003766 104413 10$: SUBSCOPE 


; THE RXDB SHOULD = 20 
; MAYBE 3500 (IF DRIVE 


ets 


QO (IF DRIVE 0 IS READY), OR O IF UNIT O IS NOT SELECTED 
0 1S READY AND SECTOR 1 WAS WRITTEN WITH DELETED DATA) 


, 


5 
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CZRXBF .P11 O8-MAY-79 14:22 1 5 = INIT CPROGRAMMED) / RST SEQ 0065 
1590 
1591 003770 017702 175214 MOV @ RXDB, R2 ; ACTUAL RXDB 
1592 003774 010201 MOV R2, &1 
1593 003776 042701 000100 BIC #B1T6, RI ; CLEAR N/A DELETED DATA BIT 
1594 004002 012700 000200 MOV #200,R0 EXPECT UNIT O RDY SET 
1595 004 105737 012752 TSTB UNITSEL 
1596 004012 100403 BMI 11% 
1597 004014 042701 000200 BIC #B1T7,R1 ; UNIT 0 NOT SELECTED 
1598 004020 005000 CLR RO ; DISREGUARD RDY BITS 
1599 004022 020100 118: CMP R1, RO 
My + 004024 001401 BEQ 12% 
1602 : (RO) = 0 OR 200 
1603 ; (R1) = ACTUAL RXDB MINUS DELETED DATA BIT#6 
My ; (R2) = ACTUAL RXDB 
1606 004026 104000 ERROR ; RXDB NOT = 200, OR NOT = O 
1607 004030 000004 12$: SCOPE 
1608 004032 000137 004274 JMP CEXIT END OF TEST 5 


CZRXBFO RX11 IN 
CZRXBF .P11 08-MAY-7 





TERFACE TEST 
9 14:22 


B 6 
MACY11 tt 29-MAY-79 08:23 PAGE 3 


8 
6 - FILL BUFFER TRANSFER LENGTH VERIFICATION SEQ 0066 
~-SBTTL TEST 6 - FILL BUFFER TRANSFER LENGTH VERIFICATION 


> THE PURPOSE OF THIS TEST IS TO VERIFY THE TRANSFER LENGTH OF THE FUNCTION 
> “FILL BUFFER’ OF THE RXO1 MICROCONTROLLER 


; 128 BYTE TRANSFERS SHOULD OCCUR 


TES 


004036 012737 000006 012352 T6: MOV #6, PAT ; COUNT PATTERN 
004044 004737 004054 JSR PC, TOFILL 
004050 000137 004274 JMP CEXIT sEND OF TEST 6 

> EXECUTE THE FOLLOWING *' MOV #1, @ RXCS *' INSTEAD OF ‘’ INC @ RXCS * FOR LOOPS 
004054 5002 TOF ILL: CL R2 
004056 012777 000001 175122 MOV #1, @ RXCS FILL BUFFER FUNCTION CO + GO BIT) 
004 737 012306 JSR PC, GETPATTERN 
004070 012704 017456 MOV #BUFADR, R4 
004074 004737 004112 1$: JSR PC, FBEB ; SUBROUTINE TO FILL/EMPTY BUFFER 
0041 000207 RTS PC ; EXIT SUBROUTINE TOFILL 
004102 112477 175102 MOVB (R4)+, @ RXDB >; FILL THE SECTOR BUFFER 
004106 005202 INC R2 > INC R2 FOR BYTE COUNT 
004110 000771 R 1% 

; SUBROUTINE TO FILL AND EMPTY THE SECTOR BUFFER 
004112 004737 006606 FBEB: JSR PC, STR ; TEST FOR TRANSFER REQUEST 
004116 000403 BR 1$ 
004120 062716 000002 ADD #2, a SP ; ADJUST FOR EXIT FROM THIS SUBROUTINE 
004124 000207 RTS PC > EXIT TO SERVICE TRANSFER REQUEST 
004126 004737 006622 1$: JSR PC, SON 
0041352 000767 BR FBEB ; NOT TRANSFER REQUEST OR DONE 
004134 005777 175046 TST @ RXCS > TEST FOR ERROR FLAG 
004140 100003 BPL 3$ 
004142 017701 175042 MOV @RXDB,R1 

>; (RO) = N/A ; (RI) = RXDB (STATUS A) ; (R2) = ACTUAL # OF TRANSFERS 
004146 104000 ERROR ; UNEXPECTED RX11 ERROR FLAG 


SAOENSS ONS SONS SON SON SON Je Se Ses Jes Jes es Jes Jes Jes JeN\s/e\s/e\: 
SPONSSONS JONSSON JONSSON JON JON Jes Sees Jes Jes JeN\s Jes Jes /e\s/e\: 
AAT AATTAATI AAT LATILATILATILATILATILATILATILACIAACIAACILATIAATULATILAT 


THE FOLLOWING IS A PRESENTATION OF POSSIBLE REASONS AS TO WHY 
: THIS ERROR REPORT WAS GENERATED. THE INFORMATION SHOWN IS 
BASED ON FAULT INSERTION RESULTS, AND SHOULD PROVIDE LOGICAL 
sAREAS TO CHECK FOR THE RELEVANT FAULT/S. 


;1F THIS ERROR REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS 
sANALYZE THE FOLLOWING AREA/S: 


[M7846 (UNIBUS INTERFACE) 


C 6 
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CZRXBF P11 


SIGNAL 


s/ Ness Ness \e/ 
s/ Nes s\ess\a/ 


004150 104413 


004152 022702 
004156 001401 


004160 104000 


O8-MAY-79 14:22 


6 - FILL BUFFER TRANSFER LENGTH VERIFICATION 
NAME REASON POSSIBLE CHIPS 

PARITY FLOP CAN'T BE CLEARED E2 
SNM NOS Ne Nes Nes Nes Ne Nes Nes Ness Nes Nes Nes Ness \e 


SNM NOS Ne Nes Nes Nes Nes Nessa \ess\ess\ess\ess\ess\e 
SNS NaS Nes Nes Ness \ ess \es Nes Ness \es Ness \ess\ess\ess\e 


3$: SUBSCOPE 
; 128 BYTES SHOULD HAVE BEEN TRANSFERRED TO OR FROM THE SECTOR BUFFER 
000200 CAP #200,R2 
BEQ 2% 


> (RO) = N/A ; (R1) = N/A ; (R2) = ACTUAL # OF TRANSFERS 
ERROR ; INCORRECT TRANSFER LENGTH 


SCENTS OENSJ ONS SONS JONSSON SON Je Je Jes es es Jes Jes /e\s/e\s/e\s/a\: 
AAT AAT AAC LAT AATT LAT LATILATILATILATTLATILATILATILATELATELATELATEL AT 
SAON SONS JONSSON SSO JON Sees Jes fees JeN\s fe s/e\s/e\s/a\s/e\s/e\: 


>THE FOLLOWING IS A PRESENTATION OF POSSIBLE REASONS AS TO WHY 
>THIS ERROR REPORT WAS GENERATED. THE INFORMATION SHOWN IS 


;BASED 
; AREAS 


ON FAULT INSERTION RESULTS, AND SHOULD PROVIDE LOGICAL 
TO CHECK FOR THE RELEVANT FAULT/S. 


;1F THIS ERROR REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS 
ANALYZE THE FOLLOWING AREA/S: 


[M7846 (UNIBUS 
: SIGNAL 
“RX DATA 

S/tNe/s\e/s\e/ 
s/iNess\e/s\e/ 
/tN\e/s\e/s\e/ 
004162 000004 
004164 000207 


INTERFACE) 


NAME REASON POSSIBLE CHIPS 
STUCK LOW E19,E6 
SNM/ Ness \es Ness N\es Nes Ness \es Nes Nes Nes Ness Nes Nes s\n 
SNe Ness Ness \es Nes Nes Nes Nes Nes Nes Nes \es Nes Nas \e 
SNMS SNS NOS Ne Nes Ne Nes Ness \es Nes Ness Ness \es Nes s\n 
2$: SCOPE 
RTS PC ; EXIT SUBROUTINE FBEB 


SEQ 0067 


CZRXBFO RX11 INTERFACE TEST 
CZRXBF P11 


— 
~ 
~— 
So 


et ee ee ed etd ee 
SSN NN NS SNS 


PORIPRII 2 2 ot 2 
WN OOOO wnre 


SNN NNN SN NSN Ns 
SSSESEECY Se Sewrry 
NOUEWNM—OODOOnNOUS 


= 


ee ee ee ed id eed et et ed et ed ed 
~~ 
ow 


~S™ 
, a 
ot 


004236 


000240 


001401 


104000 
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004200 
004274 


00000 


3 
017456 
004112 


174760 
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-SBTTL TEST 10 - EMPTY BUFFER XFER LENGTH AND CONTENT VERIFICATION PART J] 


: THE PURPOSE OF THIS TEST 1S TO VERIFY THAT THE PREVIOUS EMPTY BUFFER TEST 
: DID NOT EMPTY AND DESTROY THE CONTENTS OF THE SECTOR BUFFER 
sNOTE: TEST 6 MUST BE RUN BEFORE THIS TEST. 


110: NOP ; NOP FOR 110 °’ FAST *’ DEFINITION 
-SBTTL TEST 7 - EMPTY BUFFER XFER LENGTH AND CONTENT VERIFICATION PART | 
; THE PURPOSE OF THIS TEST IS TO VERIFY THE TRANSFER LENGTH OF THE FOUNCTION 


; “EMPTY BUFFER’ AND ALSO TO VERIFY THE CONTENTS OF THE SECTOR BUFFER 
; NOTE TEST 6 MUST BE RUN BEFORE THIS TEST 


Vee JSR PC, T7EMPTY 
JMP CEXIT END OF TEST 7 OR 10 
T7EMPTY: CLR R2 
174776 MOV #3, @ RXCS ; ISSUE THE COMAND TO EMPTY BUFFER 
MOV #BUFADR, R4 
2$: JSR PC, FBEB ; SUBROUTINE TO EMPTY BUFFER 
RTS PC > EXIT SUBROUTINE T7EMPTY 
; EMPTY BUFFER AND VERIFY THE CONTENTS 
MOVB (R4)+, RO ; EXPECTED CONTENTS OF SECTUR BUFFER 
; ACTUAL CONTENTS OF SECTOR BUFFER 


MOVB @ RXDB, RI 
INC R2 ; ACTUAL # TRANSFERS TO THIS ERROR 
CMP RO, RI 

BEQ 1$ 

: IF AN ERROR OCCURS: 

; (RO) - EXPECTED CONTENTS OF SECTOR BUFFER 

; (R1) = ACTUAL CONTENTS FROM SECTOR BUFFER 

; (R2) - TOTAL # OF ACTUAL TRANSFERS 


ERROR ; DATA *' TO ** SB NOT = DATA “* FROM *' 


AAT AAT AATIAATIAATTLATTLATILATILACIAACEA ACTA ATUL ACES ACTA ACHE ACUTE ACTA AT 
STONES ONS SONS SONS JONSSON SON Je Jes Jes Jes JeNs Jes Jes Jes Jes /e\s/e\: 
SPONSES ON JONSSON JON JON Jes Jes Jes Jas Jes Jes JeNs Jas JeN\s/a\s/e\s/e\: 


THE FOLLOWING IS A PRESENTATION OF POSSIBLE REASONS AS TO WHY 


“RX RUN 


; THIS ERROR REPORT WAS GENERATED. 
sBASED ON FAULT INSERTION RESULTS, 


THE INFORMATION SHOWN IS 
AND SHOULD PROVIDE LOGICAL 


;AREAS TO CHECK FOR THE RELEVANT FAULT/S. 


[IF THIS ERROR REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS 
“ANALYZE THE FOLLOWING AREA/S: 


[M7846 (UNIBUS INTERFACE) 
SIGNAL NAME 


POSSIBLE CHIPS 
E24 


REASON 
STUCK LOW 


SEQ 0068 


E 6 
CZRXBFO RX11 INTERFACE TEST MACY11 30A(1052) 29-MAY-79 08:23 PA 
4:22 TEST 7 


GE 4] 
- EMPTY BUFFER XFER LENGTH AND CONTENT VERIFICATION PART | 


CZRXBF P11 O8-MAY-79 1 SEQ 0069 
; LOAD STUCK LOW 
hn eee BINARY COUNTER ‘RESET’ E34 
; LOCKED HIGH 
:RX DATA STUCK HIGH E3 
>BUS D04/D05 STUCK HIGH/LOW E1,€4 
:BUS 002 STUCK HIGH E7 


:1f THE FAULT CANNOT BE FOUND ON THE UNIBUS INTERFACE MODULE 
sAND/OR THE FAULT IS NOT INHERENT TO THE UNIBUS INTERFACE MODULE 
uae a A POSSIBILITY OF ITS EXISTENCE ON THE READ/WRITE 


NOTE: ONLY APPROX. 30% OF THIS MODULE LENT ITSELF CONDUCIVE TO 
THE FAULT INSERTION PROCESS; ERGO, THE RESOLUTION FOR FAULT 
ANALYSIS OBTAINABLE BY THIS MODULE IS NOT VERY HIGH. 
HOWEVER, ANALYSIS OF THE FOLLOWING AREA/S, IF THIS ERROR 
REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS, SHOULD AT 
LEAST PLACE YOU WITHIN THE RELEVANT AREA ON THE MODULE. 


(READ/WRITE CONTROL) 
SIGNAL NAME 


347727 
: REASON 
REPLACE €5 

5 Ae Wed a eal abet EAU A had Mad ou Feeds bas 0 Pa \e} ches «Xe 


S/ENRS NOS NOS NaS NOS Ne Nes Ne Nes Ne Ness N\e ss \essNess\es Ness \ess\e 
SA NMS ENO NOS NOS Nes Nes Nes Nes Nes Nes Ness Ness N\ess\ess\ess\es se \es s\n 


POSSIBLE CHIPS 


1796 004240 000004 1$: SCOPE 

fa 44 004242 000764 BR 2% 

aa. -SBTTL TEST 12 - FILL/EMPTY BUFFER ALL 1'°S 

H+ 43 ; PROGRAMMING NOTE: THE FOLLOWING ‘' MOV "' INSTEAD OF *’ INC ‘° FOR LOOPS 
1803 004244 012737 000001 012352 112: MOV #1, PAT 

ape 004252 000402 BR .+6 

1 ~SBTTL TEST 11 = FILL/EMPTY BUFFER ALL O'S 

1 

1808 004254 005037 012352 T11: CLR PAT 

1809 004260 004737 004054 JSR PC, TOFILL 

1810 004264 004737 004200 JSR PC, T7EMPTY 

1811 004270 000137 004274 JMP CEXIT sEND OF TEST 11 OR 12 


Se | 
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CZRXBF P11 O8-MAY-79 14:22 TEST 11 - FILL/EMPTY BUFFER ALL 0'S SEQ 0070 


1812 004274 012737 000103 002562 CEXIT: MOv #'°C.Mx ;EOP INDICATOR FOR END OF CONTROL TESTS 
be 004302 000137 002200 JMP MORETESTS 

1815 064306 012737 000104 002562 DEXIT: MOV #'D. Mx ;EOP INDICATOR FOR END OF DRIVE TESTS 
iene 00314 000137 002200 JMP MORETESTS 

1919 -SBTTL TEST 15 DRIVE READY VERIFICATION 

taat :THIS TEST VERIFIES THAT DRIVE READY WILL SET FOR ALL SELECTED DRIVES. 
1a5% ;THIS SECTION OF TEST FOR UNIT 0 DRY NO A READ STATUS A FUNCTION 

1824 004320 105737 012752 113: TSTB UNITSEL ;WAS UNIT 0 SELECTED 

1825 004324 100020 BPL 2$ :NO, GO TEST UNIT 1 

1826 004326 012777 000013 174652 MOV #13,aRXCS ;READ STATUS A UNIT 0 

1827 004334 004737 006622 1$: JSR PC,SON ;WAIT FOR DONE FLAG 

18 004340 000775 BR 1$ 

1829 064342 012700 000200 MOV #200,R0 sEXPECT DRIVE READY TO BE SET 
1830 004346 017702 174636 MOV @RXDB,R2 sACTUAL RXDB 

1831 004352 010201 MOV R2,R1 

1832 004354 042701 000100 BIC #B1T6.R1 :CLEAR DD BIT IF SET 

1833 004360 020001 CMP RO,R1 sWAS °*’ DRY *’ SET AND INITDONE CLEARED 
ieee 004362 001401 BEQ 2% 

Ht :RO = 200 ; R1 = RXOB MINUS DD BIT :R2 = ACTUAL RXDB 

1838 004364 104000 ERROR 

soe 004366 104413 2s: SUBSCOPE 

os >TEST FOR UNIT 1 DRIVE READY ON A READ STATUS A FUNCTION 

1843 004370 005737 012752 TST UNITSEL :WAS UNIT 1 SELECTED 

1844 004374 100020 BPL 3$ :NO, GO TO END OF TEST 

1845 004376 012777 000033 174602 MOV #33,aRXCS ;READ STATUS A FOR DRIVE 1 

1846 004404 004737 006622 4$: JSR PC,SON ;WAIT FOR DONE FLAG 

1847 004410 000775 BR 4$ 

1848 0064412 012700 000200 MOV #200,R0 sEXPECT °° DRY *' TO BE SET 

1849 004416 017702 174566 MOV @RXDB,R2 

1850 004422 010201 MOV R2,R1 

1851 004424 042701 000100 BIC #B1T6,R1 ;CLEAR DD BIT IF ANY 

1852 004430 020100 CMP R1,R0 :;1S DRY SET AND INITDONE CLEARED 
be Fi 004432 001401 BEQ 3$ 

Hs :RO = 200 ; R1 = RXDB MINUS DD BIT ; R2 = ACTUAL RXDB 

1857 004434 104000 ERROR 

1858 


SCOENSSONSS ONS JONSSON SJ ONS JONSON JSON Je JON Jes Jes JeN Jes /eN ses /e\: 
STONES ONSZONSS ONS SONS JONSSON JON Se Ses JON ses Ses Jes Jes /eN\s/e\s/e\; 
STONSSOENS SONS SONS SONS JONSSON SON Jes Ses JON Ses Jes Jes Jes Jes ses /e\: 


:1f THE FAULT CANNOT BE FOUND ON THE UNIBUS INTERFACE MODULE 
;AND/OR THE FAULT IS NOT INHERENT TO THE UNIBUS INTERFACE MODULE 
397846 THERE IS A POSSIBILITY OF ITS EXISTENCE ON THE READ/WRITE 
;MODULE M7727. 
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CZRXBF P11 08-MAY-79 


1896 
1897 


EST 13 ORIVE READY VERIFICATION 


NOTE: ONLY APPROX. 50% OF THIS MODULE LENT !TSELF CONDUCIVE TO 
THE FAULT INSERTION PROCESS; ERGO, THE RESOLUTION FOR FAULT 
ANALYSIS OBTAINABLE BY THIS MODULE IS NOT VERY HIGH. 
HOWEVER, ANALYSIS OF THE FOLLOWING AREA/S, IF THIS ERROR 
REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS, SHOULD AT 
LEAST PLACE YOU WITHIN THE RELEVANT AREA ON THE MODULE. 


M7727 (READ/WRITE CONTROL) 
SIGNAL NAME REASON POSSIBLE CHIPS 


NOTE: MAKE SURE THE DRIVES ARE CONNECTED CORECTLY,THE 
DISKETTES INSERTED, AND THE DOORS OF THE SELECTED DRIVES 
ARE CLOSED. IF THE THESE CONDITIONS ARE NOT SET THERE 
WILL BE AN ERROR AT THIS POINT. 


>St!. DK1 STUCK LOW E13,614 
:DK1 INDX STUCK HIGH/LOW E15 
>SEL INDX STUCK HIGH/LOW E15 
5 suaseeoese "A2" INPUT STUCK LOW E15 


WEACIEACIFACIFACIFACIFACITACIFACIFACITACI TACIT TLU TEL TER CELT ALTRI 
SA NMS ENOS NOS NOS NOS Nes Ne Nes Nes Nes Nes Nes Nes Ness \ess\ess\es s\n 
SAINOS INOS NOS NOS NOS Ne Nes Ne Ne Ne Nes Nes Ness \ess\ess\ess\ess\e 


004436 000004 3$: SCOPE 
004440 000137 004306 JMP DEXIT seND OF TEST 13 


SEQ 0071 


CZRABFO RX11 INTERFACE TEST 


CZRXBF P11 


eee ed ee? et 
NOUS UNO 


004514 


004516 


005002 
005000 
105737 
1 . 


104000 


O8-MAY-79 14:22 


012752 
000007 


000027 
005134 


100040 
174474 


EE css 
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174522 
174512 


TEST 14 = ERROR FLAG AND B-CODE VERIFICATION PART | 


SEQ 0072 
~SBTTL TEST 14 = ERROR FLAG AND B-CODE VERIFICATION PART | 


sTHE PURPOSE OF THIS TEST IS TO VERIFY THAT TRYING TO READ A NON-EXISTANT 
sSECTOR WILL CAUSE AN ERROR, AND THE CORRECT ERROR CODE WILL BE PUT 
> INTO THE RXDB WHEN THE B STATUS IS READ. 


sTHIS SECTION INSURES THAT ONLY 2 TR FLAGS WERE REQUIRED 10 TAKE THE 
:DISKETTE ADDRESS, AND THAT AN ERROR DOES EXIST. 


114: 


— — 
—2& 
rw 


:RO = 
1$: 


100040 ; RI = 


CLR R2 
CLR RO 
TSTB UNITSEL 1S UNIT 0 SELECTED 
BPL 10% 
~ Se SET READ SECTOR FUNCTION AND GO 
MOV #27,aRXCS ;SEND READ FUNCTION TO UNIT 1 
JSR PC, ILLADR ;SEND THE BAD SECTOR ADDRESS 
1$ ;PREMATURE ERROR CONDITION 


;EXPECT ERROR AND DONE BITS 


BR , 
MOV #100040,R0 
;SAVE THE RXCS 


MOV @RXCS,R1 
CMP RO,R1 
BEQ 2$ 


ACTUAL RXCS ; R2 = # OF TR FLAGS 


ERROR 


SLOENSS ONES ON SONS ON JONSON JON Se Jes Jes fas Jes Je\s Jes f/e\s/e\s/e\: 
SAONSSOENS SENS JONSSON JON JONSON Se Jes Jes fase sJe\s Jes fe\s/e\i/e\: 
SLONSSON SONS ONS JONSSON JONSSON JONSSON Jes Jes Jes /eN\s sels Jes se\s/e\: 


THE FOLLOWING IS A PRESENTATION OF POSSIBLE REASONS AS 10 WHY 


;THIS ERROR REPORT WAS GENERATED. 
>BASED ON FAULT INSERTION RESULTS, 


THE INFORMATION SHOWN 15S 
AND SHOULD PROVIDE LOGICAL 


;AREAS TO CHECK FOR THE RELEVANT FAULT/S. 


;1F THIS ERROR REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS 
ANALYZE THE FOLLOWING AREA/S: 


[M7846 (UNIBUS INTERFACE) 
SIGNAL NAME 


“BUS D15 


s2x RUN 


004520 


104413 


REASON 


STUCK HIGH 
STUCK LOW 


WEACIFACIFACI FAL FACI ELC TACIELUIFACIELCI TACT ALU TACTELUT ELUTE ACTA 
SHEN@S NOS ENOS NOS NOS NOS NO NOS Nes Ne Nes Ne Nes Nes Nes Ness Ness \e 
SA ENOSENOS NOS NOS NeS NOS NOS Nes Nes Nes Nes Nes Nes Nes Nes Nes Ves s\n 


2$: 


POSSIBLE CHIPS 
E14,69,E40,E24 
E41 


SUBSCOPE 


;114 CONT. - THIS SECTION TESTS THAT NO PARITY OR CRC ERROR OCCURRED 
;ON PREVIOUS FUNCTION. 





CZRXBF .P 


1967 
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RX11 INTERFACE "?" 45 
WW O8-MAY-79 14:22 ST 14 = ERROR FLAG AND B-CODE VERIFICATION PART | SEQ 0075 
004522 5 CLR RO ;STATUS A SHOULD BE CLEAR 
604524 017702 174460 MOV @RXDB,R2 
004530 010201 MO R1 
004532 042701 000100 BIC WBit6, R1 
004536 020001 CMP RO,R1 
004540 061401 BEQ 3% 
:RO = 0 ; R1 = RXOB MINUS DD BIT ; R2 = ACTUAL RXDB 
004542 104000 ERROR 
004544 104413 3$: SUBSCOPE 
:114 CONT. = THIS SECTION TESTS THAT NO ERROR CONDITIONS EXIST ON A 
>READ STATUS B FUNCTION. 
004546 012777 000017 174432 MOV #17,aRXCS >SET READ STATUS B FUNCTION 
004554 004737 006622 4$: JSR PC, ;WAIT FOR DONE FLAG 
004560 000775 BR 4$ 
004562 005777 174420 TST @RXCS ;1S THE ERROR BIT SET 
004566 100007 BPL 5$ ;NO, GO ON TO NEXT SECTION 
004570 012700 000040 MOV #40,R0 ;YES,SET UP FOR ERROR 
004574 017701 174406 MOV @RXCS,R1 
004 017702 174404 MOV @RXDB,R2 
-RO = 40 ; R1 = RXCS ; R2 = RXDB 
004604 104000 ERROR sRXCS NOT = 40 
004606 104413 5$: SUBSCOPE 
>114 CONT. - THIS SECTION TESTS THE B-CODE FOR ‘* CAN'T FIND SECTOR ** #70 
004610 012700 000070 MOV #70,R0 
004614 017701 174370 MOV @RXDB,R1 
004620 005002 CLR R2 
004622 020001 CMP RO,R1 :1S THE B-CODE = 70 
004624 001401 BEQ 6$ 
:RO = 70 ; R1 = ACTUAL B-CODE ; R2 = N/A 
004626 104000 ERROR :RXDB NOT = 70 


SALONS ONS JONSSON SONS SON SON Se Jes Jes Jefe Jes es /e\s/e\s/e\s/e\: 
SAONSFON SS ONS SON SONS JONSSON SON SON Je Je Jes Je Ses Jes Jes /e\s/e\: 
SLONSSONS JONSSON JON Je Je Jes Jes Jes Jes Jes Jes es eN\s Jes Je\sse\: 


:1F THE FAY’ > ‘sNNOT BE FOUND ON THE UNIBUS INTERFACE MODULE 
:AND/OR THE “AU.” IS NOT INHERENT TO THE UNIBUS INTERFACE MODULE 
3M7846 THERE is a POSSIBILITY OF ITS EXISTENCE ON THE READ/WRITE 
sMODULE M7727. 


; NOTE: ONLY APPROX. 30% OF THIS MODULE LENT ITSELF CONDUCIVE TO 

; THE FAULT INSERTION PROCESS; ERGO, THE RESOLUTION FOR FAULT 
; ANALYSIS OBTAINABLE BY THIS MODULE IS NOT VERY HIGH. 

; HOWEVER, ANALYSIS OF THE FOLLOWING AREA/S, IF THIS ERROR 
REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS, SHOULD AT 


-_—™ 


CZRXBFO RX11 INTERFACE A rer 


CZRXBF P11 
: LEAST PLACE YOU WITHIN THE RELEVANT AREA ON THE MODULE. 


MACY11 ue 
TEST 


O8-MAY-79 1 

[M7727 (READ/WRITE CONTROL) 
: SIGNAL NAME REASON 
INIT STUCK HIGH 
7SEL TRK 0 STUCK HIGH 
“DKT TRK O STUCK HIGH 
>SEL DKO STUCK LOW 
“WT GATE STUCK HIGH 
“SEL WT PROT STUCK LOW 
>RAW DATA STUCK HIGH/LOW 
: STEP STUCK LOW 

aneeennnee REPLACE E4 


SA NMS NOS NOS NOS Ne Ne Nes Nes Nes Nes Ness \es Ness \es Nes Ness \ess\e 
SA NOL NOS NOS NOS Ne Nes Nes Nes Nes Nes Nes Nes Ness \ess\ess\ess\ess\e 
SA ENMS NOS NOS NOS Ne Ne Ne Nes Nes Ness Nes Ness \ess\ess\es se \es Nes s\n 


004630 000004 
004632 000137 004306 


6$: 


6 
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SCOPE 
JMP DEXIT 


POSSIBLE CHIPS 


mMmmmnwnnmnnnh 


Wri oe 


0E14,€15 


46 
14 = ERROR FLAG AND B-CODE VERIFICATION PART | 


sEND OF TEST 14 


SEQ 6074 


ee ee 


CZRXBFO 
CZRXBF. 


RX11 1 
Pi 


004766 
004770 
004772 


005000 
005002 
105737 
100004 
012777 


001401 


104000 
104413 


005002 


001401 


104000 
000004 
000137 


NIERFACE TEST 
O8-MAY-79 14:22 


012752 
000015 


000035 
005134 


100040 
174302 


000100 
174262 


000017 
006622 


000070 
174226 


004306 


K 6 
MACY11 spat 1609) 29-MAY-79 08:23 PAGE 


174330 
174320 


174242 


47 
EST 15 = ERROR FLAG AND B-CODE VERIFICATION PART 1] 
~SBTTL TEST 15 = ERROR FLAG AND B-CODE VERIFICATION PART 1] 


sTHIS TEST VERIFIES THAT TRYING TO WRITE,USING DELETED DATA MODE, ON A 
sNON-EXISTANT SECTOR WILL PRODUCE AN ERROR AND THE CORRECT B-CODE 1S PRODUCED 
: THIS SECTION SENDS OUT AN ILLEGAL SECTOR ADDRESS AND EXPECTS AN ERROR 

; NOTE TEST 14 MUST BE RUN BEFORE THIS TEST 


115: CLR RO 
CLR R2 
TSTB UNITSEL ;WAS UNIT 0 SELECTED 
BPL 10$ 
os eames ;SET WRITE DELETED DATA FUNCTION 


;SEND WIR DD FUNCTION TO UNIT 1 
SEND THE ILLEGAL SECTOR ADDRESS 
;PREMATURE ERROR CONDITION 
sEXPECT ERROR AND DONE FLAGS 


0$: MOV #35,aRXCS 
1$: JSR PC, ILLADR 


BR 1$ 
MOV #100040,R0 
MOV @RXCS,R1 
CMP RO,R1 
BEQ 2$ 
# OF TR FLAGS 

:RXCS NOT = 100040 


2RO = 100040 ;R1 = ACTUAL RXCS ; R2 = 


1$: ERROR 
2$: SUBSCOPE 


7115 CONT. = THIS SECTION TESTS THAT THERE IS NO PARITY, CRC ERROR 
;AND THAT THE DELETED DATA BIT IS SET. 


CLR R2 
MOV #100,R0 
MOV @RXDB,R1 
CMP RO,R1 
BEQ 3$ 
; RO = 100 ; R1 = ACTUAL RXDB ; R2 = N/A 
ERROR 
3$: SUBSCOPE 
115 CONT. = THIS SECTION TESTS FOR THE B-CODE FOR ILLEGAL SECTOR. 


MOV #17,aRXCS :SET READ STATUS B FUNCTION 
4$: ao sWAIT FOR DONE FLAG 


BR 
MOv #70,R0 
MOV @RXDB,R1 


sEXPECT DELETED DATA BIT TO BE SET 


sDELETED DATA NOT SET OR OTHER ERRORS 


CMP RO,R1 

BEQ 5$ 
; RO = 70 ; R1 = ACTUAL B-CODE ; R2 = N/A 
; ERROR :RXDB NOT = 70 
$: 


SCOPE 
JMP DEXIT ;END OF TEST 15 


SEQ 0075 


CZRXBFO RX11 INTERFACE TEST 
CZRX OB-MAY-79 14:22 


BF 


MMPI 
— ot 2d 
Wn — 


MMM RMR herr 
ee 


ce ce ee ee ee ee ce eed ee ee ed ee ed et ed 
WVstwuMN—Oo 


POPE RIPE RII RIMSII PIPE PIN PO PE POPPE Pa Pen hory 


Ww 
™ 


P11 


005056 
00 


005002 
105737 
100004 
012777 
000 


012752 
000005 


000025 
005134 


100040 
174142 


174124 


000017 
006622 


000070 
174070 


004306 


MACY11 350A(1052) 


174170 
174160 


174104 
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-SBTTL TEST 16 - ERROR FLAG AND B-CODE VERIFICATION PART 11! 


sTHIS TEST VERIFIES THAT A WRITE FUNCTION TO A NON-EXISTANT SECTOR WILL 

sPRODUCE AN ERROR AND A B-CODE OF 70. THE DELETED DATA BIT SHOULD ALSO BE CLEARED 
> THIS SECTION TRANSFERS AN ILLEGAL SECTOR ADDRESS FOR A WRITE FUNCTION 

+; NOTE TEST 14 MUST BE RUN BEFORE THIS TEST 


SEQ 0076 


T16: CLR RO 
CLR R2 
TSTB UNITSEL :WAS UNIT 0 SELECTED 
BPL 10% 
gh i ea :SET THE WRITE FUNCTION 
10$: MOV #25,@RXCS :SEND WRITE FUNCTION TO UNIT 1 
118: JSR PC, ILLADR :SEND THE ILLEGAL ADDRESS 
BR 1$ ;PREMATURE ERROR CONDITION 
MOV #100040,R0 ;EXPECT ERROR AND DONE BITS SET 
MOV @RXCS.R' ‘ 
CMP RO,R1 
BEQ 2% 
; RO = 100040 ; R1 = ACTUAL RXCS ; R2 = # OF TR FLAGS 
18: ERROR 
23: SUBSCOPE 
:7T16 CONT. - TESTS FOR NO PARITY, CRC ERRORS, AND NO DELETED DATA BIT 
CLR R2 | 
CLR RO :NO BITS SHOULD BE SET IN THE RXDB 
MOV @RXDB,R1 
CMP RO,R1 
BEQ 3$ 
; RO = 0 ; R1 = ACTUAL RXDB ;: R2 = N/A 
ERROR :;SOME BIT IS SET IN THE RXDB 
3$: SUBSCOPE 
3716 CONT. - TEST FOR CORRECT B-CODE FOR ILLEGAL SECTOR ADDRESS 


>SET READ STATUS B FUNCTION 


MOV #17,aRXCS 
;WAIT FOR DONE FLAG 


4$: JSR PC,SON 
4$ 


BR 
MOV #70,R0 
MOV @RXDB,R1 


CMP RO,R1 1S B-CODE = 70 
BEQ 5$ YES, CONTINUE 
; RO = 70 ; R1 = ACTUAL RXDB ; R2 = N/A 
$5 ERROR 


SCOPE 
JMP DEXIT ;END OF TEST 16 


CZRXBFO RX11 INTERFACE tire 


CZRXBF P11 


POMPOM fe TRoTReleRfoR 
Deed ee eet et 


ee ee etd aed od 


WAAR 


od ed ed ed ed 
DOnGUVlWMh OOO 


MMMM NPR rrr nnn nnn 


ee ce ceed cee eed et ed 


SSRLRES 
s 
wal 
™Nm 
™m 
o 


sses 
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006606 


006622 


174026 
006606 


006622 


174000 
006606 


006622 
000002 
173744 


MACY11 apes G32) 29-MAY-79 08:23 "paCe 49 
TEST 16 = ERROR FLAG AND B-CODE VERIFICATION PART 11] 


GENERATE AN ILLEGAL SECIOR ADDRESS 


ILLADR: JSR PC,STR 
BR 2% 


23: 


38: 
7$: 


5$: 


6$: 
118: 


INC R2 

BR 3$ 

JSR PC,SON 
BR ILLADR 
BR 1$ 

CLR @RXDB 
JSR PC,STR 
BR 5$ 

INC R2 

BR 6$ 
JSR_PC,SDN 
BR 7$ 

BR 1$ 


CLR @RXOB 
JSR PC.STR 
BR 10$ 


JSR PC,SON 
BR 11% 

ADD #2,aSP 
RTS PC 

MOV @RXCS,R1 
BR 4$ 


;LOOK FOR A TR FLAG 
sNO TR FLAG, IS DONE SET 
:TR FLAG COUNTER 


+ LOOK FOR DONE FLAG 
sNOT DONE RECHECK TR FLAG 
sDONE 1S SET TOO EARLY GO TO ERROR 
0 SECTOR ADDRESS (ILLEGAL) 
;LOOK FOR SECOND TR FLAG 
;NOT TR, IS IT DONE 


;TR FLAG SEND TRACK ADDRESS 
; LOOK FOR DONE FLAG 
NOT DONE, RECHECK TR FLAG 
‘DONE TOO SOON GO TO ERROR 
SEND TRACK Pago OF 0 
; ARE THERE ANY MORE TR FLAGS 
ot LOOK FOR DONE 


‘100 MANY TR Sg aa Se acess 


:NOT DONE RETEST TR FLAG 


SEQ 0077 


CZRXBFO RX11 INTERFACE TEST 


CZRX 


MMIPOMI MRP mR rorn 


tt eh eet ee el eel elt alt eee cell cel > cael cel en eld te 


Sea 


rds dard 
AN SSO OR 


MreMnonorrnrwronrn 
Seseoperesee 
SSVS3t2c<s23se 


sasaee & 
UN—oO”o 


XBF P11 


005574 


104000 


O8-MAY-79 14:22 


000007 
006606 
006622 


173706 
173704 


000001 
006606 
006622 


173650 
173646 


000115 
006622 


100040 
173616 
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173674 


173636 
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TEST 16 = ERROR FLAG AND B-CODE VERIFICATION PART 111 


-SBTTL TEST 17 = ILLEGAL TRACK ERROR VERIFICATION 


TRACK ADDRESS LARGER THAN 114 (OCTAL) 1S 


;ACCESSED, AN ERROR CONDIT!ON WILL EXIST, AND A B-CODE WILL = 40 


;SET READ FUNCTION 
;LOOK FOR TR FLAG 
:NO TR FLAG CHECK DONE 


s;DONE OCCURRED TOO SOON SET UP FOR ERROR 


SEND LEGAL SECTOR ADDRESS 


;LOOK FOR TR FLAG 


sDONE SET TOO EARLY 


>SEND ILLEGAL TRACK ADDRESS 
sWAIT FOR DONE ON THE ERROR 


spat 1032) 29-MAY-79 08:23 
THIS TEST VERIFIES THAT IF A 
117: CLR R2 
CLR RO 
MOV #7,aRXCS 
JSR PC,STR 
BR 1% 
BR 2$ 
1$: JSR _PC,SON 
BR 3$ 
MOV @RXCS,R1 
MOV @RXDB,R2 
BR 4$ 
2$: MOV #1,@RXDB 
5$: JSR PC,STR 
BR 6$ 
BR 7$ 
6$: JSR PC,SON 
BR 5$ 
MOV @RXCS,R1 
MOV @RXDB,R2 
BR 4$ 
7$: MOV #115, aRXDB 
108: Ht ya S » SDN 


0 
MOV #100040,R0 
MOV ARXCS,RI 
CMP RO,R1 
BEQ 11$ 


IF RO = 


4$: ERROR 


:TWO ERROR CONDITIONS TO REPORT 
;1F RO = 0 THEN R1 = RXCS ;R2 = RXDB ON 
100040 THEN R1 = ACTUAL RXCS ; R2 = 


sEXPECT ERROR AND DONE SET 


A DONE TOO SOON ERROR 
N/A 


:DONE SET TOO SOON OR NO ERROR OCCURRED 


SHON ONS ONS JONSSON SON SON SON Ses Jes Ses Jes Jes Jes Jes Jes /eN\s/e\: 
7 AATIAATILATIZATILATILATILATILATILATIAATIAATILATILATILATILATELATILATILAT 
SAONSS ONES ONS JONSSON SON JON Jes Jes Jes Jes Jes Jes Jes Jes /eN\s/eN\s/e\: 


>THE FOLLOWING IS A PRESENTATION OF i REASONS AS TO WHY 


> THIS ERROR REPORT WAS GENERATED. 
;BASED ON FAULT INSERTION RESULTS, 


THE IN 


; AREAS TO CHECK FOR THE RELEVANT FAULT/S. 


:1F THIS ERROR REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS 
ZANALYZE THE FOLLOWING AREA /S: 


: 7846 (UNIBUS INTERFACE) 
SIGNAL NAME 


REASON 


FORMATION SHOWN IS 
AND SHOULD PROVIDE LOGICAL 


POSSIBLE CHIPS 


SEQ 0078 


CZRXBFO RX11 INTERFACE TEST 
CZRXBF P11 4:22 


MmMronrwrr 
MMrnrMnon 
Wis 
uw 


mrmrr 
Mrmr 


08-MAY-79 


s/iN@/sN\O/s\e/ 
s/ Nes \e/s\e/ 
s/iNe/sN\a/ss\e/ 


005376 


005416 


104413 


005000 
005002 
017701 
020001 
001401 


104000 
104413 


012777 
004737 
000775 


017702 


104000 
104413 


001401 


104000 
000004 
000137 


1 


173600 


000017 
006622 


173546 
000040 


173534 
173532 


000040 
173514 


004306 


MACY11 30A( 
TES 


T 


1052) 


B 7 
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17 = ILLEGAL TRACK ERROR VERIFICATION SEQ 0079 


INT ENB FLOP CLOCK LOCKED HIGH £40 


173560 


118: 


TF 
; AND 


; RO 


128: 
3717 


13$: 


; RO 


14$: 


; RO 


15$: 


NOS NeS Ne Ness \ess\ ess Nes Nel Ness \ess\ess\ess\ess\es s\n 
NOS Nes Ness Ness N\es Nes Nes Ness Nes Ness \es se \es Ness \es s\n 
SNS NaS Nes Nes Nes Nes Nes Nes Nes Ness \ess\ess\ess\es s\n 


SUBSCOPE 


CONT. = TEST THAT THERE WERE NO OTHER ERRORS THAN THE ILLEGAL TRACK ERROR EXPECTED 
THAT THE DELETED DATA BIT WAS CLEARED BY TEST 16. 


CLR RO DD BIT CLEARED IN TEST 16 SO RXDB = O 
CLR R2 
MOV @RXDB,R1 
CMP RO,R1 
BEQ 12% 
= 0 ; R1 = ACTUAL RXDB ; R2 = N/A 
ERROR 
SUBSCOPE 
CONT. - VERIFIES THAT READ STATUS B HAS NO ERRORS 
MOV #17,aRXCS ;SET READ STATUS B FUNCTION 


+ Ti sWAIT FOR DONE FLAG 

TST @RXCS ;WAS THERE AN ERROR ON THIS FUNCTION 
L 14$ NO 

MOV #40,R0 

MOV @RXCS,RI1 


= 40 (DONE) ; R1 = ACTUAL RXCS ; R2 = ACTUAL RXDB 


ERROR : THERE WAS AN ERROR NO READ STATUS B 
SUBSCOPE 
CLR R2 
MOV #40,R0 :B-CODE FOR ILLEGAL TRACK ADDRESS 
MOV @RXDB. RI 
BEQ 15$ :B-CODE IS CORRECT 
= 40 ; R1 = ACTUAL B-CODE ; R2 = N/A 
ERROR 
SCOPE 
JMP DEXIT “END OF TEST 17 


CZRXBFO RX11 INTERFACE TEST 
CZRXBF .P11 


La 
Oo 
w 


S3S3 


POPPI POPE PONE MYER ME Pon Mohn fo 
Lod 8 rh Lt 8 rt rt Lt Ut rt Ut rt 


PND IND IS wet et et et et = 
NOON Uf wWN—o 


005519 


O8-MAY-79 14:22 





be 
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TEST 17 = ILLEGAL TRACK ERROR VERIFICATION 


SEQ 0080 


~SBTTL TEST 20 = SEEK VERIFICATION VIA READ FUNCTION 


> THE PURPOSE OF THIS TEST 1S TO DO A READ FUNCTION ON ALL 

sSECTORS OF VARIOUS TRACKS ON THE DISKETTE. THIS WILL TEST FOR SEEK ERRORS 

sFOR THOSE TRACK POSITIONS. UNLESS OTHERWISE SELECTED (IN OD/1D) THE TRACKS 
sACCESSED ARE 0 (0D), 52, 53 (BOTH SIDES OF THE WRITE CURRENT CHANGE), AND 114 (JID). 


T20: 


SLONSSEN SENS ONS JONSSON JONSSON ee Jes es Jes fase s/e\s/e\s/a\: 
AAT AAT AATILATIAATILATILATILATIAACIAATULACILACELAVULAVELAVELAVELAVEL AT 
TAA AAT AAT LAT? LA TILATIAATILATILATTLAVILATILATULATILATELAVELAVELAVEL AT 


/ 
/:\e/ 
s/:\e/ 


;1F THE DIAGNOSTIC GIVES AN ERROR REPORT WITH A FORMAT OF 


> TEST PC=" WHERE THE 


"PC* IS WITHIN THE RANGE OF THIS TEST 


>THEN THE POSSIBLE CHIPS VERSUS THE 'B' CODE (INTERPRETIVE 
sERROR CODE) PRINTED ARE AS FOLLOWS: 


IF "B! 


s\e/:\e/ 
:\a/:\e/ 
s\e/:\2/ 


~SSS=S22 
— ~~ eth 
uw MS ror 
~~NO NNN 

(a rt rd i 
SSN NNN 


CODE WAS POSSIBLE CHIPS 
120 E5.,E6 
150 E13,€14,€16,€17 
200 E5.E6 
SNM NaS NaS Ne/ Ness \ es Ness Nes Nes Nes Nes Nes Nes \es s\n 
SNM Ne Nes Nes Ness Nes Ness N\es Ness \es Nes Nes Ness \e/ se \e 
SNMS SNS Ne Nes Nes Nes Ness \ ess Nes Nes Nese Nes \es se \e 
001204 MOV KRXVEC,R2 :SET UP INTERRUPT ADDRESSES 
011554 MOV #INTSERV,(R2)+ 
000340 MOV #PR7,(R2)+ 
007010 JSR PC,RDONLY :D0 THE READ FUNCTION 
004306 JAP DEXIT sEND OF TEST 20 
-SBTTL TEST 21 - WRITE TEST 
>THE PURPOSE OF THIS TEST IS TO WRITE ALL ONES ON SECTOR 1 TRACK 1, 
;AND VERIFY THAT THE DATA IN THE SECTOR BUFFER iS NOT MODIFIED. 
000001 013154 121: MOV #1, TARGET 
000001 013444 MOV #1,TSECTOR 
012662 JSR PC,GETUNIT 
0001 012352 MOV #1,PAT 
012306 JSR PC,GETPATTERN 
011014 oe oo ;SET CHECK SUM VALUES 
L 
000001 173404 MOV #1,aRXCS :SET FILL BUFFER FUNCTION 
004112 1$: JSR PC,FBEB 
BR 2$ 
173374 ~ - MOVB (RO)+,aRXDB . . - « - 
INC R2 


7 
CZRXBFO RX11 INTERFACE TEST MACY11 te 29-MAY- +4 08:23 ” PAGE 53 
CZRXBF P11 O8-MAY-79 14:22 


T 21 = WRITE TEST 
$303 005616 000771 


SEQ 0081 
BR 1$ 
330 005620 012737 000005 007730 2s: MOV #5,FUNCTION ;SET WRITE FUNCTION 
2331 005626 004737 005636 JSR PC,T21X 
2332 005632 000137 004306 


:GO ISSUE THE COMMAND 
JMP DEXIT sEND OF TEST 21 








ICZRXBFO RX11 INTERFACE TEST 


CZRXBF P11 


2333 


ya ee gat get yet gd 
BUF AE 


ate 
oD 


Ab bb Lh dh dat lat lat latiatiatiat) 
Onl wv 


FEFEESS 


~~ 


005702 


104000 


O8-MAY-79 14:22 


007662 
006622 
173332 
173326 
000017 
006622 


173306 


MACY11 30A(1052) 


173316 
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29-MAY-79 08:23 PAGE 54 
TEST 21 = WRITE TEST 


T21X: JSR PC, COMMWORD 
3$: bP ae 


TST @RXCS 

PL 4$ 

MOV @RXDB,R1 

MOV #17, aRXCS 

JSR PC,SON 

BR 5$ 

MOV @RXDB,R2 ;SAVE STATUS B 
;RO = ADDR OF LAST DATA BYTE ; R1 = STATUS A ; R2 = STATUS B 


ERROR 


71S THE ERROR BIT SET 
ERRORS 


“SAVE STATUS A 
:SET READ STATUS B FUNCTION 


SLON SS ON SONS SONS SONS JON Je Je Je Jes Jes Jes Jes e\s/e\s/e\s/e\s/e\: 
ADT ADT AAT AAT LATTLATIAATIAATILATILATILACIAACES ATES ACULACELAVELAVEL AT 
AAT AAT AAT AAT AATI AAT LATILATILATTLATTAACTLATIAATILAVELATELATELATSA AT 


:1F THE FAULT CANNOT BE FOUND ON THE UNIBUS INTERFACE MODULE 

;AND/OR THE FAULT IS NOT INHERENT TO THE UNIBUS INTERFACE MODULE 
aes ere A POSSIBILITY OF ITS EXISTENCE ON THE READ/WRITE 
$ L . 


ONLY APPROX. 50% OF THIS MODULE LENT ITSELF CONDUCIVE TO 
THE FAULT INSERTION PROCESS; ERGO, THE RESOLUTION FOR FAULT 
ANALYSIS OBTAINABLE BY THIS MODULE 1S NOT VERY HIGH. 
HOWEVER, ANALYSIS OF THE FOLLOWING AREA/S, IF THIS ERROR 
REPORT WAS THE 1ST GIVEN IN A SERIES OF ERRORS, SHOULD AT 
LEAST PLACE YOU WITHIN THE RELEVANT AREA ON THE MODULE. 


‘WT DATA 
sWT GATE 


SNS NOS Ne Nas Nes Nes Nes Nes Nes Nes Nes Nes Ness \e Nes Nase 
SNM NOS Ne Nes Nes Ne Ne Nes Ne Nes Nes Nes Nes Ves Nes \es i \e 
SNM NOS NO NOS Nes Nes Nes Ne Nes Nes Nes Nes Nes Nes Nes Nes \e 


*/:\e/ 
s/i\e/ 
s/:\e/ 


005716 


NOTE: 


SIGNAL NAME 


104413 


000207 


004200 


:M7727 (READ/WRITE CONTROL) 


REASON POSSIBLE CHIPS 
STUCK LOW/HIGH E5 
STUCK LOW E13 


4$: SUBSCOPE 
CLR RO 


CLR RI 
JSR PC, T7EMPTY ;EMPTY BUFFER AND CHECK CONTENTS 
RTS PC 





SEQ 0082 


a i INTERFACE aie 
CZRXBF P11 4:22 


SHsseeERERERE : 


oO 
w 


MIPORIPROPPS 
rd Le 
ear 


005776 
006002 
006006 


O8-MAY-79 1 


105737 


000137 


005037 


000137 


012752 
012352 


040001 
006622 


004200 
004306 


012352 


004306 


MACY11 59A\ 1033) 


173226 


007730 


7 
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EST 22 - INITIALIZE IMPLIED READ 


~SBTTL TEST 22 = INITIALIZE IMPLIED READ 
AFTER PREVIOUSLY WRITING A PATTERN ON SECTOR 1 TRACK 1, THIS TEST 
sCHANGES THE CONTENTS OF THE SECTOR BUFFER AND DOES A PROGRAMMED INITIALIZE. 
;AFTER WHICH THE SECTOR tae te MUST AGAIN CONTAIN THE DATA PREVIOUSLY 
;WRITTEN ON THAT SECTOR AND TRACK 
;NOTE: THIS TEST WILL ONLY WORK IF UNIT 0 1S SELECTED AND ON LINE. 


SEQ 0085 


122: TSTB UNITSEL SIF UNIT 0 IS NOT SELECTED SKIP THIS TEST 
BPL 2$ 
CLR PAT 
JSR PC, TOFILL ;LOAD THE SECTOR BUFFER WITH O 
INC PAT RELOAD CORE BUFFER WITH 1°S 
JSR PC,GETPATTERN 
JSR PC,ADJSUM 
BIS WRECAL. ARXCS SET THE INIT. BIT 

1$: JSR PC,SDN 
BR 1$ 
JSR PC, T7EMPTY EMPTY THE SECTOR BUFFER AND CHECK IT. 

2$: JMP DEXIT :END OF TEST 22 
.SBTTL TEST 23 = READ TEST 

:THIS TEST VERIFIES THAT A READ FUNCTION DOES IN FACT LOAD THE SECTOR 

:BUFFER WITH DATA READ FROM THE SELECTED ADDRESS. 

123: CLR PAT 
JSR PC, TOFILL LOAD SECTOR BUFFER WITH 0°S 
INC PAT 
JSR PC,GETUNIT 
JSR PC,GETPATTERN RELOAD CORE BUFFER WITH 1°S 
JSR PC, ADJSUM :SET UP FOR CHECK SUM 

:SET READ FUNCTION AND GO 


MOV #7,FUNCTION 
JSR PC,1T21K 
JMP DEXIT 


: ISSUE COMMAND,WAIT FGR DONE,& TEST DATA 
;END OF TEST 23 


Piao" he INTERFACE TES? 


RXBF .P 


006076 
006104 


ooo 


ooo 


012737 
000137 


O8-MAY-79 14:22 


000002 


004 306 


000003 
006052 


000200 


004306 


MACY11 


012552 


012352 


013164 
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TEST 25 = READ TEST SEQ 0084 
-SBTTL TEST 24 = DATA TRANSFER AND VERIFICATION 
sTHE PURPOSE OF THIS TEST 1S TO WRITE THEN READ AND VERIFY DATA 
;ON ALL SECTORS OF THE SELECTED TRACKS. THE TEST ALTERNATES BETWEEN 
sDRIVES ON THE SELECTED TRACKS. DATA PATTERN IS A FLOATING 0. 
124: MOV #2,PAT ;SET DATA PATTERN TO FLOATING 0 
T24X: MOV KRXVEC,R2 ;SET INTERRUPT ADDRESSES 
MOV WINTSERV, (R2)¢ 
MOV #PR7,(R2) 
JSR PC,DRVSWP :GO TRANSFER THE DATA 
JMP DEXIT sEND OF TEST 24 OR 25 
~-SBTTL TEST 25 = DATA TRANSFER AND VERIFICATION VIA DELETED DATA MODE 
THIS TEST TRANSFERES DATA JUST LIKE TEST 24 EXCEPT IT USES THE 
;DELETED DATA FORMAT AND A DATA PATTERN OF FLOATING 1. 
125: MOV #3,PAT :SET DATA PATTERN TO FLOATING 1 
MP T24Xx :GO TRANSFER THE DATA 
~SBTTL TEST 26 - HEAD ‘‘HOME’’ TEST 
THIS TEST MOVES THE HEAD OUT TO TRACK 12 (OCTAL) AND THEN WRITES/READ CHECKS 
sALL SECTORS (RANDOM DATA) ON EACH TRACK. THE TRACK SEQUENCE 
1S DECREMENT;>ED BACK TO TRACK 0 (HOME). AFTER COMPLETING 
:DRIVE 0 IT SWITCHES OVER TO DRIVE 1 DOING THE SAME TEST. 
126: BIS #B117,SEQUEN ;SPECIAL DECREMENT SEQUENCE 
MOV #7,PAT >SELECT RANDOM DATA 
MOV KRXVEC,R2 
MOV WINTSERV, (R2)+ 
MOV #PR7,(R2) 
JSR PC ,WIRDCK 
BIC #B1T7,SEQUEN 
JMP DEXIT sEND OF TEST 26 


Se ee ee ee 
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CZRXBF P11 


104401 
012646 
104403 

006 

000 
104401 
012716 


000002 


104401 


012646 
104403 
104401 
012716 
000002 


013700 
105701 


100401 
005300 


006300 
00 


042700 
000207 


O8-MAY-79 14:22 


017007 


017054 


017122 


002504 


001214 


000057 


MACY11 30A(1052) 


29-MAY-79 
TEST 26 - HEAD ‘‘HOME 


T 


sTHE FOLLOWING SECTION Of CODE WILL ALLOW PROVIDING INFORMATION 
7TO THE USER WHEN AN ‘UNEXPECTED’ BUS TIMEOUT TO LOCATION 4 OCCURS 


BUSERR: TYPE, 


MOV 


RT] 


LOC4M 
(SP)+, 
6 
0 
PCM 
WREBEG 


; TYPE MESSAGE INDICATING AN 
;UNEXPECTED BUS TIMEOUT OCCURRED 
:;SAVE (SP)4+ FOR TYPEOUT 
;;SETUP TO TYPE PC WHERE TIMEOUT OCCURRED 
;:;GO TYPE--OCTAL ASCII 
i; TYPE 6 DIGITS 
;; SUPPRESS LEADING ZEROS 
: TYPE MESSAGE ‘=PC' 
;SET RETURN ‘PC’ TO START THE 
:PROGRAM OVER AGAIN 
;RETURN TO BEGINNING OF PROGRAM 


-(SP) 


IN, (SP) 


>THE FOLLOWING SECTION OF CODE WILL ALLOW PROVIDING INFORMATION 
tt a Rs WHEN AN ‘UNEXPECTED’ RESERVED INSTRUCTION TRAP TO LOCATION 


RESERR: TYPE, 


RT] 


LOC 10M 
(SP)+¢, 
6 


0 
PCM 
#REBEG 


TYPE MESSAGE INDICATING AN 
sUNEXPECTED RESERVED INSTRUCTION 
; TRAP OCCURRED 
;SAVE (SP)+ FOR TYPEOUT 
>;SETUP TO TYPE PC WHERE RESERVED TRAP OCCURRED 
::G0 TYPE--OCTAL ASCII 
>; TYPE 6 DIGITS 
>; SUPPRESS LEADING ZEROS 
; TYPE MESSAGE ‘=PC' 
;SET RETURN 'PC* TO START THE 
>PROGRAM OVER AGAIN 
sRETURN TO BEGINNING OF PROGRAM 


-(SP) 


IN, (SP) 


>THIS ROUTINE WILL CALCULATE THE PRIORITY LEVEL FOR THE PROCESSOR 


>BASED ON THE CURRENT PRIORITY LEVEL OF 


CPUPR1: MOV 


TSTB 


BRLEV, 
R1 


R 
#37,R0 
PC 


THE DEVICE (CONTENTS OF ‘BRLEV:') 


RO >GET THE PROPOSED RX11 DEVICE 
; INTERRUPT PRIORITY LEVEL VALUE 
:1S CPU LEVEL TO BE THE SAME AS 
:THE DEVICE LEVEL OR 1 LESS? 
;BRANCH IF SAME AS! 
>DROP DEVICE LEVEL PRIORITY 
;BY 1 LEVEL FOR PSw 

;FORM BITS <7-5> FOR PSw 


SENSURE THAT T.N,Z.V, & C BITS 


;FOR THE PROCESSOR ARE CLEAR 
;RETURN TO MAINLINE CODE 


ee seeeseesssesseesnsesenessinneerenenenneeeeereeereeee 

H 7 
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te EST 





CZRXBFO ae INTERFACE a reer 


CZRXBF. 


-t 


MPIPMIPYE RI RoR RP PY 
WMIiWVMAWVAAUA 
— — 2 ow — 2 — at oot 


MRIRIRIRD 
NO O@~anCYVlrwnN—O 


WIA 
MmMNMro 


08-MAY-79 


002 
104401 
104401 
011604 


020000 


002554 
000400 


015700 
016162 
000002 


016703 
002560 


016703 
006604 
016703 
016703 


016703 


016703 
002556 006444 
015642 


MACY11 


006522 


172706 


012752 
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sas ess) 
ERROR *' TRAP SERVICE ROUTINE 
~SBTTL ‘' ERROR *' TRAP SERVICE ROUTINE 
Pattee RRR RRR REE REPRE RERE EES EEEEESEEESESESLSOSLLCLLCCLOC ET 
, Te eeeeeeereeeteeeeerereeeeeteTetetetetesaneneteseteenaaeteteees 
: ee ERROR ee 
; eee eeeeeeeeeeeeteeeeeeeeeeeneeeeeeeteeeeeeeeeetenaneeeneeeseee 
atte eee RRR RRR RRR RRR RRR RR RRR RESEEEEREESESEESEOCOSLLLCLCLLOE TS 
XERROR: MOV @ SP, EPCSCOPE ; RETURN ADDRESS FROM '’ ERROR’’ 
ADD #2, EPCSCOPE ; NOW (EPCSCOPE) = SUBSCOPE+2, OR SCOPE+2 
INCERRORS: INC ERRORS 
BEQ INCERRORS 
: DATA Sw 135 = 0 TO PRINT APPROPRIATE ERROR MESSAGE 
CKSWR 
BIT #Swi3,aSwRe 
BNE NOPRINT 
CLR CCOUNT 
ae - ecmantlaiaa ;WAS PREVIOUS ERROR REPORTED ON THIS PASS 


N 
TYPE, MXEHEADER 


1$: TYPE, MCRLF 
; ERADR 


TYPE, SPACE 
MOV FAST, -(SP) : 
TYPON 
TYPE, SPACE 
MOV PCSCOPE, 
TYPO 


N 
TYPE, SPACE 
MOV R2, -(SP) : 
TYPON 


Y 
TYPE, SPACE 
MOV RO, -(SP) 
YPON 


T 

TYPE, SPACE 

MOV RI, -(SP) ; 
TYPON 

TYPE,, SPACE 

MOV PASS.2$% 

JSR R5,SGLDEC 

OPEN 


FAST (FIRST ADDRESS OF SELECTED TEST) 


= (SP) FAPT (FIRST ADDRESS OF PRESENT TEST) 


BLANK 


EXPECTED (GOOD) RESULT OF TEST 


ACTUAL (BAD) RESULT OF TEST 


2$: 


CZRXBFO RX11 INTERFACE TEST 
CZR P11 


XBF. 


006446 052737 
006454 004737 


104406 


090000 
000000 


O8-MAY-79 14:22 


000400 
006476 


100000 


000001 
006516 


MACY11 TA S3) 


012752 


172526 


172510 
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RROR ** TRAP SERVICE ROUTINE 


; DATA Sw 0 = 


NOPRINT: BIS #BI11T8,UNITSEL 
JSR PC,DING 


; DATA SW 15 = 1 TO HALT AT ERROR 
1$: CKSWR 
BIT #SWwi5,aSwR 
BEQ 2% 
HALT 
2$: RT1 
DING: CKSWR 
BIT #SwO,aSwR 
BNE 1$ 
TYPE ,MABELL 
1$: RTS PC 
MABELL: .ASCIZ <07> 
EVEN 
ERRORS: 0 
EPCSCOPE: 0 


0 TO RING BELL AT ERROR 


;SET HARD ERROR FLAG 


; DOING - A = LING 


—— ee eee ll 


SEQ 0087 


orc 


epee ‘te INTERFACE TEST 
CZRXBF P11 4:22 


006524 
906530 


005037 
011637 
000002 


005737 
001001 
000002 


021637 
001401 
000002 


104406 


000002 
000000 


O8-MAY-79 14 


006520 


006520 
006604 


006520 


006522 


004000 
006604 


MACY11 7a Sse) 


172422 
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SCOPE ** TRAP SERVICE ROUTINE 


~SBTTL “' SCOPE ‘* TRAP SERVICE ROUTINE 
: ~ score * 


XSCOPE: TST ERRORS 
BNE SCOPING 


; NO ERRORS HAVE BEEN DETECTED 
> JUST SET (PCSCOPE) = FIRST ADDRESS OF THE SCOPE LOOP 
>; (IN CASE ERRORS ARE DETECTED LATER) 


NOSCOPE: CLR ERRORS 
aT V @ SP, PCSCOPE 


SEQ 0088 


: '" SUBSCOPE °' 
XSUBSCOPE: TST ERRORS 

BNE 1$ 

; NO ERRORS EXIST 

; ERRORS DO EXIST 
: IF THIS ERROR ADDRESS 1S THE SAME ADDRESS WITHIN PROGRAM LOCATION 
; THEN THIS IS A SCOPING LOOP 
; IF NOT - THEN EXIT 


1$: CMP @ SP, EPCSCOPE 
at SCOPING 


"" EPCSCOPE’’ 


; SW 11 = 1 TO LOCK ON SCOPING LOOP 
; THIS IS A SCOPING LOOP 
SCOPING: CKSWR 

BIT #SW11,aSWR 

BEQ NOSCOPE 

MOV PCSCOPE, @ SP 


RT] 
PCSCOPE: 0 


:DO NOT LOOP ON ERROR 
; LOCK FOR SCOPE LOOP 


=e 
CZRXBFO RX11 INTERFACE Fee MACY11 ma dS o> i 29-MAY-79 08:23 PAGE 61 


CZRXBF P11 O8-MAY-79 1 


OPE *' TRAP SERVICE ROUTINE 


; WAIT FOR TRANSFER REQUEST FLAG TO SET 
006606 105777 172374 STR: TSTB @ RXCS 
006612 100002 BPL RTSPC 
006614 062716 000002 ADD #2, @ SP 
006620 000207 RTSPC: RTS PC 
; WAIT FOR THE DONE FLAG i3 SET 
006622 032777 000040 172356 SDN: BIT #BIT5, @ RXCS 
006630 001055 BNE XSDN 
006652 062737 000001 007004 ADD #1,HANGER 
006640 005537 007006 ADC HANGPL 
006644 001401 BEQ HUNGUP 
006646 000207 RTS PC 


; THE DEVICE TEST 1S HUNG - DONE HAS NOT 
> (RO) = N/A ; (R1) = N/A; (R2) = N/A 
006650 104000 HUNGUP: ERROR 


; ADJUST FOR EXIT 


; TEST THE DONE BIT # 5 


SET 


SPONSES ONSEN SONS JON JONSSON SON Se Ses Jes Jes es fas Jalsa sels /e\: 
SAONS JONSSON SONS JONSSON JONSSON JONSON Je aN J eN J e\ ses fas /e\s/e\: 
SPONTA ONS SONS JONSSON SON Je Je Jes Jes Ses fas Jes /e\s Jes /e\s/e\s/e\: 


: IF THE DIAGNOSTIC HITS THIS ERROR REPORT AND THE ‘HUNG @ PC’ 
: LOCATION 1S WITHIN ONE OF THE TESTS TABULATED BELOW THEN THE 
: POSSIBLE CHIPS ARE AS FOLLOWS: , 

HUNG @ TEST POSSIBLE CHIPS 

: TEST 5 ( PART 1) E7,£34,64,€22,615,£1,611,€37 

: TEST 5 ( PART 2 ) E7.£34.E2.E14.£6-£1,£37,€8 

: TEST 6 E4,£15,€1.€19.E18, E22 


WT EACIEACIEACIEACIFACIFACI FACT FACT FACIFLCIEACIEACITACI EAC TELCTTLCTERUTEL 
SAENOS NOS NOS NOS Ne Ne Nes Ne Ne Ne Ne Naess \es ss \es Nes Nes \ess\ 
SHENG SNOS NOS Ne Ne Ness \ es Nes Nes Nes Nes Nes Nes Nes Nes Nes Ness \ 


006652 005037 007004 CLR HANGER 
006656 012737 177740 007006 MOV #177740, HANGPL 
006664 104406 CKSW 
006666 052777 020000 172322 BIT #SW13,aSWR 
006674 001402 BEQ 1$ 
006676 000137 002200 JMP MORETESTS 
006702 104401 006722 1$: TYPE, MHUNGPC 

; THE PC IS ALREADY ON THE STACK 
006706 162716 000002 SUB #2, @ SP 
006712 104403 TYPOS 
006714 006 -BYTE 6 
006715 001 ~BYTE 1 
006716 000137 002200 JMP MORETESTS 


* 
® * 
® 


sRESET THE HANG COUNTERS 


SEQ 0089 


CZRXBFO we INTERFACE TEST 


CZRXBF. 


O08-MAY-7 


177740 


9 14:22 


042504 
040520 
000 


007004 
177740 
000002 


MACY11 te. 
SCOPE ° 


044526 
5 


020103 
051523 


007006 


MHUNGPC : 


MPASS: 


XSDN: 


HANGER: 
HANGPL : 


A 7 
29-MAY-79 08:23 PAGE 62 
" TRAP SERVICE ROUTINE 


eASCIZ <15><12>"DEVICE TEST HUNG @ PC °’ 


~ASCIZ "* PASS = 


~ EVEN 


CLR HANGER 
MOV Nel Z HANGPL 


ADD #2, 
RTS PC 


0 
177740 


; UPDATE FOR EXIT 


SEQ 0090 


Nn 7 
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CZRXBFO RX11 INTERFACE TEST , 
CZRX 4: RIVE TEST SELECTION SEQ 0091 


BF .P11 O8-MAY-79 14:22 


g70e ~SBTTL ORIVE TEST SELECTION 
2702 ;D0 A READ ONLY FUNCTION ON ALL SECTORS. 

sor ;THIS DOES NOT VERIFY THE DATA, ONLY TESTS FOR CRC ERRORS. 
2705 007010 004737 013000 RDONLY: JSR PC, INITTRACKS 

2704 007014 004737 012662 JSR PC,GETUNIT 

27€° 007020 004737 013132 1$: JSR PC, GETTRACK 

2708 007024 004737 010042 JSR PC,READ 

2709 007030 005337 013152 DEC TRKCNTR 

2710 007034 001371 BNE 1$ 

44g 007036 000207 RTS PC 

2713 Pett PPP Pee RRRRR ER ESSEERESE SEES ERE EEE ECE CECE SECA AEAESEAESAESAESAELE ST 
2714 

2715 ;WRITE AND READ DATA ON SPECIFIED TRACK AND ALTERNATE 
srie sDRIVES BEFORE GOING TO THE NEXT TRACK. 

2718 007040 004737 012306 DRVSWP: JSR PC,GETPATTERN 

2719 007044 004737 013000 JSR PC, INITTRACKS 

2720 007050 004737 012662 1$: JSR PC,GETUNIT 

2721 007054 004737 013132 JSR PC ,GETTRACK 

2722 7 004737 007162 JSR PC, WRITE 

2723 7 004737 010662 JSR PC,READCHK 

2724 007070 004737 012662 JSR PC, GETUNIT 

2725 007074 004737 007162 JSR PC,WRITE 

2726 0071 004737 010662 JSR PC, READCHK 

2727 007104 005337 013152 DEC TRKCNTR 

2728 007110 001357 BNE 1$ 

ste? 007112 000207 RTS PC 

2731 SURAT AEAAAE RATATAT TATA Tee AT eee eee AKAKAAKeRAKA eRe eA Te 
2732 

ey sWRITE ALL SECTORS AND READ/VERIFY ALL SECTORS 

2735 

2736 007114 004737 012306 WIRDCK: JSR PC, GETPATTERN 

2737 007120 004737 013000 XWTRDCK: JSR PC. INITTRACKS 

2738 007124 004737 012662 JSR PC,GETUNIT 

2739 007130 004737 013132 18: JSR PC, GETTRACK 

2740 007134 004737 007162 JSR PC, WRITE 

2741 007140 004737 010662 JSR PC,READCHK 

2742 007144 005337 013152 DEC TRKCNTR 

2743 007150 001367 BNE 1$ 

2744 007152 004737 012754 JSR PC,DONE sHAVE BOTH DRIVES BEEN TESTED 
2745 007156 000207 RTS P sYES 

2746 007160 000757 BR XWTRDCK :NO, GO TO OTHER UNIT 
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te 
- 
co 


MIMrnonongfnoRrorn 
SAN NN NNN ~ 
[Sseey w 
“Oo O@enoO Vil ww 


RIMINI 
4.4 ¢ 
LAR 


MPMI Mr ron nor 
SNNN No —“ 


saaaaae.. 
_ 


ee 


POPSPOPIPIRZRIPO PIPE PI PO PIPE MIPS PEPIN 
San 
3 


> 
eS 


Mrmr 
SSes 
Sa 


2 
2801 


007452 
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ab 
™m 
—~ 
~ 
~Nr 


S 


— —t = CE 
So 
wa 

Own 

~~~ 

NUIN 


_ 
win 


S 


70 


NNN SPO 
™m 
o 


000137 


4:22 


000101 
171752 


171746 
011500 


016450 


007300 


020000 
000000 
016641 
016162 


171662 


004000 


007172 
010160 


007004 


006076 


000115 
007662 


007434 
000040 
007004 
011510 


MACY11 30A(1052) 
WRITE FUNC 


171756 


007314 
007356 
007352 


171706 


171650 


007730 
006604 


007730 


171544 


B 8 
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TION 


~SBTTL WRITE FUNCTION 


WRITE: 
XWRITE: 
FILLBUF : 


FILLFLAG: 
XFRBYTE: 


FILLER: 


PARTEST: 
PTYP1: 
CONT4: 


HLT6: 
CONT13: 


PLOOP: 
PCONT: 


F ILLDONE : 


JSR 
JSR 


JSR PC,ADJ 


MOV 
MOV 
CLR 


(SP 
#1$, 
MOV 

B 


PC, INITSECTOR 
PC ,GETSECTOR 
SUM 

#F ILLDONE ,-(SP) 
WFILLER,-(SP) 
BYTECNTR 


) 

-(SP) 
#FBIE ,aRXCS 
ARXCS 


BR FILLFLAG 


TST 
MOV 


MOV #XWRITE ,PCONT+2 
MOV #F ILLBUF ,PLOOP+2 


JMP 


CKSW 
BiT 
e 


(SP)+ 
#AFIL PTYP1+2 


PARTEST 


WR 
poh g aSwR 


TYPE ,MCRLF 
CKSWR 


TST 
BPL 
H 


aSwWR 
CONT13 


T 
— 


PCONT 
F ILLBUF 
NEXTRD 


HANGER 
#URTDONE ,-(SP) 
WURTER,-(SP) 


MOV 
MOVB #URTIE FUNCTION 


CMP # Nd PCSCOPE 


fi 


BNE 1 
MOVB SUTDDIE, oe ll 


PC ,COMMWO 


(SP) 
#2$,-(SP) 


BIT 
BEQ 


INC 
BNE 


ieee aaa 
HANGER 
3$ 


JAP NOINTER 


SEQ 0092 


;SET UP FIRST,LAST,AND SECTOR COUNTER 
:PICK UP NEXT SECTOR 

sADJUST DATA BUFFER A‘) CHECK SUM FOR ADDRESSES 
;PUT GOOD RETURNON STACK 

sPUT ERROR RETURN ON STACK 


sLOWER ‘CPU’ LEVEL 
SET RETURN ‘PC’ 


:GET ‘CPU’ LEVEL INTO ‘PSw' 
EXECUTE FILLBUFER COMMAND 
TEST FOR TRANSFER REQUES1 FLAG 


; TRANSFER DATA BYTE 
;WAIT FOR NEXT TR FLAG 


REMOVE THE DONE RETURN FROM THE STACK 
;PUT ADDR OF FILLBUF MESSAGE IN PAR ERR TYPOUT 1 
;1F NO LOOP ON ERROR GO TO NEXT SECTOR 
;1F LOOP ON ERROR RETURN THROUGH PLOOP 


:PRINT OUT PAR ERR AND TEST CONDITIONS FOR RETRY 


: TEST DON'T PRINT ERROR SWITCH 
sPRINT THE PARITY ERROR MESSAGE 


> TEST HALT ON ERROR SWITCH 


>HALT ON ERROR 

> TEST LOOP ON ERROR SWITCH 

If NOT SET GO TO NEXT SECTOR 
sRETURN TO LOOP ON TEST THROUGH HERE 
:GO TO NEXT SECTOR THROUGH HERE 


;SET GOOD RETURN ON STACK 

;SET ERROR RETURN ON STACK 
>SET FUNCTION WORD TO WRITE 
1S THIS THE DELETED DATA TEST 


; TRANSFER COMMAND TO DRIVE 
;LOWER ‘CPU’ LEVEL 

>SET RETURN 'PC' 

GET ‘CPU LEVEL INTO ‘PSw' 
;WAIT FOR DONE 


>WAIT FOR INTERRUPT 
;NO INTERRUPT ERROR 


CZRXBFO RX11 INTERFACE TEST 
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005337 
001001 


012737 
004737 
000741 


104406 
032777 


000207 
000137 
104401 


104401 
000207 
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013442 


007166 


000002 


016632 


007300 


007172 


016632 
007554 


020000 


016632 
007634 


171412 


007734 
004000 


007172 
016617 


016074 
013156 


016162 
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012174 


007314 


007356 


007352 


007632 


007570 


171432 


171372 


29-MAY-79 


WRITE FUNCTION 


WRTDONE : 


23: 
WRITER: 


WRISEK: 


SEEKER: 


STYP1: 


SWHLT1: 


HLT7: 


CONT14: 


SEKRTY: 
SEKTYP: 


sPARITY 


C 8 
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DEC SECCNTR 
E 2% 


PC 
XWRITE 
(SP)¢ 
atu ASTAT 
WRTS 


MOV #MURITE ,PTYP1+2 
MOV #WRIDONE ,PCONT+2 
MOV #FILLOONE ,PLOOP+2 
JAP PARTEST 


MOV #FILLBUF ,SEKRTY+2 


MOV #MWRITE ,STYP1+2 
JSR PC, SEEKER 
BR WRTDONE 


CKSWR 
BIT #SW15,aSwR 
BNE SWHLT1 
TYPE “mURITE 
JSR PC,SEKTYP 
CKSWR 


TST @SWR 
oo 


JSK PC HOME 
SWR 


CK 

BIT #Sw1i,asur 
BNE SEKRTY 

RTS PC 

JMP FILLBUF 


TYPE ,MSEEK 
TYPE ,MPRES 
PRESTRK,-(SP) 


B EK 
ERROR DURING A WRITE FUNCTION 
sPUT ADDR OF WRITE oat eae te PAR ER TYPOUT 1 


TEST SECTOR COUNTER 
sNOT LAST SECTOR GO TO NEXT ONE 


sREMOVE THE DONE RETURN FROM THE STACK 
Y ERROR 


:1S THIS A PARITY 
NO, 17 MUST BE A SEEK ERROR 


;1F NO LOOP GO TO NEXT SECTO 
:1F LOOP RETURN THROUGH PLOOP TO REWRITE 
:G0 INC LOG AND TEST FOR RETRY 


SEEK ERROR DURING A WRITE FUNCTION 


: SETUP FOR WRT RETRY ON SEEK ERROR 
;TRACK 1 ARE LOADED INTO THE SECTOR BUFFER. 


A RECAL. THE CONTENTS OF SECTOR 1, 


10 REWRITE THE CORRECT DATA THE PROGRAM 
:MUST REFILL THE SECTOR BUFFER 

;PUT ADDR OF WRITE MESSAGE IN SEEK ER TYPEOUT 1 
sRECORD SEEK ERROR 

:G0 TO NEXT SECTOR CAN'T FIND THIS ONE 


CHECK DON'T PRINT ERROR SWITCH 
PRINT WRITE (READ) SEEK ERROR 


> TEST THE HALT ON ERROR SWITCH 


>HALT ON THE ERROR 
sRECALIBRATE ON SEEK ERRORS 


:CHECK THE LOOP ON ERROR SWITCH 
:1F SET LOOP ON THE ERROR THROUGH SEEK RETRY. 


;RETRY WRITE COMMAND (READ COMAND) 


; TYPE SEEK ERROR 
; TYPE ADDRESS OF TRACK MOVED FROM 


:3SAVE PRESTRK FOR TYPEOUT 


:>;G0 TYPE--OCTAL ASCII 


3 >;TYPE 3 DIGIT(S) 
: SUPPRESS LEADING ZEROS 


0 
TYPE ,MCRLF 
RTS PC 


ae 


SEQ 0095 





ee 
8 
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CZRXBF P11 O8-MAY-79 14:22 WRITE FUNCTION SEQ 0094 
2851 007662 153737 012752 007730 COMMWORD: BISB UNITSEL,FUNCTION ;SET UNIT SELECTION BIT IN COMMAND WORD 
2852 007670 013777 007730 171310 MOV FUNCTION, @RXCS :SEND OUT COMMAND TO DRIVE 
28* 007676 004737 006606 1$: JSR PC,STR “WAIT FOR TR FLAG 
2854 007702 000775 BR 1$ 
2855 007704 113777 013444 171276 MOVB TSECTOR,@RXDB :;SEND OUT TARGET SECTOR 
2856 007712 004737 006606 2s: JSR PC,STR sWAIT FOR TR FLAG 
2857 097716 000775 BR 2% 

2858 067720 113777 013154 171262 MOVB TARGET, @RXDB ;SEND OUT TARGET TRACK 

fs 6 007726 000207 RTS PC 

2861 007730 000000 FUNCTION: 0 

saee 007732 000000 DATACK: 0 sDATA CHECK ON CRC ERROR FLAG 

2864 007734 104406 HOME : CKSWR 

2865 007736 032777 000400 171252 BIT #SW8,aSWR ;TEST NO RECAL SWITCH 

2866 007744 001035 BNE RIN 

2867 007746 012777 040001 171232 MOV #RECAL,@RXCS : ISSUE RECAL FUNCTION 

2868 007754 004737 006622 23: JSR PC,SON 

2869 007760 000775 BR 2$ 

2870 007762 005777 171220 TST @RXCS ;WAS THERE AN ERROR 

2871 007766 100021 BPL XHOME :NO 

2872 007770 104406 CKSWR 

2873 007772 032777 020000 171216 BIT #B1113,aSwR :YES, SHOULD IT BE PRINTED 
2874 01 001002 BNE 1$ :NO 

2875 010002 004737 012200 JSR PC,RDCODE 

2876 010006 104406 1$: CKSWR 

2877 010010 005777 171202 TST aSwR :TEST HALT ON ERROR SWITCH 
2878 010014 100001 BPL 3$ 

2879 010016 000000 HALT 

2880 010020 032777 004000 171170 3s: BIT #SwWil,aSwR :TEST LOOP ON ERROR SW!TCH 
2881 010026 001342 BNE HOME 

2882 010030 000207 , RTS PC 

28835 010032 012737 000001 013156 XHOME: MOV #1,PRESTRK :SET THE PRESENT TRACK TO TRACK 1 
884 010040 000207 RIN: RTS PC 
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CZRXBF P11 O8-MAY-79 14:22 READ DATA FROM THE DISKETTE SEQ 0095 
geee -SBTTL READ DATA FROM THE DISKETTE 
2888 
2889 010042 004737 013352 READ: JSR PC, INITSECTOR 
2890 010046 004737 013450 XREAD: JSR PC,GETSECTOR 
2891 010052 005037 007732 REREAD: CLR DATACK ;CLEAR CRC DATA CHECK FLAG 
2892 010056 005037 007004 CLR HANGER 
28935 010062 012746 010136 MOV #RDDONE ,-(SP) ;SET GOOD RETURN ON STACK 
2894 010066 012746 01017 MOV #RDERR,-‘SP) SET READ ERROR RETURN ON STACK 
2895 010072 112737 000107 007730 MOVB #ROIE, FUNCTION 
2896 010100 004737 007662 JSR PC, COMMWORD 
2897 010104 005046 CLR - (SP) ;LOWER ‘CPU’ LEVEL 
2898 010106 012746 010114 MOV #1$,-(SP) SET RETURN ‘PC’ 
2899 010112 000002 RT] :GET "CPU* LEVEL INTO ‘PSw' 
2900 010114 032777 000040 171064 18: BIT #DONEBIT,aRXCS :;WAIT FOR DONE BIT 
2901 010122 001774 BEQ 1$ 
2902 010124 005237 007004 2$: INC HANGER >WAIT FOR INTERRUPT 
2905 010130 001375 BNE 2$ 
sone 010132 000137 011510 JMP NOINTER :NO INTERRUPT ON DONE 
2906 010136 022737 005510 006604 RDDONE: CMP #120,PCSCOPE 21S THIS THE READ ONLY TEST (120) 
2907 010144 001405 BEQ NEXTRD >YES,DON*T CHECK FOR DELETED DATA 
2908 010146 004737 010436 JSR PC ,DDCHK CHECK FOR DELETED DATA INDICATOR 
2909 010152 005701 TST RI :BIT 15 OF R1 IS READ 1 SECTOR FLAG 
2910 010154 100001 BPL NEXTRD 
2911 010156 000207 RTS PC :1F SET,GO VERIFY DATA JUST READ 
2912 010160 005337 013442 NEXTRD: DEC SECCNTR 
2915 010164 001330 BNE XREAD 
sore 010166 000207 RTS PC sREAD FUNCTION IS DONE 
2916 010170 005726 RDERR: TST (SP)¢ >REMOVE THE DONE RETURN FROM THE STACK 
2917 010172 032737 000002 012174 BIT #B1T1,ASTAI :1S THIS A PARITY ERROR 
2918 010200 001413 BEQ 1% :NO, SEE IF ITS A CRC ERROR 
2919 PARITY ERROR DURING A READ FUNCTION 
2920 010202 012737 016572 007314 MOV #MREAD ,PTYP1+2 :PUT ADDR OF READ MESSAGE IN PAR ERR TYPEOUT 1 
2921 010210 012737 010052 007352 MOV #REREAD ,PLOOP+2 ;1F LOOP ON ERROR LOOP THROUGH PiLOOP 
2922 010216 012737 010160 007356 MOV #NEXTRD,PCONT+2 :1F NO LOOP GO TO NEXT READ 
2925 C10224 000137 007300 JAP PARTEST sRECORD PARITY ERROR AND RETRY FUNCTION 
2924 010230 032737 000001 012174 1S: BIT #BITO,ASTAT >1S THIS A CRC ERROR 
2925 010236 001011 BNE CRCER >YES GO TEST AND LOG IT > 
2926 >SEEK ERROR DURING A READ FUNCTIO | 
2927 010240 012737 010052 007632 MOV #REREAD,SEKRTY+#2 >SET SEEK CONTINUE FOR READ RETRY 
2928 010246 012737 016572 007570 MOV #@MREAD,STYP1+2 >SET ADDR OF READ MESSAGE IN SEEK ER TYPEOUT i 
2929 010254 004737 007554 JSR PC,SEEKER >RECORD SEEK ERROR 
2930 010260 000737 BR NEXTROD :GO TO NEXT SECTOR, CAN'T READ THIS ONE 


ee ee ee —- 
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O8-MAY-79 14:22 READ DATA FROM THE DISKETTE SEQ 6096 
S33) >CRC ERROR DETECTED WHILE READING 
2933 010262 005701 CRCER: TST R1 :1F READ ONLY. REPORT DATA CRC ERROR 
2934 010264 100034 BPL DATACRC 
2935 010266 005237 007732 INC DATACK ;SET DATA CHECK FLAG 
2936 010272 004737 010672 JSR PC, EMPBUF F ;CHECK FOR A DAA ERROR 
2937 010276 005737 011506 TST ERCNTR sWAS THERE A DATA ERROR 
2938 010302 001025 BNE DATACRC :YES, REPORT IT 
2939 010304 104406 CKSWR 
2940 010306 032777 020000 170702 BIT #SW13,aSwR > TEST DON'T PRINT SWITCH 
2941 010314 001004 BNE 2% 
2942 010316 104401 016542 TYPE ,MBADCRC 7 TYPE CRC GENERATOR ERROR 
2945 010322 104401 016162 TYPE ,MCRLF 
2944 010326 104406 2s: CKSWR 
2945 010330 005777 170662 TST @SWUR : TEST HALT ON ERROR SWITCH 
2946 010334 100001 oe CONT15 
2947 010336 000000 HLT10: HALT ;HALT ON ERROR 
2948 010340 032777 004000 170650 CONTIS: BIT #Swil,aSwR : CHECK LOOP ON ERROR SWITCH 
2949 010346 001001 BNE 3$ 
2950 010350 000703 BR NEXTRD :DON'T LOOP GO TO NEXT SECTOR 
344 010352 000137 010052 3$: JMP REREAD ;LOOP ON TEST. 
2953 :DATA CRC ERROR 
2954 
2955 010356 104406 DATACRC: CKSWR 
2956 010360 032777 020000 170630 BIT #Swi3,aSwR :TEST DON'T PRINT ERROR SWITCH 
2957 010366 001004 BNE 4$ 
2958 010370 104401 016600 TYPE ,MCRC :TYPE DATA CRC ERROR 
2959 010374 104401 016162 TYPE ,MCRLF 
2960 010400 104406 4$: CKSWR 
2961 010402 005777 170610 TST aSwR :TEST HALT ON ERROR SwWIiCH 
2962 010406 100001 BPL CONT16 
2963 010410 000000 HLT12: HAL] ;HALT ON ERROR 
2964 010412 032777 004000 170576 CONTI6: BIT #SW1i1,aSwR :TEST LOOP ON ERROR 
2965 010420 001004 BNE 5$ :1F SET LOOP ON THE TEST 
2966 010422 062706 000002 ADD #2.SP ;REMOVE READ DONE ADDRESS FROM STACK 
2967 010426 000137 010160 JMP NEXTRD ;READ NEXT SECTOR CAN'T READ THIS ONE 
Be 010432 000137 010052 5$: JMP REREAD 7NO,GO REREAD THIS SECTOR 
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CZRXBF P11 
2971 010436 
2972 010444 
29735 010446 
2974 010454 
2975 010456 
2976 010460 
2977 010466 
2978 010470 
2979 010474 
2980 010500 
2981 010506 
2982 010512 
29835 010516 
2984 010520 
2985 010524 
2986 010526 
2987 010530 
2988 010536 
2989 010540 
2990 010544 
2991 010550 
2992 010556 
2993 010560 
2994 010566 
2995 010570 
2996 010576 
2997 010600 
2998 010604 
2999 010610 
3000 010612 
3001 
3002 
3003 010614 
3004 010620 
3005 010624 
3006 010626 
3007 010627 
3008 010630 
3009 010634 
3010 010642 
3011 010646 
3012 010650 
3013 010654 
3014 010660 
3015 
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022737 
i 


006207 


104401 
013746 


000207 


:22 
006076 
000100 


020000 


010614 
016011 
000400 
012076 
016162 


170472 


004000 
010052 
010160 
000100 
000400 
020000 


010614 
015763 


016165 
006604 


006753 
002556 
015642 


016162 
006476 
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006604 
012174 


170550 


012752 


170460 


012174 


012752 
170420 


010646 


DDCHK : 


DDERR: 


CONT11: 


HL113: 


CONT17: 


4$: 


CONTIO: 


RETURN: 


ERMSG: 


8 
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READ DATA FROM THE DISKETTE 


CMP #125,PCSCOPE 
CONTIO 


KSWR 
BIT Atl aSwR 
BNE CONTI1 
JSR PC,ERMSG 
TYPE ,MDDMIS 
BIS #B118,UNITSEL 
JSR PC, TYPADR 
TYPE ,MCRLF 
CKSWR 


TST @SWR 
BPL CONTI7 
ALT 


HAL 

BIT #SW11,aSWR 
BEQ 4$ 

JMP REREAD 

JMP NEXTRD 

BIT arte eASTAT 


BEQ RETURN 
pth #B1T8,UNITSEL 


BIT Hsu, @SWR 
BNE CONT 

JSR PC, ERMSG 
TYPE ,MUNXDD 
BR DDERR 

RTS PC 


TYPE ,MERHEADER 
PCSCOPE ,-(SP) 


1S THIS TEST 25 


;THIS IS TEST 25 
:D00 BIT SHOULD BE SET 


TEST DON'T PRINT ERROR SWITCH 
TYPE MISSING DELETED DATA BIT 
;SET HARD ERROR FLAG 

; TYPE ADDRESS OF ERROR 

: TEST HALT ON ERROR SWITCH 


:HALT ON DELETED DATA ERROR 
; TEST LOOP ON ERROR 


;LOOP ON TEST 

;READ NEXT SECTOR 

>THIS IS NOT A DELETED DATA TRANSFER 
;SET HARD ERROR FLAG 


;TEST DON’T PRINT ERROR SWITCH 


> TYPE UNEXPECTED DELETED DATA BIT 


ee: PCSCOPE FOR TYPEOuT 


O TYPE--OCTAL ASCII 
6 STYPE 6 DIGITS 
0 >; SUPPRESS LEADING ZEROS 


TYPE ,MPASS 
MOV PASS,1$ 
JSR R5,SGLDEC 
OPEN 


TYPE ,MCRLF 
JSR PC,DING 
RTS PC 


eee eae 


ee ee 


-_— oe — +. 
- ———— oe a eee 


CIRX 


XBF P11 

3017 

3018 

3019 

3020 

3021 

3022 010662 
3023 010666 
3024 010672 
3025 010676 
3026 010700 
3027 010704 
3028 010710 
3029 010714 
3030 010720 
3031 010724 
3032 010730 
3033 010734 
3034 010740 
3035 010742 
3036 010746 
3037 010750 
3038 010756 
3039 010762 
3040 

3041 010764 
3042 010772 
3043 011000 
3044 011004 
3045 011006 
3046 011012 
3047 

3048 011014 
3049 011022 
3050 011030 
3051 011036 
3052 011044 
3053 011052 
3054 011060 
3055 011064 
3056 011070 
3057 011076 
3058 011102 
3059 

3060 011104 
3061 

3062 011106 
3063 011110 
3064 011116 
3065 011124 
3066 011132 


052701 


100375 
117737 


000761 
113737 


CZRXBFO RX11 INTERFACE bi 
O8-MAY-79 14:22 


oo— 


ooooocecoe 
_— — —t = CD 


000103 
170224 


170220 
011502 
011502 


011500 


oooooe°cKe°oo 


016444 
010672 
011456 
007300 
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007314 
007352 
007356 
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READ AND VERIFY DATA 


READCHK: 
EMPBUFF : 


1$: 


2$: 
EMPFLAG: 


CKBYTE: 


ADJSUM: 


CKSUM: 
EMPER: 


~SBTTL READ AND VERIFY DATA 


SEQ 0098 


sREAD A SECTOR, EMPTY THE SECTOR BUFFER AND VERIFY 
>THE DATA READ AGAINST CORE DATA BUFFER 


#B1T15,R1 
P AD 


CK 
WEMPOONE ,-( SP) 
—_— -(SP) 


128. (5p) 


MOV MEBIE ,aRXCS 
TSTB ARXCS 
BPL EMPFLAG 


MOVB @RXDB .BADBYTE 
ADD BADBYTE,CKSUM 
CMPB BADBYTE,(RO}+ 
BNE DATAER 

INC BYTECNTR 

BR EMPFLAG 


MOVB TARGET ,BUFADR 
MOVB TSECTOR,BUFADR+1 
MOV SUM,CKSUM 

ADD TARGET,CKSUM 

ADD TSECTOR,CKSUM 
MOVB CKSUM,BUFADR+176 
ASLB CKSUM 

NEGB CKSUM 

MOVB CKSUM,BUFADR+177 
MOV #BUFADR,RO 

RTS PC 


0 


TST (SP)+ 

MOV #MEMPTY ,PIYP1+2 
MOV WEMPBUFF ,PLOOP+2 
MOV #NXREAD,PCONT?*2 
JMP PARTEST 


;SET READ ONE SECTOR FLAG 
:GO READ ONE SECTOR 
;1F CLEARED NO SECTORS WERE FOUND 


:GO 10 NEXT TRACK 
;CLEAR THE BYTE AND ERROR COUNTERS 


:R1 BIT 7 IS USED AS FIRST ERROR FLAG 
sADJUST DATA AND CK SUM FOR ADDRESSES 
SET UP FOR CHECK SUM ACCUMULATION 
SET UP RETURN ADDRESSES 


;LOWER "CPU’ LEVEL 

;SET RETURN ‘PC’ 

GET ‘CPU’ LEVEL INTO ‘PSw' 
;LOAD EMPTY BUFFER FUNCTION 
; TEST FOR TR FLAG 


;SAVE BYTE FROM DISKETTE 
sACCUMULATE CHECK SUM 
;COMPARE AGAINST GOOD BYTE 
:1F NOT EQUAL GO 10 DATAER 


;GET NEXT BYTE 
>SET FIRST AND SECOND BYTES WITH ADDRESSES 


;GET THE PATTERN SUM 

;ADD TRACK ADDRESS TO CHECK SUM 
;ADD SECTOR ADDRESS TO CHECK SUM 
; INSERT CHECK SUM TO DATA BUFFER 
;GENERATE NEGITIVE CHECK SUM 


> INSERT NEG,SUM INTO DATA BUFFER 
;SET ADDRESS OF BYTE IN RO 
:RETURN 


sREMOVE THE DONE RETURN FROM THE STACK 

:PUT ADDR OF EMPTYBUF MESSAGE IN PAR ER TyPQUT ! 
;RETURN THROUGH HERE 
:1— NO LOOP ON ERROR GO TO NEXT SECTCR 
;REPORT PARITY ERROR 


TO LOOP ON ERROR 


~—— -— oe oo 


A <a eee _—- 2 
= . _— Se ES TT eaten: — ee ee - - — eee - 
- = —_ . - 
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CZRXBF P11 
3068 011136 
3069 011144 
3070 011150 
3071 011152 
3072 011160 
3073 011162 
3074 011170 
3075 011172 
3076 011200 
3077 011202 
3078 011204 
3079 011206 
3080 011212 
3081 011216 
3082 011222 
3083 011226 
3084 011232 
3085 011236 
5086 011244 
5087 011250 
3088 011252 
5089 011256 
3090 011262 
3091 011264 
3092 011266 
3093 011272 
3094 011276 
3095 011300 
3096 0113504 
3097 011306 
3098 011312 
5099 011314 
3100 011320 
3101 011322 
3102 011324 
3103 011330 
3104 


052737 
005257 
104406 


000137 
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000400 
011506 


020000 
001000 
011506 


910614 
016034 


011504 
016162 
167676 


011500 
010756 
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012752 DATAER: 


170036 
170026 
000012 


011250 


TYPERR: 
18: 


NOERTYP: 


HLT14: 


CONT20: 


2 
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READ AWD VERIFY DATA 


BIS #B1T18,UNITSEL 
INC ERCNTR 
CKSWR 

: #SW15,aSWR 


NOERTYP 
T #SW9,aSwR 


BNE 

CMP ERCNTR,#10. 
BGT NOERTYP 
TSTB RI 

BPL TYPERR 


JSR RS, SGLDEC 
OPEN 


TYPE ,DBLSP 
MOV BADBYTE,-(SP) 
TYPOS 


~WORD 3 

TYPE ,DBLSP 

MOVB -(RO) ,GOODBYTE 
INC RO 

MOV GOODBYTE .-(SP) 
TYPON 

TYPE ,MCRLF 

CKSWR 


TST @SWR 
ae 


HAL 
INC BYTECNTR 
JMP EMPFLAG 


SET THE HAD ERROR FLAG 
; INC THE BYTE ERROR COUNTER 


TEST PRINT ERROR SW IN SwWR 
:DON'T PRINT THE ERROR 

TEST PRINT 10 ERRORS SWITCH 
:1F SET PRINT ALL ERRORS 
;HAVE 10 ERRORS BEEN TYPED 
:YES,DON’T PRINT ANY MORE 
TEST FIRST ERROR FLAG 


;PRINT ADDRESS OF TEST 
>FIRST ERROR, PRINT ERROR HEADER 


;PRINT TRACK AND SECTOR LOCATIONS 
SET UP COLMUN HEADINGS 


;CLEAR FIRST ERROR FLAG 
:PRINT BYTE NUMBER 


;PRINT BYTE READ FROM DISKETTE 


:GET GOOD BYTE 
;RETURN RO TO NEXT BYTE IN BUFFER 


>PRINT GOOD DATA 


;TEST HALT ON ERROR SWITCH 
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CZRXBF .P11 
3105 011334 
3106 011340 
3107 011342 
3108 011344 
3109 011350 
3110 011352 
3111 011354 
3112 011362 
3113 011364 
3114 011370 
3115 011376 
3116 011402 
3117 011404 
3118 011410 
3119 011414 
3120 011416 
3121 011422 
3122 011424 
3123 011430 
31246 011434 
3125 011436 
3126 011444 
3127 011446 
3128 011452 
3129 011456 
3130 011462 
3131 011464 
3132 011470 
3133 011474 
3134 011476 
3135 
3136 011500 
3137 011502 
3138 011504 
3139 011506 
3140 
3141 
3142 
3143 
3144 
3145 011510 
3146 011512 
3147 011520 
3148 011522 
3149 011526 
3150 011532 
3151 011536 
3152 011540 
3153 011544 
3154 011546 
3155 011550 
3156 


005737 
001401 


000207 


600000 
000000 
000000 
000000 


1 1 
000000 
004737 
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007732 
011506 


020000 
016575 
011506 
015642 


016712 
011104 


016677 


016705 
016162 


004000 
010052 
010672 
013442 


010046 
010672 


020000 
010614 
016320 
016162 


167452 


011554 
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167634 


011402 


167552 


167476 


READ AND VERIFY DATA SEQ 0100 


EMPDONE : ate . _ THIS READ CHECK CAUSED BY A CRC ERROR 
RTS PC :YES,RETURN TO CRC HANDLER 
1$: TST ERCNTR sWAS THERE ERRORS 
BEQ NXREAD sNO ERRORS 
CKSWR 
BIT #SW13,aSuR :YES, TEST DON'T PRINT SWITCH 
BNE 2$ ;DON'T PRINT THE ERROR 
TYPE ,MERCT ;PRINT THE TOTAL DATA ERROR COUNT 
MOV ERCNTR,3$ 
JSR R5,SGLDEC 
3$: OPEN 
TYPE ,MSUM ; INDICATE IF CHECK SUM WAS GOOD OR HAD ERRORS 
TSTB CKSUM 
BEQ 4$ 
TYPE ,MBAD 
BR 5$ 
4$: TYPE ,MGOOD 
5$: TYPE ,MCRLF 
2$: CKSWR 
BIT #Swil,aSwrR : TEST LOOP ON ERROR SWITCH 
BEQ NXREA :1—- NOT SET GO TO NEXT SECTOR 
JSR PC,REREAD :YES,GO REREAD THE DATA 
JAP EMPBUF F 3GO RECHECK THE DATA 
NXREAD: DEC SECCNTR 
BEQ EXIT 
JSR PC,XREAD ;READ THE NEXT SECTOR 
JMP EMPBUF F 
EXIT: CLR :CLEAR THE ONE READ FLAG 
RTS PC 
BYTECNTR: 0 
BADBYTE: 0 
GOODBYTE: 0 
ERCNTR: 0 


S , eeeeereereeaeeeaeeereeeseeeeeteseereretateeeeeeeeeneeneteeeeeeeeeere 


>AN INTERRUPT DID NOT OCCURE AT A FUNCTION DONE FLAG. 


NOINTER: CKSWR 
BIT #SW13,aSWR :TEST DON'T PRINT ERROR SWITCH 
BNE 1$ 
JSR PC,ERMSG : 
TYPE ,MINTER ; TYPE NO INTERRUPT ON CONE ERROR 
TYPE ,MCRLF 
1$: CKSWR 
TST a@SwWR :TEST HALT ON ERROR SWITCH 
BPL CONT21 
HLT15: HALT ;HALT ON ERRUR 
CONT21: JSR PC, INTSERV :JSR TO INTSERV AS IF IT WAS AN INTERRUPT 
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TERFACE TEST 


104401 
104401 
000157 


167430 
167420 


000004 


012034 
000003 


000040 


020000 


016353 
016162 


000006 


020000 
016656 
016162 
006520 
000400 
000017 
006622 
000002 
012050 
167236 
020000 


016162 


007730 


012076 


MACY11 ” 


012174 


012174 


012174 
167364 


167362 


167330 


012752 
167264 


167252 


012176 
167232 





INTSERV: 


2$: 


4$: 
3$: 


18: 


RXERROR: 


2$: 
3$: 


1$: 
NOPRNT: 


RXPWR: 


INTERRUPT SERVICE 
MOVB @RXD0B,ASTAT 
TST @RXCS 

BMI RXERROR 

BIT #B112,ASTAT 
BEQ 2$ 


SAVE THE ERROR AND STATUS WORD 
TEST THE ERROR FLAG 

; THERE WAS AN ERROR GO REPORT 11 

1S INIT DONE SET 

;NO, CONTINUE 

JAP RXPWR ;YES,REPORT POWER FAILED AND RESTART 
BIT #3,ASTAT sARE PAR OR CRC BITS SET 

BN YES GO REPORT ERROR 
BITB #DONEBIT,aRXCS 1S DONE SET 

BNE 3% ;1F SET RETURN TO TEST 


TEST DON'T PRINT ERROR SWITCH 
DON'T PRINT 
TYPE UNKNOWN INTERRUPT 


sRETURN FROM THE INTERRUPT 


CKSWR 

BIT #SW135,aSWR 
BNE 4$ 

TYPE ,MUKNINT 
TYPE ,MCRLF 
RTI 


ADD #6,SP sBYPASS INTERRUPT POINTERS ON STACK 
RTS PC sRETURN TO PROGRAM 

CKSWR 

BIT #SW13,aSWR TEST DON’T PRINT ERROR SWITCH 

BNE RXERROR 

TYPE ,MNOFLAG ; TYPE NO STATUS ERROR ERROR 

TYPE ,MCRLF 

INC ERRORS AN ERROR INDICATOR 

BEQ RXER 


ROR 
BIS #B1T8,UNITSEL 
MOV #RDER,ARXCS 


;SET HARD ERROR FLAG 
>GET THE ERROR CODE 


owe > TEST FOR DONE FLAG 

BIT #2,aRXDB >WAS THERE A PARITY ERROR 

BEQ 1$ >NO, CONTINUE 

JSR PC, PARTYP >YES,GO REPORT THE PARITY ERROR 

BR 2$ sREISSUE THE FUNCTION 

op)" ae aala a SAVE THE ERROR CODE IN B STATUS 
KSW 

AY cose eye TEST PRINT ERROR SWITCH IN SwWR 
N 


TYPE ,MCRLF 
: TYPE ERROR AND MESSAGES 
TYPE ,MRXCS ; TYPE COMMAND STATUS REGISTER 
FUNCTION,-(SP) ;;SAVE FUNCTION FOR TYPEQUT 
>:GO0 TYPE--OCTAL ASCII 
6 >; TYPE 6 DIGIT(S) 
0 >; SUPPRESS LEADING ZEROS 
JSR PC,TYPADR ; TYPE ADDRESSES AND RUN CONDITIONS 
TYPE ,MCRLF 


JSR PC, TYPCODE >PRINT THE STATUS REGISTERS 
ADD el ;MOVE ERROR RETURN TO TOP OF STACK 
RTS P 


TYPE ,MRX11 
TYPE ,SPOWER 
JMP RESTART 


;ONLY THE RX11 POWER HAS FAILED 
>PRINT POWER FAILED 
;GO TO RESTART 


nnn nncnn nnn essences neneeeeees ee 
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NTERRUPT SERVICE 


SEQ 0101 


eoooce 


—2 . ee ce ee eed ed oS 
Ee 


oN =~ 
o 


ooooceo coco 


oo o 
== scecssssssssssescescsoo 
MM NNOOWUNRRFSE ~ 
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et et et ae eet ed ee ee ee eel ae ee el eed ee eed ee es 


104401 


000000 
000000 


117737 


000207 
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016157 
000020 


016225 


016255 


167004 
000017 
006622 
000002 
012050 


166744 


MACY11 ~ 


012752 


012174 
166772 


166760 


012176 






PARTYP: 


TYPADR: 


3$: 
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NTERRUPT SERVICE 





SEQ 0102 


TYPE ,MRXCS 

@RXCS,-(SP) >;SAVE @RXCS FOR TYPEOUT 
;:GO0 TYPE--OCTAL ASCII 

6 TYPE 6 DIGIT(S) 

0 >; SUPPRESS LEADING ZEROS 

TYPE ,MPAR 


TYPE ,MCRLF 
RTS PC 


TYPE ,MTRK ; TYPE TRACK ADDRESS 

TARGET ,-(SP) :;SAVE TARGET FOR TYPEOUT 
3:G0 TYPE--OCTAL ASC!] 

3 :: TYPE 3 DIGIT(S) 

0 ;; SUPPRESS LEADING ZEROS 

TYPE ,MSECT : TYPE SECTOR ADDRESS 

MOV TSECTOR,2$ 


BIC #177740,2$ ;CLEAR ALL BUT SECTOR ADDRESS 


2$,-(SP) ::SAVE 2$ FOR TYPEOUT 
:3:G0 TYPE--OCTAL ASCII 

¢ :: TYPE 2 DIGIT(S) 

0 ;; SUPPRESS LEADING ZEROS 

TYPE ,DOBLSP : 

ale ee rreee SEA. sWHITCH DRIVE IS BEING USED 

a aaa ; TYPE UNIT 0 

TYPE ,MUNITI sTYPE UNIT 1 

RTS PC 

OPEN 

0 

0 


MOVB @RXDB,ASTAT 
MOV #RDER,ARXCS 


;SAVE THE A STATUS 
>READ THE B STATUS REGISTER 


ea sWAIT FOR DONE FLAG 

BIT #2,aRXDB -~WAS THERE A PARITY ERROR 
BEQ 1% :NO, CONTINUE 

JSR PC, PARTYP :YES,REPORT THE PARITY ERROR 
BR 2% sRETRY READING STATUS B 


>SAVE THE B STATUS CODES 
: TYPE THE CONTENTS OF THE TWO STATUS REGISTERS 
>; SAVE ASTAT FOR TYPEOUT 
::GO TYPE--OCTAL ASCII 
3 >; TYPE 3 DIGIT(S) 
0 >; SUPPRESS LEADING ZEROS 
TYPE ,TAB 
TYPE ,MBSTAT 
wor: 


TYP 
TYPE ,MCRLF 
RTS PC 


MOVB @RXDB,BSTAT 
TYPE ,MASTAT 
ASTAT,=-(SP) 
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CZRXBF.P11  O8-MAY-79 14:22 PATTERN GENERATOR SEQ 0103 
aces -SBTTL PATTERN GENERATOR 
3268 sNOTE: ALL DATA PATTERNS WiLL BE MODIFIED SO THE FIRST BYTE WILL 
3269 CONTAIN THE TRACK ADDRESS. THE SECOND BYTE WILL CONTAIN THE UNIT 
3270 ;NUMBER AND SECTOR ADDRESS IN WHICH THE DATA IS WRITTEN. THE MOST 
3271 >SIGNIFICANT BIT OF THIS SECOND BYTE INDICATES THE UNIT. UNIT 0 
3272 :1F “O"’ UNIT 1 IF ‘'I'', THE LAST TWO BYTES CONTAIN THE CHECK SUM. 
$552 ESAS SARELASLSLESE EEL ELIT OLISAASTIESIIESALESLALALLLAE LALLA TTT 
3274 
3376 
3277 012306 012704 017456 GETPATTERN: MOV #BUFADR,R4 ;SET ADDRESS OF FIRST DATA BYTE 
3278 012312 005037 012564 CLR SUM ;SET UP FOR ACCUMULATION OF CHECK SUM 
3279 012316 013705 012352 MOV PAT,R5 ;GET PATTERN BITS 
3280 012322 006305 ASL R5 
3281 012324 000175 012330 JAP @PATTERNS(RS) 
3282 012330 012354 PATTERNS: DATAO ' :000 DATA BYTE 
3285 012332 012366 DATA1 3377 DATA BYTE 
3284 012334 012376 FLOATO ;FLOAT A O THROUGH ALL 1°S 
3285 012336 012440 FLOAT! ;FLOAT A 1 THROUGH ALL 0°S 
3286 012340 012446 PAT125 :125/052 DATA WORD 
3287 012342 012466 PAT314 :314/063 DATA WORD 
3288 012344 012476 COUNT ; INCRUMENT DATA PATTERN 
3289 012346 012516 RANDATA ;RANDOM DATA BYTE 
3290 
3291 
3292 012350 000000 DATABYTE: 0 
3293 012352 000000 PAT: 0 
3294 
3295 
3296 SSMRREREEHER EKER TERT A HTT ee eH Ae TAAeeeeeAe AA AAAe HAAS 
3297 
3298 ;LOAD SOFTWARE BUFFER WITH ALL ZEROS 
344 : PAT = 0 
3301 012354 005037 012350 DATAO: CLR DATABYTE 
3302 012360 004737 012536 PATGEN: JSR PC,LOAD :GO LOAD THE DATA BUFFER 
stor 012364 000775 BR PATGEN 
3305 Se eMaeeee eee eeeeeeeReeteeeeteeeeeeA eee KeeeetkeKeAKeeeeeeKeKeeee 
3 
3307 ;LOAD SOFTWARE BUFFER WITH ALL ONES 
3308 ; PAT = 1 
3310 
3311 012366 112737 000377 012350 DATAI: MOVB #377,DATABYTE 
331% 012374 000771 BR PATGEN 
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CZRXBF .P11 O8-MAY-79 1 ATTERN GENERATOR SEQ 0104 
3314 >FLOAT A 0 THROUGH ONES IN SOFTWAK. BUFFER 
ga12 ; PAT = 2 
3317 012376 112737 000376 012350 FLOATO: MOVB #376,DATABYTE ;SET UP A ONES FIELD 
3318 012404 000261 XPATGEN: SEC : SET THE C BIT TO ROTATE THROUGH THE DATA 
3319 012406 012702 000000 1$ MOV #0,R2 ;CLR R2 (CAN'T USE ‘’CLR’’ IT CLEARS ‘'C’’ BIT) 
3320 012412 103001 Bcc 2$ ;BR IF "'C’’ BIT IS CLEARED 
3321 012414 005202 INC R2 SET R2 IF *’C’’ BIT IS SET 
3322 012416 004737 012536 2$: JSR PC,LOAD 360 LOAD THE DATA BUFFER 
3323 012422 000241 CLC ;CLEAR THE T 
3324 012424 005702 TST R2 ;1S R2 NONZERO 
3325 012426 001401 BEQ 3$ 
3326 012430 000261 SEC ;YES, SET THE ‘'C’’ BIT 
3327 012432 106137 012350 3$: ROLB DATABYTE 
sa5e 012436 000763 BR 1$ 
sa EO SSSSELSLSLILELEL ETE TICS ELC ELAS LASAESAI LASALLE et 
3332 >FLOAT A 1 THROUGH ALL ZEROS IN SOFTWARE BUFFER 
Saiz ; PAT = 3 
3335 012440 012350 FLOATI: CLR DATABYTE 
sa3¢ 012444 BR XPATGEN 
3330 WEEE ASELLSESSLALELI IEEE ITEC E CECE L ESATA TIS IS SISAL ATLL LTA; 
3340 :LOAD SOFTWARE BUFFER WITH ALTERNATING 1 AND O FOR 
3341 ;ONE BYTE AND THE COMPLIMENT INTO THE NEXT 
se Big! 
3344 012446 000125 PAT125: MOVB #125,DATABYTE 
3345 012454 012536 XXPATGEN: JSR PC,L OAD 
3346 012460 012350 COMB DATABYTE 
sien 012464 BR XXPATGEN 
3349 SPeeeeeeeeeeeeeeeeeeeeeeeTeaeteeeteeeeeeeeeeeteeekeetkeeeeeeeees 
3350 
3351 ;LOAD SOFTWARE BUFFER WITH ALTERNATING PAIRS OF 1 AND O AND 
3352 ; COMPLIMENT INTO THE NEXT 
$322 ; PAT = 5 
3355 012466 000314 PAT314: MOVB thet DATABYTE 
s3e9 012474 BR XXPATGEN 
3358 speeenerereeerereeeeeeeeeee eee eee eee Ree eRe 
3359 
3360 ;LOAD SOFTWARE BUFFER WITH COUNT PATTERN 
rg : PAT = 6 
3363 012476 000377 COUNT: MOV #377,DATABYTE 
3364 012504 012350 1$: INC DATABYTE 
3365 012510 012536 JSR PC,LOAD 
3366 012514 BR 1$ 
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000001 


170000 


012654 
012656 
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PATTERN GENERATOR 


;, Peeerereerereererrertereraeererereeerereneneteneeeeneeeeeeeeeeete 


oe” cl oe BUFFER WITH RANDOM DATA PATTERN 





JSR PC,RANGEN ;GET RANDOM NUMBER 
MOVB RANUM,DATABYTE 
JSR PC,LOAD 

BR RANDATA 

ADD DATABYTE,SUM sACCUMULATE THE PATTERN CHECK SUM 
MOVB DATABYTE, (R4)+ ;LOAD THE DATA BUFFER 

CMP #BUFADR+200,R4 sHAVE 128 BYTES BEEN GENERATED 

BEQ 1% cf YES,RETURN TO TEST 

RTS PC :1F NO,RETURN TO PATTERN GENERATOR 

; TAKE PATTERN RETURN ADDRESS OF STACK 
RTS PC ;RETURN TO TEST 


ADD RAN2,RO 
#170000 ,RO 


ROL RO 
RO 
MOV RO,RANI 
RO 
MOV RANZ,RO 
. 
ADD RAN1,RO 
BIC #170000,R0 


MOV RO,RAN2 
MOV a 


001234 
iota 
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000100 
012752 


040020 
000100 


012752 
040000 


000100 
040020 


012752 
0640000 
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012752 


012752 
012752 


012752 





athe eee PROPOR ERE SERRE SE SEES ESAS AEEESAESESELASEASAESAESLASLCLL ES 


AS UNIT 0 JUST USED 


GETUNIT: 
sUNIT 0 USED my tT al 1 


2$: 


UNITSEL: 


DONE : 


A 
0 
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NIT SELECTI 


~SBTTL UNIT SELECTION 


> TEST FOR SELECTED UNITS,DRIVE READY,AND USED CONDITIONS 
;ALSO CONTAINS A “HAD ERROR'’ FLAG TO BE TESTED AT EOP. 


>THE BITS IN UNITSEL ARE USED AS FOLLOWS 


=UNI 


1 
1 
P 
0 


SELECTED VIA SwR 
USED BIT 

ASS HAD AN ERROR 
SELECTED VIA SwR 


=UNIT 0 USED BIT 
=UNIT SELECTION FOR FUNCTION WORD 


ote ae eeee See 


0 


TSTB UNITSEL 
BPL i$ 


#40020 ,UNITSEL 
eon reek 


UNITSEL. 

2$ 

#B1T14 ,UNITSEL 
2$ 


#BIT6,UNITSEL 
art ta 


:W 


sWAS UNIT 1 SELECTED 
;NO RETURN 


sHAS UNIT 1 BEEN USED 
URN 


YES RET 


;CLEAR UNIT 0 USED BIT 
;SET UNIT 1 USED BiT AND FUNCTION UNIT BIT 


> TEST THAT ALL UNITS HAVE BEEN ACCESSED 
TST UNITSEL 

BPL 1$ 

BIT #BIT1I4,UNITSEL 
BNE 1$ 

ADD #2,aSP 

RTS PC 


;1S UNIT 1 SELECTED 
;NO RETURN 


“YES HAS IT BEEN USED 


>YES RETURN 


;BYPASS NOT DONE RETURE ON STACK 


SEQ 0106 


-— 


NN EE ce 
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CZRXBF.P11 4 «=—Q8-MAY-79 14:22 TRACK SEQUENCE SELECTION SEQ 0107 
sce8 -SBTTL TRACK SEQUENCE SELECTION 
sege s INITIALIZE TRACK SEQUENCE 
3456 ;NOTE: IF WORD SEQUEN 1S CLEARED THEN TRACK SEQUENCE IS FROM 0-52-53-114 ONLY 
3457 s1F BIT 15 OF SEQUEN 1S “'l'’ THEN TRACK SELECTION IS INC. BETWEEN SELECTED OD/iD LIMITS. 
ees -1F BIT 7 1S ‘*1"' THEN TEST 25 DECREMENT SEQUENCE 1S REQUIRED. 
set 
3462 013000 105737 013164 INITTRACK: TSTB SEQUEN :1S THIS TEST 26 SPECIAL SEQUENCE 
3465 013004 100442 BMl 2$ ;YES, DEC FROM TRACK 12 10 0 
3464 013006 042737 100200 001200 BIC #100200,00D : CLEAR FIRST USED BITS 
3465 013014 005737 001200 TST OD :TEST CONTENTS OF 10,00 FOR O 
3466 013020 001440 BEQ 3$ :SEQUENCE WILL BE FROM ‘'HOME’’-52-53-114-0 
3467 013022 052737 100000 013164 BIS #B1T15,SEQUEN sLIMITS WERE SELECTED, INC FROM OD TO ID. 
3468 013030 113737 001200 013154 MOVB OD, TARGET :INJT OD AS PRESENT TRACK 
3469 013036 005037 013162 CLR XID : INIT WORKING ID AND OD LOCATIONS 
3470 013042 113737 001201 013162 MOVB 10.X1D 
3471 013050 005037 013160 CLR xOD P 
3472 013054 113737 001200 013160 MOVB OD,Xx0D Ne 
3473 013062 013737 013162 013152 MOV XID, TRKCNTR ;SET UP NUMBER OF TRACK MOVEMENTS 
3474 013070 163737 013160 013152 SUB XOD,TRKCNTR 
3475 013076 005237 013152 INC TRKCNTR 
3476 013102 052737 100200 001200 138: BIS #100200,00 ;SET FIRST TIME BITS IN ID,OD 
77 013110 000207 RTS PC 
3478 013112 012737 000013 013152 28: MOV #13, TRKCNTR ;SET TRACK COUNTER 
3479 013120 000770 BR 1$ 
3480 013122 012737 000004 013152 3$: MOV #4, TRKCNIR :SET THE TRACK COUNTER 
3481 013130 000764 BR 1$ 
3482 
3483 
3484 , MEHR eRAeerReeeeereeeeteteneetaeRAeeReneeteetererense 
3485 
3486 013132 113737 013154 013156 GETTRACK: MOVB TARGET,PRESTRK sRESET TO PRESENT TRACK 
3487 013140 005737 013164 TST SEQUEN :1S THIS THE LIMITED SEQUENCE 
3488 013144 001410 BEQ LIMTRK :YES, DOING ONLY 0-52-53-114 
3489 013146 100446 BM] SEQ) ;NO,SEQUENCE IS BETWEEN SELECTED LIMITS 
$04 013150 000463 BR SEQ2 ;NO, THIS IS TEST 26 DEC SEQUENCE 
3492 013152 000000 TRKCNTR: 0 
3493 013154 000000 TARGET: 0 
3494 013156 000000 PRESTRK 0 
3495 013160 00000 XOD: 0 
3496 013162 000000 XID: 0 
3497 013164 000000 SEQUEN: 0 


orc 


i ee 
| 


-. 
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git ty RX11 INTERFACE TEST 
CZRXBF P11 TRACK SEQUENCE SELECTION 


O8-MAY-79 14:22 SEQ 0108 


3499 Ss, eeeeeeeererrretererererereneteretereteeeeeeeeeeeneneeteeneeeees 
3500 

3501 sLIMITED SEQUENCE, ACCESS TRACKS 52 10 53 10 114 BACK 10 0 
3502 013166 005737 001200 LIMTRK: TST OD i TEST HIGH ORDER FIRST TIME BIT 
3503 013172 100007 BPL 1$ NOT eh ON TRACK 52 

5504 013174 012737 000052 013154 MOV #52, TARGET :G0 TO TRACK $2 

3505 013202 042737 100000 001200 BIC #B1115,00 ;CLEAR FIRST TIME BIT 

3506 013210 RTS PC 

3507 013212 105737 001200 1$: TSTB OD ‘TEST LOW ORDER FIRST TIME BIT 
5508 013216 100007 BPL 2$ ;NOT SET, ON TRACK 55 

3509 013220 012737 000053 013154 MOV #53, TARGET :60 TO TRACK 53 

3510 013226 042737 600200 001200 BIC #B11T7,0D 

3511 013234 000207 RTS PC 

3512 013236 023727 013154 000114 2%: CMP TARGET, #114 ;1S 17 ON TRACK 114 

3513 0132464 001404 BEQ 3% >YES,GO TO TRACK 0 

3514 013246 012737 000114 013154 MOV #114, TARGET :NO, GO TO TRACK 114 

3515 013254 000207 RTS PC 

3516 013256 005037 013154 3$: CLR TARGET ;G0 70 TRACK 0 

eae 013262 000207 RTS PC 

3519 PS, eeeeeerereeeeeerateerereeeeeeeeeeereteAeoRteeHeAeeeeteeseeeeet 
3520 

3521 > INCREMENT FROM OD+1 10 ID AND RETURN TO OD 

s256 ; USED WHEN TRACK LIMITS ARE SELECTED 

3524 0132 042737 100200 001200 SEQ}: BIC #100200,0D CLEAR FIRST TIME BITS 
3525 0132 123737 013162 013156 CMPB X1D,PRESTRK ;PRESENT TRACK EQUAL 10 ID 
5526 0133 001004 , BNE 1$ >NO GET NEW TRACK 

3527 013302 113737 001200 013154 MOVB OD. TARGET :YES RETURN TO OD 

5528 013310 000207 RTS PC 

3529 013312 005237 013154 1$: INC TARGET :ADD 1 TO TARGET TRACK 
3530 013316 000207 RTS PC 

3531 

3532 Sp eteeeerereeeeerrerererrereerereeeeeeeeeeeeeeteeeeereteeeeeeeTeee 
3535 

3534 sDECREMENT FROM 1D = 12 T0 OD = 0 

EH ;USED IN TEST 26 ONLY 

3537 013320 005737 001200 SEQ2: TST OD sFIRST TIME BIT SET 

3538 013324 100007 BPL 1% :NO GET NEXT TRACK 

3539 013326 042737 100200 001200 BIC #100200,00 >YES CLEAR FIRST TIME BITS 
3540 0133354 012737 000012 013154 MOV #12,TARGET ;MOVE OUT 10 TRACKS 

5541 013342 000207 RTS PC 

3542 013344 005337 013154 1$: DEC TARGET sMOVE TO NEXT TRACK 

3545 013550 000207 RTS PC 


SS eee ee ee ee LO CES RES 
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13446 
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001202 
001202 


000003 
000001 


000200 
000003 
001205 


001202 
013446 
013446 
000020 


000200 
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SECTOR SELECTION 


~SBTTL SECTOR SELECTION 
>SECTOR INITIALIZATION AND SELECTION 


; TEST FIRST AND LAST FOR 0 
SECTORS SPECIFIED USE THEM 
sNONE SPECIFIED SET FIRST TO 1 
>SET LAST TO MAXIMUM 

SET UP SECTOR COUNTER 


001203 
013442 
013442 


013444 
013444 
013446 


013444 
013444 
013444 


013444 
013444 


012752 
015444 









TST FIRST 
BNE 1% 


E 
INC FIRST 
MOVB #32,LAST 
MOVB LAST,SECCNIR 
SUB FIRST, SECCNTR 
INC, SECCNTR 
CLRB SECCNTR+1 
MOVB FIRST, TSECTOR 
SUB #35, TSECTOR 


MOV #1,INTLEAV 

RTS PC 

0 

0 

0 

BIC #200, TSECTOR 

ADD #3, TSECTOR 

CMPB LAST, TSECTOR 

BGE 1$ 

MOVB FIRST, TSECTOR 

ADD INTLEAV,TSECTOR 

INC INTLEAV 

BIT #B1i4,UNITSEL 
Q 2% 


BE 
BIS #BIT7,1TSECTOR 
RTS PC 


PUT FIRST SECTOR IN TARGET SECTOR 

;SUB 3 FROM TSECTOR AS FIRST TIME THROUGH 
:11 GETS ADDED BACK ON. 

SET INTERLEAVE OFFSET 


:CLEAR THE UNIT BIT BEFORE TESTING 
:ADD 3 FOR INTERLEAVING 


>NEW SECTOR IS WITHIN LIMITS 
RESET TARGET SECTOR TO INTERLEAVE 
:ADD ON INTERLEAVE OFFSET VALUE 
;UP DATE THE OFFSET VALUE 

:1S THIS UNIT 0 


-NO, SET UNIT IDENTIFIER IN TARGET SECTOR 


4 
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SEQ O1i0 | 


CZRXBF P11 O8-MAY-79 14:22 TYPE ROUTIN 
3577 -SBTTL TYPE ROUTINE 
3578 
3579 ; tree rerrrrrreteererereeeereseeeeetaeteeeneneseeeneeateeeneeeeees 
3580 >*ROUTINE TO TYPE ASCIZ MESSAGE. MESSAGE MUST TERMINATE WITH A O BYTE. 
3581 >*THE ROUTINE WILL INSERT A NUMBER OF NULL CHARACTERS AFTER A LINE FEED. 
3582 :*NOTE1: SNULL CONTAINS THE CHARACTER TO BE USED AS THE FILLER CHARACTER. 
3583 > *NOTE2: S$FILLS CONTAINS THE NUMBER OF FILLER CHARACTERS REQUIRED. 
sine : *NOTE3: SFILLC CONTAINS THE CHARACTER TO FILL AFTER. 
3586 :*CALL: 
3587 :*1) USING A TRAP INSTRUCTION 
Ey. el TYPE ,MESADR ;;MESADR IS FIRST ADDRESS OF AN ASCIZ STRING 
3590 :¢ TYPE 
3591 :f MESADR 
3592 _¢ 
3593 
3594 013534 105737 013763 $TYPE: 1518 STPFLG ::1S THERE A TERMINAL? 
3595 013540 100002 BPL 1$ ::BR IF YES 
3596 013542 000000 HALT ; HALT HERE IF NO TERMINAL 
3597 013544 000407 BR 3% : sLEAVE 
3598 013546 010046 1$: MOV RO,-(SP) ;: SAVE RO 
3599 013550 017600 000002 MOV a2(SP),RO :;GET ADDRESS OF ASCIZ STRING 
3600 013554 112046 2$: MOVB (RO)+,=-(SP) ;;PUSH CHARACTER 10 BE TYPED ONTO STACK 
3601 013556 001005 BNE 4$ ;:BR IF IT ISN'T THE TERMINATOR 
3602 013560 005726 TST (SP)¢ ::1f TERMINATOR POP IT OFF THE STACK 
3603 013562 012600 é0$: MOV (SP)+,RO : :RESTORE RO 
3604 013564 062716 000002 3$: ADD #2, (SP) : ADJUST RETURN PC 
3605 013570 000002 RT] > : RETURN 
3606 013572 122716 000011 4$: CMPB WHT, (SP) >;BRANCH IF <HT> 
3607 013576 001430 BEQ $ 
3608 013600 122716 000200 CMPB WCRLF, (SP) :;BRANCH IF NOT <CRLF> 
3 013604 001006 BNE 5$ 
3610 013606 005726 TST (SP)¢ ::POP <CR><LF> EQUIV 
3611 013610 104401 TYPE >: TYPE A CR AND LF 
3612 013612 013765 SCRLF 
3613 013614 105037 013750 CLRB SCHARCNT >: CLEAR CHARACTER COUNT 
3614 013620 000755 BR 2$ 3;GET NEXT CHARACTER 
3615 013622 004737 013704 5$: JSR PC ,STYPEC :;G0 TYPE THIS CHARACTER 
3616 013626 123726 013762 6$: CMPB SFILLC,(SP)¢ s71S 17 TIME FOR FILLER CHARS.? 
3617 013632 001350 BNE 2$ 3:1 NO GO GET NEXT CHAR. 
3618 013634 013746 013760 MOV SNULL ,-(SP) s;GET # OF FILLER CHARS. NEEDED 
3619 :;AND THE NULL CHAR, 
3620 013640 105366 000001 7$: DECB 1(SP) 3;DO0ES A NULL NEED TO BE TYPED? 
2! 013644 002770 BLT 6% ::BR IF NO=--GO POP THE NULL OFF OF STACK 
3622 013646 004737 013704 JSR PC ,STYPEC ::G0 TYPE A NULL 
3623 013652 105337 013750 DECB SCHARCNT :;D0 NOT COUNT AS A COUNT 
qoes 013656 000770 BR 7$ :; LOOP 
3059 :HORIZONTAL TAB PROCESSOR 
3628 013660 112716 000040 8$: MOVB w" (SP) : REPLACE TAB WITH SPACE 
3629 013664 006737 013704 9$: JSR PC ,STYPEC :: TYPE A SPACE 
3630 013670 132737 0C0007 013750 BITB #7, $CHARCNI : BRANCH JF NOT At 
3631 013676 001372 BNE 9% ;; TAB STOP 
3632 013700 005726 1S7 (SP) ;;POP SPACE OFF STACK 
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CZRXBFO RX11 INTERFACE TEST MACY11 30A(1052) 29-MAY-79 08:23 PAGE 8&5 
CZRXBF P11 O8-MAY-79 14:22 TYPE ROUTINE SEQ 0111 
36335 013702 000724 BR 2% 7;GET NEXT CHARACTER 
3634 013704 105777 000044 STYPEC: TSTB asitPs 7;WAIT UNTIL PRINTER IS READY 
3635 013710 100375 BPL STYPEC 
5636 013712 116677 000002 000036 MOVB 2(SP),aSTPB ;;LOAD CHAR TO BE TYPED INTO DATA REG. 
3637 013720 122766 000015 000002 CMPB #CR,2(SP) 3:18 CHARACTER A CARRIAGE RETURN? 
36358 013726 0C1003 BNE 1% ;;BRANCH IF NO 
3639 013730 105037 013750 CLRB SCHARCNT 7: YES--CLEAR CHARACTER COUNT 
3640 013734 000406 BR STYPEX ss T 
3641 013736 122766 000012 000002 1$: CMPB MLE ,2¢SP) :;1S CHARACTER A LINE FEED? 
5642 013744 001402 BEQ STYPEX ;;BRANCH IF YES 
3643 013746 105227 INCB (PC)¢ ;; COUNT THE CHARACTER 
3644 013750 000000 SCHARCNT: .WORD 0 ;; CHARACTER COUNT STORAGE 
a 013752 000207 STYPEX: RTS PC 
3647 013754 177564 STPS: . WORD 177564 :: TTY PRINTER STATUS REG. ADDRESS 
3648 013756 177566 STPB: -wORD 177566 ::1TY PRINTER BUFFER REG. ADDRESS 
3649 013760 090 SNULL: .BYTE 0 ;; CONTAINS NULL CHARACTER FOR FILLS 
3650 013761 002 SFILLS: .BYTE 2 >; CONTAINS # OF FILLER CHARACTERS REQUIRED 
3651 013762 012 SFILLC: .BYTE 12 ;; INSERT FILL CHARS. AFTER A ‘’LINE FEED’ 
3652 013763 000 STPFLG: .BYTE 0 ::°"TERMINAL AVAILABLE’’ FLAG (BJ1<07>=O=-YES) 
3653 013764 077 SQUES: .ASCI] ‘'?°' ;;QUESTION MARK 
3654 013765 015 SCRLF: .ASCII] <15> :: CARRAIGE RETURN 
3655 013766 000012 SLF: eASCIZ <12> ;;LINEFEED 





i 2 ee eee eee ee ee ee ee ee ee, me Ure Oe ee lr ee ee Oe el lUvel le le hlCUr CCU 


NE enue teens 


— 


1 9 
CZRYBFO RX11 INTERFACE se MACY11 50A(1052) 29-MAY-79 08:23 PAGE &4 


CZRXBF P11 O8-MAY-79 14:22 BINARY TO OCTAL (ASCII) AND TYPE SEQ 0112 3 
so78 -SBTTL BINARY TO OCTAL (ASCII) AND TYPE 
3658 ° , eeteerererrereterererereeeeteteeeeteteeetenaeeeeteneteeeeeeeeese 
3659 :®THIS ROUTINE I$ USED TO CHANGE A 16-B]7 BINARY NUMBER TO A 6-DIGIT 
3660 >*OCTAL (ASCII) NUMBER AND TYPE IT 
vod! — HERE TO SETUP SUPPRESS ZEROS AND NUMBER OF DIGITS TO TYPE 
*@ 
3668 te MOV ss NUM,- (SP) ;;NUMBER TO BE TYPED | 
3664 * TYPOS ;;CALL FOR TYPEOUT 
3665 :f .BYTE WN ;:N=1 TO 6 FOR NUMBER OF DIGITS TO TYPE 
3666 ;* -BYTE M 3;M=1 GR O 
3667 ;* i; 1=TYPE LEADING ZEROS 
eee ;* :70=SUPPRESS LEADING ZEROS , 
3670 ‘ e$TYPON----ENTER HERE TO TYPE OUT WITH THE SAME PARAMETERS AS THE LAST 
3671 : *$TYPOS OR $TYPOC | 
3672 *CALL: ‘ 
3673 ie my NUM ,-(SP) ; ;NUMBER TO BE TYPED : 
sore i YPON ::CALL FOR TYPEOUT 
° i 
3079 #81 YPOC---ENTER HERE FOR TYPEOUT OF A 16 BIT NUMBER i 
3678 :* MOV NUM ,-(SP) : :NUMBER TO BE TYPED i 
3679 s¢ TYPOC ;:CALL FOR TYPEOUT r 
i 
3681 013770 017646 000000 STYPOS: MOV a(SP),-(SP) 7;:PICKUP THE MODE d 
3682 013774 116637 000001 014213 MOVB 1¢SP) ,SOFILL ::;LOAD ZERO FILL SWITCH r 
3683 014002 112637 014215 MOVB (SP)+,SOMODE+1 ;:NUMBER OF DIGITS TO TYPE r 
3684 014006 062716 000002 ADD #2, (SP) >; ADJUST RETURN ADDRESS d 
3685 014012 000406 BR STYPON t 
5686 014014 112737 000001 014213 S$TYPOC: MOvB #1, S0F ILL ::SET THE ZERO FILL SWITCH é 
3687 014022 112737 000006 014215 MOVB #6, SOMODE + 1 7:SET FOR SIX(6) DIGITS é 
3 014030 112737 000005 014212 $TYPON: MOVB #5,$0CNT ::SET THE ITERATION COUNT é 
3689 014036 010346 MOV R3,-(SP) 77 SAVE R3 é 
014040 010446 MOV R4,-(SP) 77 SAVE RG ‘ 
3691 014042 010546 MOV R5,-(SP) >; SAVE R5 é 
92 014044 113704 014215 MOVB SOMODE+1,R4 ;;GET THE NUMBER OF DIGITS TO TYPE 4 
3693 014050 005404 NEG RG P 
3694 014052 062704 000006 ADD #6,R4 ;: SUBTRACT IT FOR MAX. ALLOWED 4 
3695 014056 110437 014214 MOVB R4 , SOMODE 7; SAVE IT FOR USE 4 
3696 014062 113704 014213 MOVB SOFILL RS ::GET THE ZERO FILL SWITCH é 
3697 014066 016605 000012 MOV 12(SP),R5 :;PICKUP THE INPUT NUMBER é 
3698 014072 005003 CLR R3 ;3CLEAR THE OUTPUT WORD 4 
99 014074 006105 1$: ROL R5 7;ROTATE MSB INTO “'C’’ 4 
3700 014076 000404 BR 3$ ;;G0 DO MSB 4 
3701 014100 006105 2$: ROL R5 :;FORM THIS DIGIT 4 
3702 014102 006105 ROL RS 4 
3703 014104 006105 ROL RS 4 
3704 014106 010503 MOV R5,R3 4 
3705 014110 006103 3$: ROL R3 7;;GET LSB OF THIS DIGIT 4 
706 O14112 105337 014214 DECB SOMODE :; TYPE THIS DIGIT? 4 
3707 014116 100016 BPL 7$ ;:BR IF NO 4 
3708 014120 042703 177770 BIC #177770,R3 :;GET RID OF JUNK é 
3709 014124 001002 BNE 4$ :; TEST FOR 0 4 
3710 014126 00570¢ TST R4 ;; SUPPRESS THIS 0? é 
3711 014130 0014035 BEQ 5$ ;;BR IF YES 4 
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BINARY TO OCTAL (ASCII) AND TYPE 


4%: INC R4 ;:DON'T SUPPRESS ANYMORE 0'S 
BIS #'O,R3 ;;MAKE THIS DIGIT ASCII 

5$: BIS #° RS ;;MAKE ASCII] IF NOT ALREADY 
MOVB R3,8% ;;SAVE FOR TYPING 
TYPE 8% ::G0 TYPE THIS DIGIT 

7$: DECB SOCNT : s COUN NT BY 1 
BGT 2% ;BR IF MORE TO DO . 
BLT 6% : SBR 1F DONE Y 
INC R4 + INSURE LAST DIGIT ISN'T A \OL ANE 
BR 2% ;GO DO THE LAST DIGIT 

6$: MOV (SP)+,R5 : RESTORE R5 
MOV (SP)+,R4 ssRESTORE R4 
MOV (SP)+,R3 seRESTORE R3 
MOV 2(SP),4(SP) s3SET THE STACK FOR RETURNING 
MOV (SP)+, (SP) 
RT] 33RETURN 

8$: -BYTE 0O 7: STORAGE FOR ASCII DIGIT 
BYTE 0O >; TERMINATOR FOR TYPE ROUTINE 

SOCNT: .BYTE 0 ;;OCTAL DIGIT COUNTER 

SOFILL: .BYTE 0 ::ZERO FILL SWITCH 

SOMODE: .WORD 0 ;;NUMBER OF DIGITS TO TYPE 


™ re 


~*._ ., —_ = 3 = - 
-_ ~— _ 
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CZRXBFO RX11 INTERFACE TEST MACY11 30A(1052) 29-MAY-79 08:23 PAGE 86 
CZRXBF P11 4:22 


O8-MAY-79 1 SAVE AND RESTORE RO-R5 ROUTINES 
sia ~SBTTL SAVE AND RESTORE RO-R5 ROUTINES 
3735 p,eeeeeeeeereretererenerereneeeteTeteteeHeeeeeeneneeteteteteeeees 
3736 >*SAVE RO-R5 
3737 :*CALL: 
3738 ag SAVREG 
the ;*UPON RETURN FROM SSAVREG THE STACK WILL LOOK LIKE: 
* 
5741 : *TOP---(+16) 
3742 28 +2---(4+18) 
3743 58 +h---R5 
3744 5% +6--=R4 
3745 s* *8---R35 
3746 2 #4#10---R2 
3747 2#412---R1 
3748 5 *#14---R0 
3749 
3750 014216 SSAVREG: 
3751 014216 010046 MOV RO,-(SP) ;;PUSH RO ON STACK 
3752 014220 010146 MOV R1,-(SP) ;:PUSH R1 ON STACK 
3753 014222 010246 MOV R2,-(SP) ;;PUSH R2 ON STACK 
3754 014224 010346 MOV R3,-(SP) ;;PUSH R3 ON STACK 
3755 014226 010446 MOV R4,-(SP) >;PUSH R& ON STACK 
3756 014230 010546 MOV R5,-(SP) ;;PUSH R5 ON STACK 
3757 014232 016646 000022 MOV 22(SP),-(SP) ::SAVE PS OF MAIN FLOW 
3758 014236 016646 000022 MOV 22(SP),-(SP) ::SAVE PC OF MAIN FLOW 
3759 014242 016646 000022 MOV 22(SP),-(SP) 7: SAVE PS OF CALL 
3760 014246 016646 000022 MOV 22(SP),-(SP) >; SAVE PC OF CALL 
3761 014252 000002 RT] 
3762 
3763 s*RESTORE RO-R5 
3764 > *CALL: 
3765 :* RESREG 
3766 014254 SRESREG: 
3767 014254 012666 000022 MOV (SP)4*,22(SP) >:RESTORE PC OF CALL 
3768 014260 012666 000022 MOV (SP)+,22(SP) :;RESTORE PS OF CALL 
769 014264 012666 000022 MOV (SP)+,22(SP) ;:RESTORE PC OF MAIN FLOW 
3770 014270 012666 000022 MOV (SP)+,22(SP) >;RESTORE PS OF MAIN FLOW 
3771 014274 012605 MOV (SP)+,R5 >:POP STACK INTO R5 
3772 014276 012604 MOV (SP)+,R4 ;:POP STACK INTO R4 
3775 014300 012603 MOV (S$P)+,R5 ;;POP STACK INTO R3 
3774 014302 012602 MOV (SP)+,R2 :;POP STACK INTO R2 
3775 014304 012601 MOV (SP)+,R1 ;;POP STACK INTO R1 
3776 014306 012600 MOV (SP)+,RO :;POP STACK INTO RO 
3777 0143510 000002 RT] 


. 
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08-MAY-79 TTY INPUT ROUTINE SEQ 0115 

ae. -SBTTL TTY INPUT ROUTINE 

3780 s,eeeeeeerereerereereererereeneeeTeeeeeeeeeeeeeeeeeeneneeTeteeees 
3781 014312 177560 STKS: -WORD 177560 ;;1TY KBD STATUS 

3782 014314 177562 STKB: .WORD 177562 :;1TY KBD BUFFER 

eS -ENABL LSB 

3785 PEA P RSPR OSA RR SS LOLS EEE TEESE EEE SESLACSISASISAILSELASLALALLLE LTE 
3786 *SOFTWARE SWITCH REGISTER CHANGE ROUTINE. 

3787 s*ROUTINE 1S ENTERED FROM THE TRAP HANDLER, AND WILL 

3788 ;*SERVICE THE TEST FOR CHANGE IN SOFTWARE SWITCH REGISTER TRAP CALL 
3789 »*WHEN OPERATING IN TTY FLAG MODE. 

3790 014316 022737 000176 001216 $CKSWR: CMP #SWREG,SWR 31S THE SOFT-SWR SELECTED? 

5791 014324 001074 BNE ;;BRANCH IF NO 

3792 014326 105777 177760 TSTB astKs ;;CHAR THERE? 

3793 014332 100071 BPL 15% ::1f NO, DON'T WAIT AROUND 

37946 014334 117746 177754 MOVB aSTKB,-(SP) :;SAVE THE CHAR 

3795 014340 042716 177600 BIC = #*C 177, (SP) ;STRIP-OFF THE ASCII 

796 014344 022726 000007 CMP #7, (SP)¢ 7:18 11 A CONTROL G? 
3797 014350 1062 BNE 15$ ;;NO, RETURN TO USER 
3798 014352 123727 015072 000001 CMPB SAUTOB, #1 >;ARE WE RUNNING IN AUTO-MODE? 
3799 0614360 001456 BEQ 15$ :;BRANCH IF YES 
3801 014362 104401 015043 7 TYPE »SCNTLG ;;ECHO THE CONTROL-G (“*G) 
5802 014366 104401 015050 SGTSWR: TYPE . SMSWR ;; TYPE CURRENT CONTENTS 
3803 014372 013746 000176 MOV SWREG,-(SP) ;:SAVE SWREG FOR TYPEOUT 
3804 014376 104402 TYPOC G0 TYPE--OCTAL Soe STtALL DIGITS) 
3805 014400 104401 015061 TYPE , SMNEW :PROMPT FOR NEW SWR 
5806 014404 005046 19$: “CLR -(SP) CLEAR COUNTER 
3807 014406 005046 CLR -(SP) ;; THE NEW SWR 
5808 014410 105777 177676 7$: TSTB astKs >; CHAR THERE? 
94 014414 100375 BPL 7$ ;:1F NOT TRY AGAIN 
3811 014416 117746 177672 MOVB aSTKB,-(SP) ;;PICK UP CHAR 
sig 014422 042716 177600 BIC #°C177, (SP) ;;MAKE IT 7-BIT ASCII 
3815 
3816 014426 021627 000025 9$: CMP (SP) ,#25 >:1S 1T A CONTROL=-U? 
3817 014432 001005 BNE 10$ ;;BRANCH 1F NOT 
3818 014434 104401 015036 TYPE »SCNTLU YES, ECHO CONTROL-U (“U) 
5819 014440 062706 000006 208: ADD ‘ 3 16N ORE PREVIOUS INPUT 
ans 014444 000757 BR 19% ;;LET’S TRY IT AGAIN 
3822 
38235 014446 021627 000015 10$: CMP (SP) ,#15 :318 IT A <CR>? 
3824 014452 001022 BNE 16$ ;;BRANCH IF NO 
3825 014454 005766 000004 TST 4(SP) ss YES, IS 17 THE FIRST CHAR? 
3826 014460 001403 BEQ 11$ ;BRANCH IF YES 

3827 014462 016677 000002 164526 MOV 2(SP) ,aSwR : SAVE NEW SWR 

3828 014470 062706 000006 1$: ADD Wo ,SP ;: CLEAR UP STACK 

3829 014474 104401 013765 148: TYPE , SCRLF ;;ECHO <CR> AND <LF> 

3830 014500 123727 015073 000001 CMPB SINTAG, #1 ;; RE-ENABLE TTY KBD INTERRUPTS? 
3831 014506 001003 BNE 15$ ;;BRANCH IF NOT 

3832 014510 012777 000100 177574 MOV #100,a$TKS a TTY KBD INTERRUPTS 
38355 014516 02 15$: RT] >; RETURN 
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ee CHAR 


HAR < 0? 
: BRANCH IF YES 
HAR > 7? 


: BRANCH IF YES 


3s ASCII 

3:18 THIS THE FIRST CHAR 

;;BRANCH IF YES 

3:NO, SHIFT PRESENT 

z CHAR OVER TO MAKE 

OOM FOR NEW ONE. 

; sKEEP COUNT OF CHAR 
:SET IN NEW CHAR 

: GET THE NEXT ONE 

sz TYPE ?7<CR><LF> 

;;SIMULATE CONTROL-U 


hte e eee RRR RRR RRR RRRESESEEEE EES SEER ESAS ESALESAESESLASSE SSE SY 


THIS ROUTINE WILL INPUT A SINGLE CHARACTER FROM THE TTY 


:s INPUT A SINGLE CHARACTER FROM THE TTY 
>; CHARACTER IS ON THE STACK 
;;WITH PARITY BIT STRIPPED OFF 


::PUSH DOWN THE PC 
::;SAVE THE PS 

:;WAIT FOR 

33A CHARACTER 

;;READ THE TTY 

:;GET RID OF JUNK IF ANY 
3:18 17 A CONTROL-S? 

: BRANCH IF NO 

3;WAIT FOR A CHARACTER 
;;LOOP UNTIL ITS THERE 


7:18 IT A CONTROL-Q? 
::1f NOT DISCARD IT 
;:YES, RESUME 

3318 17 UPPER CASE? 
;:BRANCH IF YES 

3318 IT A SPECIAL CHAR? 
;;:BRANCH IF YES 

:;MAKE IT UPPER CASE 
::G0 BACK TO USER 


Peeks eeeeeekeeekeeeeReeereeeteeReeAe 


>; INPUT A STRING FROM THE TTY 


SEQ 0116 


> ADDRESS OF FIRST CHARACTER WILL wf -' THE STACK 


>; TERMINATOR WILL BE A BYTE OF ALL 


= *CALL: 

:* RUCHR 

:8 RETURN HERE 

* 

SRDCHR: MOV (SP) ,-(SP) 
MOV 4(SP) ,2(SP) 

1$ STB —s_ ASTKS 
BPL 
MOVB  a$TKB,4(SP) 
BIC #°C<177>,4(SP) 
CMP 4(SP) #23 
BNE 3$ 

2$: TSTB so @STKS 
BPL 2$ 
MOVB a@$TKB,-(SP) 
BIC #°C177, (SP) 
CMP (SP)4,#21 
BNE 2$ 
BR 1$ 

44 CMP 4(SP),#140 
BLT i 
CMP 4(SP) #175 
BGT 
BIC #40,4(SP) 

4$: RT] 

ieTHIS: ROUTINE WILL INPUT A STRING FROM THE TTY 

= *CALL: 

7 RDLIN 

:f RETURN HERE 

*@ 
SRDLIN: MOV R3,-(SP) 


;: SAVE R3 
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CZRX 14:22 TT 


BF .P11 08-MAY-79 Y INPUT ROUTINE SEQ 0117 
3890 014722 012703 015026 1$: MOV #STTYIN,R3 ::GET ADDRESS 
3891 014726 022703 015036 23%: CMP MSTTYINGS.,R3 5 ;BUFFER FULL? 
3892 014732 101405 BLOS 4$ ::BR IF YES 
3895 014734 104407 RDCHR 3:GO0 READ ONE CHARACTER FROM THE TTY 
3894 014736 112613 MOVB (SP)+,(R3) 33;GET CHARACTER 
3895 014740 122713 000177 19$: CMPB #177,(R3) 7318 IT A RUBOUT 
3896 014744 001003 BNE 3$ ::SKIP IF NOT 
3897 014746 104401 013764 4$: TYPE , SQUES :7 TYPE A ‘72° 
3898 014752 000763 BR 1$ ;;CLEAR THE BUFFER AND LOOP 
3899 014754 111337 015024 38: MOVB (R3),9$ ;;ECHO THE CHARACTER 
3900 014760 104401 015024 TYPE ‘ 
3901 014764 122723 000015 CMPB #15,(R3)¢ ;: CHECK FOR RETURN 
3902 01477> 001356 BNE § ;;LOOP IF NOT RETURN 
3903 014772 105063 177777 CLRB -1(R3) ;;CLEAR RETURN (THE 15) 
3904 014776 104401 013766 TYPE , $LF 3: TYPE A LINE FEED 
3905 015002 012603 MOV (SP)+,R3 ; RESTORE R3 
3906 015004 011646 MOV (SP) ,-(SP) ;;ADJUST THE STACK AND PUT ADDRESS OF THE 
3907 015006 016666 000004 000002 MOV 4(SP),2(SP) 33 FIRST ASCII CHARACTER ON IT 
3908 015014 012766 015026 000004 MOV WSTTYIN,4(SP) 
3909 015022 000002 RTI ; ;RETURN 
3910 015024 000 9$: BYTE 0 ;;STORAGE FOR ASCII] CHAR. TO TYPE 
3911 015025 000 -BYTE 0 33 TERMINATOR 
3912 015026 000010 STTYIN: .BLKB 8. ;;RESERVE 8 BYTES FOR TTY INPUT 
3913 015036 052536 005015 000 SCNTLU: .ASCIZ /*U/<15><12> :: CONTROL ‘'U"’ 
3914 015 136 006507 000012 SCNILG: .ASCIZ /*6/<15><12> ;;CONTROL ‘°’G’’ 
5915 015050 005015 053523 020122 SMSWR: .ASCIZ <15><12>/SWR = / 
3916 015056 020075 000 
3917 015061 040 047040 053505 SMNEW: .ASCIZ / NEW = / 
3918 015066 036440 000040 _ 
3919 015072 000 SAUTOB: .BYTE 0 :;AUTO MODE FLAG 
3920 015073 000 SINTAG: .BYTE 0 >: INTERRUPT MODE FLAG 
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TRAP DECODER 


CZRXBF P11 O8-MAY-79 14:22 SEQ 0118 
sas ~-SBTTL TRAP DECODER 
3923 Ph ht thee eee eR RRR RR RER SEES ECE E LESS ISELOSESASAESASLLLCLCLLCLCLES 
3924 s*THIS ROUTINE WILL PICKUP THE LOWER BYTE OF THE ‘‘TRAP’’ INSTRUCTION 
3925 >*AND USE IT TO INDEX THROUGH THE TRAP TABLE FOR THE STARTING ADDRESS 
5926 ,*OF THE DESIRED ROUTINE. THEN USING THE ADDRESS OBTAINED IT WILL 
so5e >*GO TO THAT ROUTINE. 
3929 015074 010046 STRAP: MOV RO,-(SP) +; SAVE RO 
3930 015076 016600 000002 MOV 2(SP),RO >;GET TRAP ADDRESS 
3931 015102 005740 TST =(RO) ;>BACKUP BY 2 
3932 015104 111000 MOVB (RO),RO ;3GET RIGHT BYTE OF TRAP 
39335 015106 006300 ASL RO +:POSITION FOR INDEXING 
3934 015110 016000 015130 MOV STRPAD(RO),RO 5; INDEX TO TABLE 
3935 015114 000200 RTS RO ;3;G0 TO ROUTINE 
3936 
3937 
pe. :2THIS 1S USE TO HANDLE THE ‘'GETPRI’’ MACRO 
3940 015116 011646 STRAP2: MOV (SP) ,-(SP) ;;MOVE THE PC DOWN 
3941 015120 016666 000004 000002 MOV 4(SP),2(SP) ;;MOVE THE PSW DOWN 
Spek 015126 000002 RTI >sRESTORE THE PSW 
° Spee -SBTTL TRAP TABLE 
3946 :*THIS TABLE CONTAINS THE STARTING ADDRESSES OF THE ROUTINES CALLED 
3947 ;*BY THE "'TRAP’’ INSTRUCTION. 
3948, 
3949 ; ROUTINE 
3950 > eS 
3951 015430 015116 STRPAD: .WORD STRAP2 
3952 015132 013534 STYPE ;;CALL=TYPE TRAP+1(104401) TTY TYPEOUT ROUTINE 
3953 015134 014014 STYPOC ;;CALL=TYPOC TRAP+2(104402) TYPE OCTAL NUMBER (WITH LEADING ZEROS) 
3954 015136 013770 STYPOS ;;CALL=TYPOS TRAP+3(104403) TYPE OCTAL NUMBER (NO LEADING ZEROS) 
soe, 015140 014030 STYPON ;;CALL=TYPON TRAP+4(104404) TYPE OCTAL NUMBER (AS PER LAST CALL) 
$58 015142 014366 SGTSWR 5; CALL=GTSWR TRAP+5(104405) GET SOFT-SWR SETTING 
3959 015144 014316 SCKSWR ;;CALL=CKSWR TRAP4+6(104406) TEST FOR CHANGE IN SOF T-SWR 
3 015146 014600 SRDCHR ;;CALL=ROCHR TRAP+7(104407) TTY TYPEIN CHARACTER ROUTINE 
53961 015150 014720 SRDLIN ;;CALL=ROLIN TRAP+10(104410) TTY TYPEIN STRING ROUTINE 
5962 015152 014216 SSAVREG ;;CALL=SAVREG TRAP+11(104411) SAVE RO-R5 ROUTINE 
3963 015154 014254 SRESREG ;;CALL=RESREG TRAP4+12(104412) RESTORE RO-R5 ROUTINE 
3964 015156 006544 XSUBSCOPE >; CALL=SUBSCOPE TRAP+13(104413) 


a Dp em eae - 


me ies ins ies ie. ine iach ck. ik. ke. k. .. es ST 
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CZRXBF P11 O8-MAY-79 14:22 POWER DOWN AND UP ROUTINES SEQ 0119 
3965 -SBTTL POWER DOWN AND UP ROUTINES 
3967 s,eeeeeereeererereeteteneeee eee Tee ee TAKER eee eee 
3968 :POWER DOWN ROUTINE 
3969 015160 012737 015324 000024 S$PWRDN: MOV WSILLUP ,QM#PWRVEC ;;SET FOR FAST UP 
5970 015166 012737 000340 000026 MOV #340, ,a#PWRVEC+2 ;;PRIO:7 
3971 015174 010046 MOV SP) ;;PUSH RO ON STACK 
3972 015176 010146 MOV R1,-(SP) ;;PUSH R1 ON STACK 
3973 015200 010246 MOV R2,-(SP) ;;PUSH R2 ON STACK 
3974 015202 010346 MOV R3,-(SP) ;;PUSH R3 ON STACK 
3975 015204 010446 MOV R4,-(SP) >;PUSH R& ON STACK 
3976 015206 010546 MOV R5,-(SP) ;;PUSH R5 ON STACK 
3977 015210 017746 164002 MOV @SWR,-(SP) :;PUSH @SWR ON STACK 
3978 015214 010637 015330 MOV SP, SSAVR6 :;SAVE SP 
3979 015220 012737 015232 000024 MOV WSPWRUP ,QMPWRVEC ;;SET UP VECTOR 
3980 015226 000000 HALT 
a4 0152350 000776 BR “¢ ;;HANG UP 
3983 EPSPS CSS S SS SS SST TTI TITS E TE TET TTI TTT TITAS IT TAT Le Ler eererere, 
3984 . : POWER UP ROUTINE 
3985 015232 012737 015324 000024 $PWRUP: MOV WSILLUP ,Q#PWRVEC ;;SET FOR FAST DOWN 
3986 015240 013706 015330 MOV SSAVR6,SP oe SP 
3987 015244 005037 015330 CLR SSAV ::WAIT LOOP FOR THE TTY 
3988 015250 005237 015330 1$: INC SSAVR6 :;WAIT FOR THE INC 
3989 015254 001375 BNE 1$ +3 WORD 
53990 015256 012677 163734 MOV (SP)+,aSwR ° ;;POP STACK INTO aSwR 
3991 015262 012605 MOV (SP)+,R5 ;:POP STACK INTO R5 
3992 015264 012604 MOV (SP)+,R4 :sPOP STACK INTO R4 
3993 015266 012603 MOV (SP)+,R5 :;POP STACK INTO R3 
3994 015270 012602 MOV (SP)+,R2 ;;POP STACK INTO R2 
3995 015272 012601 MOV (SP)+, ::POP STACK INTO R1 
3996 015274 012600 MOV (SP)+,R :;POP STACK INTO RO 
53997 015276 012737 015160 000024 MOV #SPURDN -@#PWRVEC ine UP THE POWER DOWN VECTOR 
3998 015304 012737 000340 000026 MOV #340 ,a#PWRVEC+2 ;:PRIO:7 
3999 015312 104401 TYPE : REPORT THE POWER FAILURE 
4000 015314 015332 SPWRMG: .WORD  SPOWER :: POWER FAIL MESSAGE POINTER 
4001 015316 012716 MOV (PC)+,(SP) :sRESTART AT RESTART 
4002 015320 001350 SPWRAD: .WORD RESTART RESTART ADDRESS 
4003 015322 000002 RTI 
4004 015324 000000 SILLUP: HALT >THE POWER UP SEQUENCE WAS STARTED 
4005 015326 000776 BR 2 ;; BEFORE THE POWER DOWN WAS COMPLETE 
4006 015330 000000 SSAVR6: 0 :;PUT THE SP HERE 
4007 015332 005015 047520 042527 $POWER: .ASCIZ <15><12>''POWER"’ 
4008 015340 000122 


-EVEN 
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SINGLE LENGTH BINARY TO DECIMAL ASCIZ ROUTINE 


-SBTTL SINGLE LENGTH BINARY TO DECIMAL ASCIZ ROUTINE 


SEQ 0120 


thee P Pee RRR RRR RRSRESE SESE SESE SESE SEE SAESESESESELLSCLOLSLLCLLL ES 


: aTHIS ROUTINE WILL CONVERT A 16-B1T UNSIGNED BINARY NUMBER TO AN 
—— DECIMAL ASCIZ NUMBER. 


38 MOV NUMBER ,-(SP) ;;PUT BINARY NUMBER ON THE STACK 
rhe JSR PC ,a#$SB20 >> CALL 
3% RETURN : ADDRESS OF THE 1ST ASCIZ CHAR.1S ON THE STACK 
$SB2D: MOV 2(SP),1$ 72 SAVE thd NUMBER 
MOV #1$,-(SP) ;;SET POINTER 
JSR PC 240820 ;;CALL DOUBLE LENGTH CONVERT 
ADD #5, (SP) ;;ONLY ALLOW Ab CHARACTERS 
MOV (SP)+,2(SP) +s PICKUP POINTER 
sk, RTS PC ; ;RETURN 


WORD 0,0 
.SBTTL DOUBLE LENGTH BINARY TO DECIMAL ASCII CONVERT ROUTINE 


St t tte eR REPRE RRRRSASE EE SEER REECE ESAS ESSE SESE LESAOSLALCL AS 


STHIS ROUTINE WILL CONVERT A 32-BI1T BINARY NUMBER TO AN UNSIGNED 
s*DECIMAL (ASCII) NUMBER. THE SIGN OF THE BINARY NUMBER MUST BE 


> *POSITIVE. 
3 *CALL 

:* MOV #PNTR,-(SP) ;:POINTER TO LOW WORD OF BINARY NUMBER 

:* JSR PC ,a#$DB2D 

:* RETURN :2 THE FIRST ADDRESS OF ASCIZ 

3:18 ON THE STACK 

$DB2D: SAVREG ;;SAVE REGISTERS 
MOV 2(SP),R2 :;PICKUP THE DATA POINTER 
MOV #SDECVL,RO ::;GET ADDRESS OF ‘’SDECVL'' STRING 
MOV RO,2(SP) :;PUT ADDRESS OF ASCIZ STRING ON STACK 
MOV (R2)+,R1 ;:PICKUP THE BINARY NUMBER 
MOV (R2)+,R2 
MOV #10.,4$% ::SET UP TO DO 10 CONVERSIONS 
MOV #STNPUR, R4 : ADDRESS OF TEN POWER 
MOV ASTNPWR+2, RS 

1$: CLR R3 3; CLEAR PARTIAL 

2$: SUB (R4) ,R1 :; SUBTRACT TEN POWER 
SBC R2 
SUB (R5),R2 
BLT 3$ 33BR IF TEN POWER TO LARGE 
INC R3 3;ADD 1 TO PARTIAL 
BR 2$ 3 SLOOP 

3$: ADD (R4)+,R1 *sRESTORE SUBTRACTED vALUE 
ADC R2 
ADD (R4)+,R2 
CMP (R5)+, (R5)+ 7:;MOVE TO NEXT TEN POWER 
BIS #°O, R3 :;CHANGE PARTIAL T9 ASCI1 
MOVB nS. (ROD¢ :; SAVE IT 
DEC ; ; DONE? 

4$: . WORD , 
BNE 1$ ::BR IF NO 
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CZRXBFO RX11 INTERFACE TEST 
CZRXBF P11 O8-MAY-79 14:22 OUBLE LENGTH BINARY TO DECIMAL ASCII CONVERT ROUTINE SEQ 0121 

4066 015500 105020 CLRB (RO)+ ;; TERMINATOR 

4067 015502 104412 RESREG ; RESTORE REGISTERS 

4068 015504 000207 RTS PC ; ;RETURN 

4069 015506 145000 STNPWR: 145000 :31.0€09 

4070 015510 035632 35632 

4071 015512 160400 160400 ;;1.0€08 

4072 015514 002765 2765 

4073 015516 113200 113200 :;1.0€07 

4074 015520 000230 230 

4075 015522 041100 041100 ;:1.0E06 

4076 915524 900017 17 

4077 015526 103240 103240 ;:1.0€05 

4078 015530 000001 

4079 015532 023420 23420 ;;1.0E04 

4080 015534 000000 

4081 015536 001750 1750 >; 1.0€03 

4082 015540 000000 0 

4083 015542 000144 144 :;1.0€02 

4084 015544 000000 0 

4085 015546 000012 l2 :; 1.0601 

4086 015550 000000 0 

4087 015552 000001 1 ;;1.0€00 

4088 015554 000000 0 

015556 000014 SDECVL: .BLKB- 12. ;;RESERVE STORAGE FOR ASCIZ STRING 
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O8-MAY-79 14:22 DCUBLE LENGTH BINARY TO DECIMAL ASCII CONVERT ROUTINE SEQ 0122 
4091 ;, eeeeeererrrrereeerereererereereneeteteeaReeeeaeeeteeeeteEteee 
4092 
4093 :TYPE NUMERICAL ASCIZ STRING,RIGHT JUSTIFIED 
ane +REPLACING LEADING ZEROS WITH SPACES. 
at SFIRST ADDRESS OF ASCIZ STRING MUST BE ON TOP OF THE STACK 
4098 015572 016046 RTJUST: MOV RO,-(SP) ;SAVE RO 
4099 015574 016600 000004 MOV 4(SP),R0 PICK UP ADDRESS OF ASCIZ STRING 
4100 015600 010037 015632 MOV RO, 5% ;SAVE ADDRESS FOR TYPE OuT 
4101 015604 105710 1$: TSTB_ (RO) 21S THIS THE TERMINATOR 
4102 015606 001406 BEQ 2% :1F YES TYPE IT OUT 
4105 015610 122710 000060 CMPB #'0,(RO) :1S IT A ZERO 
4104 015614 001005 BNE 4$ :1F NO GO PRINT IT 
4105 915616 112720 000040 sa #" ,(RO)+ ;1F YES REPLACE IT WITH A SPACE 
4106 015622 000770 E? 1$ > TEST NEXT CHAR. 
4107 015624 112740 000060 2$: Move #°0,-(RO) *STRING OFF ALL ZEROS,PUT BACK THE LAST ONE 
4108 015630 104401 4$: TYPE TYPE THE STRING 
4109 015632 000000 3$: OPEN 
4110 015634 012600 MOV (SP)+,RO ;RESTORE RO 
4111 015636 012616 MOV (SP)+,(SP) RESTORE THE STACK 
re 015640 000207 RTS PC ; RETURN 
reb TYPES 16 BIT WORD IN DECIMAL 
4116 015642 012546 SGLDEC: MOV (R5)+,-(SP) ;PUT NUMBER TO BE TYPED ON STACK 
4117 015644 004737 015342 JSR PC, a#$SB2D ;CONVERT NUMBER TO DECIMAL 
4118 015650 004737 015572 JSR PC,RIJUST ; TYPE THE DECIMAL NUMBER 
4119 015654 000205 RTS R5 
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4167 016150 
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4174 016165 
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042524 
051101 
051105 


005015 


000012 
040504 
047522 
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041501 


020040 
052040 
000 


040 
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006504 
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000 

040 
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052123 
046501 
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020113 
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051106 
040522 
020057 
051117 


020012 


000012 
020040 


000040 
000 


042412 
041440 


MACY11 30A(1052) 
MESSAGES 


~SBTTL MESSAGES 


050040 
052105 
000040 


040522 


040520 
050130 


046440 
044515 
006507 


020054 
040524 
051105 


051124 


046517 
045503 


042523 
00C 
054502 


040502 
047517 


020040 


MDTESTP: 


MXEHEADER: 


MUNXDD: 


MDDMIS: 


MDERHDR: 


MTRK: 


MPRES: 


MSECT: 


MCOLMUN: 


TAB: 


DBLSP: 
MCRLF: 


MERHEADER: 


~ASCI2 


~ASCIZ 


~ASCIZ 


~ASCIZ 


~ASCIZ 


ASCIZ 


-ASCIZ 


-ASCIZ “ 


~ASCIZ 


~ASCIZ 


~ASCIZ 
eASCIZ 
eASCIZ 


<15><12><12> “‘ERADR 
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“TEST PARAMETERS: “' 


FAST FAPT GOOD BAD 


“UNEXPECTED D D MARK''<15><12> 


"D D MARK MISSING’’<15><12> 


“DATA, NO STATUS ERROR" 


"ON TRACK" 


"" FROM TRACK’ 


/ SECTOR* 


<15><12>"' BYTE BAD GOOD''<15><12> 


<40><40><40><40><40><40> 


<40><40> 
<15><12> 


<15><12>"ERROR CONDITIONS: TEST PC = * 


SEQ 0125 


PASS" 


mea A 


FY inst. 








CZRXBFO 1 INTERFACE TEST 


CZRXBF .P 


016264 
016272 


016300 
016306 


016314 
016320 


016350 
016353 


016502 
016507 


044504 
020075 
125 
020060 
125 
020061 
117 
000040 
054122 


000040 


052123 
040440 


052123 
041040 


005015 
047516 
051105 
040440 


042516 
051117 


036440 


044506 
043106 


046505 


043125 
C00 


030054 
117 


O8-MAY-79 14:22 


044524 


044516 

000 
044516 

000 
046116 
051503 
052101 


036440 


052101 
036440 


000012 
044440 


045516 
044440 
052522 


052117 
040505 
041505 
047522 
000040 


046114 
051105 


052320 
042506 
051124 


020040 
056504 


MACY11 30A(1052) 
MESSAGES 


047117 
042524 
020103 


020124 
020124 
020131 
036440 
051525 


000040 


051525 
000040 


052116 


051522 


052502 
000040 
041131 
020122 


041501 


MUNITO: 


MUNIT1: 


MONLY: 


MRXCS: 


MASTAT: 


MBSTAT: 


DBLLF : 


MINTER: 


MUKNINT: 


MERCT: 


MFIL: 


MEMPTY: 


MLIMTRK: 


MOD: 


~ASCIZ 


eASCI2 


~ASCIZ 


-ASCI2 


~ASCIZ 


eASCIZ 


-ASCIZ 
-ASCIZ 


eASCIZ 


-ASCIZ 


-ASCIZ 


-ASCIZ 


ASCIZ 


“UNIT 


“UNIT 


“ONLY 


“"RXCS 


“STATUS A 


“STATUS B 


<15><12><12> 
"NO INTERRUPT AT DONE ERROR" 





ee 
H 10 
29-MAY-79 08:23 PAGE 96 


“UNKNOWN INTERRUPT"' 


“TOTAL READ CHECK ERRORS = 


“FILLBUFFER °° 


“EMPTYBUFFER ' 


™ TRACKS 52,53,114,0 


-ASCIZ 'ND=" 


Se ee eee 


SEQ 0124 





CZRXBFO RX11 INTERFACE TEST 
CZRXBF P11 


016617 
016624 


016632 
016640 


016641 
016646 
016654 
016656 
016664 
016672 
016677 
0167035 


016705 


017004 
017007 


040 
052123 
020040 
000075 


051103 


051105 
042522 
040504 
041522 
051117 
123 
051105 
051127 
000 
120 
020131 
000122 
051105 
046106 
051122 
102 
040 
107 
020040 
020113 
000 
015 
020061 
030526 


005015 


005015 
015 


O8-MAY-79 14:22 


044440 
043040 
000075 
040514 


020103 


047522 
042101 
040524 
042440 

000 
042505 
047522 
052111 


051101 
051105 


047522 
043501 
051117 
042101 

000 
047517 
044103 
052525 


051012 
020057 
000061 


041412 


052412 


1 10 
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MESSAGES 


036504 


051111 


052123 


051105 
047516 
020101 
000122 
000040 
041440 
051122 
020113 
000122 
020105 


052111 
047522 


020122 
042440 
000 


000 


000104 


0415065 
020115 


MID: 


ME IRST: 


MLAST: 


MBADCRC: 


MREAD: 


MCRC: 


MSEEK: 


MWRITE: 


MPAR: 


MNOFLAG: 


MBAD : 
SPACE: 
MGOOD: 
MSUM: 


MRX11: 


MREV: 


LOCSM: 


~ASCI2 


~ASCI2 


~ASCIZ “ 


~ASCIZ 


~ASCI2 
-ASCIZ 


~ASCI2Z 


~ASCIZ 


~ASCI2 


-ASCIZ 


ASCIZ 


-ASCI2Z 


~ASCIZ 


-ASCIZ 


~ASCIZ 


~ASCIZ 


oe 1D="' 
oe FIRST="" 
LAST="" 


“CRC ERROR NO DATA ERROR’ 


"READ * 
“DATA CRC ERROR" 


"SEEK ERROR’ 
"WRITE °° 

“PARITY ERROR" 
"ERROR FLAG ERROR’ 
. ‘BAD’' 

<40> 

s ‘GOOD' ’ 

"" CHECK SUM "' 


<15><12>"°RX11 / RXVIT" 


<15><12><12> ‘'CZRXBFO RX11 INTERFACE TEST’ <1$>«<12> 


<15><12>"UNEXPECTED TRAP 10 LOC. 4 OCCURRED'' 


' 
—-——— —~ 





SE - 
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MESSAGES 


CZRXBF.P11  OB-MAY-79 14:22 SEQ 0126 | 


4288 017014 050130 041505 042524 
4289 017022 020104 051124 050101 

4290 017030 052040 020117 047514 

4291 017036 027103 032040 047440 

4292 017044 041503 051125 042522 

4293 017052 000104 

4295 017054 005015 047125 054105 LOCIOM: .ASCIZ <15><12>"UNEXPECTED TRAP TO LOC. 10 OCCURRED’’ 
429 017062 042520 052103 042105 

4297 017070 052040 040522 020120 

4298 017076 047524 046040 041517 

4299 017104 020056 030061 047440 

4300 017112 041503 051125 042522 

4301 017120 000104 

4303 017122 050075 000103 PCM: =. ASCIZ""=PC"" 

4305 017126 005015 051124 041501 OD2BIG: .ASCI1 <15><12>"'TRACK LIMITS SELECTED OUT OF RANGE*’ 

4306 017134 020113 044514 044515 

4307 017142 051524 051440 046105 

4308 017150 041505 042524 020104 

4309 017156 052517 020124 043117 

4310 017164 051040 047101 042507 3 

4311 017172 005015 042504 040506 -ASC1Z <15><12>"DEFAULTING TO 

4312 017200 046125 044524 043516 ; 

4313 017206 052060 020117 000 

4315 7213 015 651412 041505 S2BIG: .ASCII <15><12>'"SECTOR LIMITS SELECTED QUT OF RANGE" 


4316 7220 047524 020122 044514 

4317 7226 044515 051524 051440 

4318 234 046105 041505 042524 

4319 7242 020104 052517 020124 

4320 7250 043117 051040 047101 

4321 7256 042507 . 

4322 7260 005015 042504 040506 -ASCIZ <15><12>""DEFAULTING TO “' 


7266 046125 044524 043516 
7274 052040 020117 000 


7301 015 041412 052501 DOLOAD: .ASCII] <15><12>"'CAUTION - IF YOU DESIRE TO TES? UNIT 0” 


34 060 
351 015 051012 050105 eASCI] <15><12>''REPLACE LOAD MEDIUM WITH A SCRATCH DISKETTE" 


1 
7414 020110 044504 045523 


0 
7426 005015 044124 047105 eASCIZ <15><12>"'THEN PRESS CONTINUE''<15><12> 
7434 050060 042522 051523 
7442 041440 0467117 044524 


s 
S 
COOCOSOCOCOCOCOCOCOCoCoCoCooOoO SCOCOoOCOoOoCOoOOCOO 
et a et es te et et ss ee ee ee ee eed eet wt oe 
~~ ™ 


—— ——— ene eee 
oe ee _— LS ET CRS ee 


; 
—_———d 
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CZRYXBF P11 O8-MAY-79 14:22 MESSAGES SEQ 0127 


cane 017450 052516 006505 000012 
4346 ~-EVEN 


4348 Pathe PPP PPR ESE ERS E ES EOESEEESESSELSSCALAOCLOLLCLCCOCL SLES 


4350 ;THE FOLLOWING LOCATIONS ARE USED FOR DATA STORAGE RETRY COUNTERS 
4351 ACCESS COUNTERS ETC. 


43535 017456 000200 BUF ADR: -BLKB 200 
4355 000001 END 


6 
3145 3151 3169 3177 3193 39598 
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CZRXBF P11 O8-MAY-79 14:22 CROSS REFERENCE TABLE -- USER SYMBOLS SEQ 0128 
Siar” Sian GRT BEL BURP IB sng sus staan 
‘ 6 42a 246* 3256 
BADBYT 011502 3041* 3042 3043 3089 31378 
110 = 000001 176# 2924 
B1T00 = 000001 1664 176 
BITO1 = 2 1654 175 
B1T02 = 000004 1648 174 
B1T03 = 10 1634 173 
B1104 = 000020 1624 172 
BITOS = 000040 1614 171 
B1106 = 000100 1604 170 
B1107 = 200 159M 169 
BiT08 = 000400 1584 168 
B1T09 = 001000 1574 167 
BITl =0 2 1754 2808 2917 
B1T10 = 002000 1564 
BIT11 = 004000 1554 
BIT12 = 010000 1544 
B1T13 = 020000 1534 2873 
BIT14 = 040000 152a 450 1432 3433 3447 
BIT15 = 1514 455 461 469 3022 3467 3505 
BIT2 = 174# 3162 
BI1T3 = 1734 
BIT&4 = 000020 1724 3234 3573 
BITS = 000040 171# 1540 2637 
BIT6é = 000100 170# 669 829 =: 1083 1244 1288 1302 1342 1360 1402 1421 1489 1593 
1832 1851 1957 2973 2991 3424 3429 3435 
BIT7 = 000200 1694 672 673 1383 1492 1493 1597 2448 2454 3029 3084 3510 3575 
BIT8 = 000400 1684 547 831 865 2529 2561 2980 2993 3068 3184 
B1T9 = 001000 1674 
BPTVEC= 000014 1834 
BRLEV 001214 3714 2492 
BSTAT 012176 3192" 32438 3254 3262 
BUFADR 017456 1625 1728 3048* 3049* 3053" 3056* 3057 3277 3379 43538 
BUSERR 006156 211 24608 a 
BYTECN 011500 2754* 2762 3027* 3045* 3085 3102 31364 
CATERR 00306 1171 1176* 1179# 11918 
CCOUNT 002554 439 834 837* 838 840* 878# 2528+ 
CEXIT 004274 1066 1304 1361 1422 1608 1618 1725 1811 18124 
CKBYTE 010764 30414 
CKSUM 011104 3031* 3042*  3050* 3051* 3052* 3053 3054+ 3055* 3056 30608 3118 
CKSWR = 104406 845 892 2525 2566 2572 2622 2671 2771 2777 2826 2831 2836 2864 
2872 2876 2939 2944 2955 2960 2975 2983 2994 3070 3098 3110 31246 
7662 2333 2793 28514 2896 
CONTIO 010550 2972 29914 
CONT11 010516 2977 29834 2996 
CONT13 007340 2779 27814 
CONT14 007610 2833 28358 
CONTIS 010340 2946 29488 
CONTI6 010412 2962 29644 
CONT17 010530 2985 29874 - 
CONT20 011324 3100 31024 
CONT21 011550 3153 31554 
CONTS 007326 2773 277784 
COUNT 012476 3288 33634 


CZRXBFO RX11 get 


LU 
MACY11 350A(1052) 29-MAY-79 08:23 PAGE 102 


CROSS REFERENCE TABLE -- USER SYMBOLS 


3 


3647 
3311* 


2935* 
29554 


3233 


24928 
647 


3317+ 
3105 


41708 


2085 


2792* 
2412 


34864 


33535* 


2272 


866 


3344+ 


2309 


31398 
3182+ 


34248 
3960 


SEQ 0129 


53555* 3363* 3364" 3373" 3377 


2400 2416 2429 2455 


3550* 3553 3556 3570 


3199 


3962 3963 3964 
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CZRXBF.P11 O8-MAY-79 14:22 CROSS REFERENCE TABLE -- USER SYMBOLS SEQ 0130 
GOODBY 011504 3093* 3095 31384 
GTSWR = 104405 426 39578 
HANGER 007004 441* 555 830* 854* 2639% 2669* 2694* 26984 2786"  2799* 2892* 29026 
HANGPL 007006 442* 556* 665* 2640" 2670* 2695* 26998 
HERE 002500 857 8634 
HLT10 010336 2947 
HLT12 010410 29634 
HLT13 010526 29864 
HLT14 011322 31014 
HLT15 011546 31544 
HLT6 007336 27804 
HLT7 007606 28348 
HOME 007734 2835 28644 2881 
HT = 000011 894 3606 3647 
HUNGUP 006650 2641 26484 
1D = 001201 3014 485 487 495 3470 
ILLADR 005134 1914 2047 2100 21414 2146 
INCERR 006272 25208 2521 
INITSE 013352 4 2889 35484 
INITTR 013000 2705 2719 2737 34624 
INTLEA 013446 3559* 35644 3571 3572* 
INTSER 011554 2306 2426 2451 3155 31594 
IOTVEC= 000020 1844 
KRXVEC 001204 3054 1019 1073 1237 1278 1320 1376 2305 2425 2450 
LAST = 001203 3034 $11 513 $21 3551" 3552 3568 
f = 12 904 3641 3647 
LIMITS 001640 477 504 
LIMTRK 013166 3488 35024 
LOAD 012536 3302 3322 3345 3365 3374 33778 
LOCKUP 002604 754 892a 
LOCIOM 017054 2476 42954 
LOC4M 017007 2460 42878 
LOGICA 002470 231 8594 
MABELL 006516 842 2575 25784 
MASTAT 016264 3255 41934 
AD 016677 3120 42668 
MBADCR 016542 2942 42414 
MBSTAT 016300 3261 41964 
MCOLMU 016123 3083 41624 
MCRC 016600 2958 42488 
MCRLF 016162 476 §25 836 848 2533 2776 2848 2943 2959 2982 3012 3081 3097 
3123 3150 3173 3181 3196 3204 3218 3264 4172k 
MODMIS 016011 2979 41418 
ERHD 016034 3080 41474 
MOTEST 015656 471 41234 
MEMPTY 016444 3063 42214 
MERCT 016375 3113 42128 
MERHEA 016165 3003 41744 
MFIL 016430 2766 42184 
MFIRST 016521 515 42354 
MGOOD 016705 3122 42704 
MHUNGP 006722 2675 26854 
MID 016513 494 42324 
MILTST 002564 875 8844 
MINTER 016320 3149 42014 
MLAST 016532 520 42384 
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CZRXBF P11 O8-MAY-79 14:22 CROSS REFERENCE TABLE -- USER SYMBOLS SEQ 0131 
MLIATR 016461 480 42254 
MNOFLA 016656 3180 42628 
016507 489 4230" 
MONLY 016245 467 41874 
MORETE 002200 7548 #81813 1816 2674 2683 
AP AR 016641 2775 3217 42588 
MPASS 006753 849 26904 
MPRES 016074 2843 4155# 
MREAD 016572 2920 2928 42468 
MREV 016746 412 42808 
PRXCS 016254 3198 3212 41904 
MRX11 016727 3209 42768 
MSECT 016111 3226 41594” 
MSEEK 016617 2842 42528 
MSUM 016712 3117 42728 
MIRK 016062 3221 4152a 
MUKNIN 016353 3172 42074 
MUNITO 016225 3236 41814 
MUNIT1 016235 466 3238 41848 
MUNXDD 015763 2998 41368 
MWRITE 016632 2811 2822 2829 4255# 
Mi 002562 833« 841 8824 1812" 1815 
MXEHEA 015700 2531 41278 
NEXTRD 010160 2784 2907 2910 29128 2922 2930 2950 2967 2990 
NOERTY 011312 3072 3076 30984 
NOINTE 011510 2801 2904 31454 
E 002312 766 8298 
NOPRIN 006446 527 25614 
NOPRNT 011754 31934 
NOSCOP 006532 25964 2624 
NXREAD 011456 065 3109 3126 31298 
001200 3004 301 470* 477 487 490 503* 3464* 3465 3468 3472 3476* 3502 
3505* 3507 3510* 3524* - 3527 3537 3539« 
OD2B1G 017126 500 43054 
2 003064 1178 11904 
N = 000000 2054 852 2558 2774 3011 3087 3116 3240 4109 
PARTES 007300 2769 27718 2814 2923 3066 
PARTYP’ 012050 3190 32124 3252 
PASS 002556 440% 843* 850 879# 2556 3009 
PAT 012352 1616* 18035" 1808* 2320" 2391% 2393 2408 2610* 2424" 2437% 2449% 3279 32938 
PATGEN 012360 33024 3303 3312 
PATTER 012330 3281 32824 
PAT125 012446 3286 33448 
PATS14 012466 3287 33554 
PCA 017122 2467 2484 4303a 
PCONT 007354 2767* 2782 27848 2812" 2922" 3065s 
PCSCOP 0066 . 550 756" 757 2544 2597* 2625 2627# 2790 2906 2971 3004 
PIRQ = 177772 964 
PIRQVE= 000240 1904 
PLOOP 007350 2768 27838 2813 2921* 3064+ 
PRESTR 013156 2844 2883" 3486* 34948 3525 
PRETES 002052 526 5478 
0 = 000000 113 
PRI = 000040 1144 
PR2 = 000100 1154 
PRS = 000140 1164 


CZRXBFO RX11 INTERFAC 


CZRXBF P11 


RXDB 


SECCNT 
SECLAT 
SEEKER 


v 

@ 

wa 
“uhh oh 


ooo 


000240 
300 
000340 


177776 
177776 


—oOOoo 
=~ =FS=2S8582 
GERSSUSSSRSS 
at nt 


E TEST 
79 14: 


22 


48i 
2825 


1329 
1388 


- 499 
28268 


218 
13524 


2920* 
3979+ 


3399 
5401* 


220 
1345 


50635* 
3985* 


34054 
34064 


2468 
2968 


222 
1380 


3997* 


2485 
2989 
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CROSS REFERENCE TABLE -- USER SYMBOLS 


224 


1405 


3998« 


3127 


5* 


2 


La & 
Ow 
NRO 


WR RNR 
—w Eo NOON 


ee 


SEQ 0132 

1031 1077 1126 1241 
2452 : 
1199 1244* 1249 1251 
1540 1542 1552 1625* 
1975 2044* 2046* 2050 
2198 2249* 2252 2255 
2852*  2867* 2870 2900 
1735 1830 1849 1955 
2185* 2192 2194* 2238 
3159 3188 3192 3246 
2155 2162 2180 2189 
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CZRXBF P11 O8-MAY-79 14:22 CROSS REFERENCE TABLE -- USER SYMBOLS SEQ 0133 
SEKRTY 007630 2817 28408 2927 
SEKTYP 007634 2830 28424 
SEQUEN 013164 479* 2648« 26548 3462 3467* 3487 34974 
SEQ) 013264 3489 35248 
$EQ2 013320 3490 35374 
SGLDEC 015642 851 255 3010 3086 3115 41164 
SPACE 016703 2540 2543 2546 2549 2552 2555 42684 
STACK = 001200 844 298 404 411 758 
STKLMT= 177774 954 
STR 006606 1635 2141 2149 157 2177 2186 26308 2853 2856 
STYP1 007566 2822* 28298 2928+ 
SUBSCO= 104413 % 1016 1190 1229 1256 1274 1471 1533 1548 1586 1673 1839 1949 
1964 1981 2057 0 2110 2122 2231 2245 2261 2376 39644 
012564 3050 3278* 3377"  3385# 
SWHLT1 007576 2828 28314 
Std 001216 3784 410* 415 419* 424 460* 461* 846 893 899 2526 2567 2573 
2623 2672 2772 2778 2781 2827 2832 2837 2865 2873 2877 2880 2940 
2945 2948 2956 2961 2964 2976 2984 2987 2995 3071 3073 3099 3111 
3125 3146 3152 3170 3178 3194 3790 3827* 3977 3990 
SWREG 000176 2394 419 424 460 3790 3803 
SwO = 000001 1484 2573 
swOO = 000001 1384 148 
$wO1 = 000002 1374 147 
$WO2 = 000004 1364 146 
$wO3 = 000010 1354 145 
SwO4 = 20 1344 144 
swoS = 0 1334 143 
$w06 = 000100 132a 142 
$SwO7 = 000200 1314 141 
$wO8 = 400 1304 140 
$SwO9 = 001000 1294 139 
Sw1 = 000002 1474 
SW10 = 002000 1284 893 
Swill = 004000 1274 2623 2781 2837 2880 2948 2964 2987 3125 
SWwi2 = 010000 1264 899 
Sw13 = 020000 he tr 2672 2772 2827 2940 2956 2976 2995 3071 3111 3146 3170 
4 
Sw14 = 040000 1244 846 
Sw15 = 100000 1234 2567 
SW2 = 000004 1464 
Sw3 = = 000010 1454 
SW4 = 000020 1444 
Sw5 = 000040 1434 
SW6 == 000100 1424 
Sw7 == 000200 1414 
Sw8 = 000400 1404 2865 
Sw9 = 001000 1394 3073 
ies Geiss = ake. Se 
TARGET 013154 2317 2858 3048 3051 3222 3468+ 3486 34938 35048 3509« 3512 35148 35168 
3527 3529" 35408 3542t 
TBITVE= 000014 1814 
TESTS 002232 756 759 760" 
TKVEC = 0 0 188% 
TPVEC = 000064 1894 
TRAPVE= 000034 1874 


—?) 
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CZRXBF P11 O8-MAY-79 14:22 CROSS REFERENCE TABLE -- USER SYMBOLS SEQ 0134 
TRKCNT 013152 2709" 2727 2762 «3473* «84742 893475" «—347B* 3480" 3492" 
TRKLMT 001660 478 485a 
TRIVEC= 000014 1824 
TSECTO 013444 2318" 2855 3049 3052 3227 3556* 3557" 35634 3566* 3567" 3568 3570* 35716 
¢ 
TYPADR 017076 2981 3082 3203 32218 
TYPCOD 012246 3205 3255e 
TYPc = 1046401 412 466 467 471 476 480 48 494 500 515 20 2 527 
836 841 842 848 849 875 2460 2467 2476 = - 24 BG 2531 2533 2540 
2543 2546 2549 2552 2555 2575 2675 2774 2775 2776 = 2829 2 B42 BGS 
2848 2942 2943 2958 2959 2979 2982 2998 3003 3008 3012 3080 3081 
3083 088 3092 3097 3113 3117 3120 3122 3123 3149 3150 3172 3173 
3180 3181 3196 3198 3204 3209 3210 3212 3217 3218 3221 3226 3233 
3236 3238 3255 3260 3261 3264 3611 3716 3801 3802 3805 3818 3829 
3848 3897 3900 3904 39528 3999 4108 
TYPERR 011236 3078 3085a 
TYPOC = 104402 | 3804 3953e 
TYPON = 104404 2542 2545 2548 2551 2554 3096 3263 39554 
TYPOS = 104403 473 491 496 517 522 2464 2481 2537 2680 2845 3005 3090 3200 
3214 3223 3230 3257 39548 
TONOTH 002204 755a 760 
11 002646 760 918" 
110 004166 763 17164 
111 004254 763 18084 
112 004244 763 18034 
113 320 763 18244 
114 004444 763 1907¢ 
115 004636 763 20404 
116 004776 763 20934 
117 005244 763 21748 
12 002766 760 10734 
120 005510 766 2282" 2906 
T21 005534 766 23178 
T21x 005636 2331 23334 2415 
122 005720 766 2389" 
123 005776 766 24088 
124 006044 66 24248 
T26Xx 006052 24254 2638 
25 006076 766 24378 2790 2971 
126 110 766 24488 
13 003310 760 1317# 
14 003446 760 13734 
15 003612 760 1432 
16 004036 760 16164 
TOFILL 004054 1617 16224 1809 2392 2409 
Vent Gocoos TSS 1810. 2579250 
UNITSE 012752 445 448 452 455* 465* 469 547¢* 670 831 865 903* 1490 1595 
: 1824 1843 1909 2042 2095 2389 2529 2561" 2851 2980" 2993+ 3068 3184+ 
3234 3424 3426 3428" 3429" 3431 3433 3435" «34368 = 8441 8K45 3447 3573 
WRITE 007162 2722 2725 2740 27498 
WRTDON 007456 2787 2802" 2812 2824 
WRTER 007472 2788 2807s 
WRTIE = 000105 2018 2789 | 
WRISEK 007532 2809 28178 
WIDDIE= 000115 2034 792 | 
j 







CZRXBF P11 


222833 
pre 
fie 


Ooooooocoocooocoo 
Oe et et ot 
Fae Ledetetieted + yl 
™ 
o 


366 
00003 


— 
w 
id 
mo 
= 
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O8-MAY-79 14:22 


27368 
25188 


3987* 
3785 


4005 
3811 
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3496" 
34958 


464 


3659¢ 


3913 


5695* 


3915 


3988+ 


3919 


3865 





3525 


468 470# 


36448 


3706" 37328 


40068 


3871 


SEQ 0155 


| 
: 
| 
| 
| 
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mt INO 
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3808 
4069" 


5832¢ 


39558 


39128 


3869 

3957 5958a 
3834 

2308 2348 
5652 3655 
4005 40898 


Ee | 


39618 39628 


2988 8884 
3656 3781 


SEQ 0136 | 


39648 


26928 


| 
| 
| 
39128 | 


SS Oe 
—— 


—_———— orem wm - one oe _—_ 
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CZRXBF P11 O8-MAY-79 14:22 CROSS REFERENCE TABLE -- MACRO NAMES SEQ 0157 | 
COMMEN lf Sa 1914 5635 684 928 982 1042 1086 1134 1205 1444 1503 1560 1650 
1684 1748 1859 1925 1995 2208 2284 2348 2649 
ENDCOM lf Sa 194 648 749 954 1012 1061 1121 1164 1225 1467 1529 1582 1669 
1703 1792 1892 1945 2026 2227 2301 2372 2664 
ERROR 85a 561 681 926 980 1040 1132 1203 1255 1273 1297 1382 1415 1442 1501 
1547 1558 1606 1648 1682 1746 1838 1857 1923 1963 1980 1993 2056 2069 2083 
2109 2121 2135 2206 2244 2260 2270 2346 2648 
ESCAPE 4 194 
GE TPR] lf 1914 
GETSWR lf Sa 1914 421 
MULT lf 1914 
M7727 2498 617 730 1448 1773 1863 1999 2352 
M7846 ser 562 683 927 981 1041 1085 1153 1204 1502 1559 1649 1683 1747 1924 
NEWTST lf 1914 
POP la 1914 3771 3990 3991 
SH la 1914 3751 3971 3977 
REPORT ia 1914 
SCOPE 86" 549 1065 1301 1359 1420 1607 1707 1796 1896 2030 2084 2136 2271 
SETPRI lf Sa 19lf 1338 1345 1398 1405 
SETTRA 39448 3953 3954 3955 3957 3959 3960 3961 3962 3963 3964 
SETUP lf 119i” 
SKIP lf 1914 
SLASH la 1914 
SPACE 1914 
STARS lf Sa .1918 252 253 254 265 266 267 272 273 274 293 294 295 
386 397 2510 2511 2515 2516 2713 273) 3141 3273 3296 3305 3330 3338 3349 
3358 3367 3422 3484 3499 3519 3532 3579 3658 3735 3780 3785 3853 3882 3923 
3967 3983 4 4030 4091 4348 
SWRSU 1914 
TRATRP 3944" 
TYPBIN lf 1914 
TYPDEC la 1914 
TYPNAM 1a 1914 
TYPNUM la 1914 
TYPOCS la Sa 1918 472 2462 2479 2844 3004 3199 3213 3222 3229 3256 
TYPOCT la 1914 3803 
TYPTXT la 1914 
SSESCA lf 1914 
SSNEWT lf 1914 
$$SET 39448 3953 3954 3955 3957 3959 3960 3961 3962 3963 3904 
S$SKIP la 19le4 
-EQUAT lf Sa 81 
HE ADE la Sa a 
K111 la 
SETUP la Sa 241 
-$ACTI le 
SAPTB lf 
GAPTH la 
~SAPTY ‘sf 
SASTA la 
- SCATC le 
SCRITA uF 


$0820 la Se) Ss 4028 





CZRXBFO RX11 INTERFACE TEST 


CZRXBF P11 


OB-MAY-79 14:22 


. ABS. 017056 


ERRORS DETECTED: 
OSKZ:CZRXBF ,DSKZ:CZRXBF .SEQ/CRE/SOL=(400, 1066)SYSMAC.SML (4600, 2465 )CZ2RXBF P11 


Sa 


Sa 
Sa 


Sa 


5a 


Sa 


5a 


000 


0 


3965 


3778 
3733 


4010 


3921 


357? 
5656 


RUN-TIME: 36 49 3 SECONDS 
RUN-TIME RATIO: 365/90=4.0 
(65 PAGES) 


CORE USED: 


33x 
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SEO 0138 | 


